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GARY DENNIS SCHULTZ. The CHAT System: 
An OS/360 MVT Tlmc-Sharlng Subsystem 
for Displays and Teletype, (Under 
the direction of DP, FREDERICK P, 
BROOKS, JR,) 

This thtisis describes the design and operation of a time-sharing 
monitor running under OS/360 MVT that supports multiple application pro- 
gram interaction with operators of CRT display stations and of a Teletype 
Some key features of the design are (1) an Interface allowing applica- 
tion programs to be coded in either PL/l or assembler^ (2) use of the 
Teletype for subsystem control and diagnostic purposes, (3) a novel 
interregional conduit allowing an application program running under th*^ 
CHAT monitor to Interact — like a terminal operator — with a conversa- 
tional language processor in another region of the OS/360 installation. 
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The way to avoid the machine taking command is not to take 
more and longer vacations from a life dominated by machines, or 
from a machine regulated existence* The solution lies in finding 
ways to make this an age where humanity dominates despite the use- 
fulness of machines, and to do this by making fullest use of their 
convenience* * * * 

*-*The advantages of the ^iiachines are so obvious and so 
desirable, that we tend to become, small step by small step, 
seduced into ignoring the price we pay for their unthinking use. 
The emphasis here is on unthinking use , because they all have their 
good uses* But the most careful thinking and planning is needed to 
enjoy the good use of any technical contrivance' without paying a 
price for it in human freedom* 



Bruno Bettelheim 
The Informed Heart 



CHAPTER 1: IbiTRODUCTIOH 



The Chapel Rill Alphanumeric Terminal (CHAT) System is a complex 
of computer-linked terminals for which access to a library of inter- 
active programs is supported by a time-sharing monitor operating under 
OS/360 KVT* The terminal complex consists of (1) a cluster of display 
stations sharing, by program-controlled multiplexing, a single, linl^ to 
the computer and (2) a Teletype connected by common-^carrier dial-up 
facilities. The program library Includes a number of application 
programs created by students and faculty of the University of Worth 
Carolina Computer Science Department as part of the Department's 
research project in computer^assisted instruction (CAI) • These programs 
cover a variety of applications, including a gamut of student-, teacher-, 
and authors-controlled CAI as well as some on-^line services similar to 
those present in other time-sharing systems* 

With respect to the CAI Project emphasis and intended terminal 
usage, the CHAT System centers around the display stations, each of which 
is a multicomponent unit — including keyboard and llghtpen for data entry 
and four-color CRT and random-access slide projector for display of out- 
put* The program library reflects this focus, with most applications 
of importance and complexity being designed for interaction with the 
display stations* Tiie Teletype plays an important role in terms of 
remote operator control of the CHAT programming subsystem—somewhat akin 
to the computer console control of the overall inF^'/t/ l^^^fion multlpro- 
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gramming syst(m. By means of a primitive command language, the Tele- 
type operator can coimnunicate directly with the CHAT KOnitor for 
purposes of subsystem control and fault diagnosis. It is also possible 
to invoke an application program from the Teletype and, indeed, sub-^ 
system control can be interleaved with application program interactions 
if desired. 

Some of the application programs in the CHAT program library 
-antedate the existence of the CHAT System, having undergone interface 
and/or device^adaptive changes prior to inclusion in the system* 
Brownlee's PAMELA [B4], an interactive assembler for the System/360 
assembler language, was originally written for a standalone CC-30 display 
terminal^^the same display, used in the CHAT cluster"but using a display - 
I/O Interface . entirely different from that presented by the CHAT Monitor, 
Pikaplot [B2] was adapted for a standalone CC-30 from Oliver's numerical 
analysis laboratory simulator [01] for the IBM 2250 graphics display* 
Pikaplot exploits the slide projector to capture some of the power of 
the 2250's graphics facility and originally used a display I/O interface 
different from both PAMELA'S and CHAX's* Hypertext [CI] , Brown Uni- 
versity's text editing system, also for the 2250, was adapted by Wait 
[Wl] for the CHAT System displays directly. 

Of the major members of the program library, only Mudge's DIAL 
[mi] was developed exclusively with the CHAT System in mind, DIAL 
is a total computer-administered program instruction CcAPl) system, 
including author mode, student mode, its own comprehensive file manage-- 
.ment, record-keeping, and facilities for checkpoint/restart* DIAL's 
author mode allows for considerable enlargement of the CHAT library: - 
authors can create an ever-- expanding number of authors' programs that 

O 
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can be executed an the "DIAL machine" in student mode for CAI purposes* 

Another inember of the library that was developed exclusively for 
the CHAT System is a clever program by Blair [B3] t^iiat exploits an 
"interregional conduit" facility of the CHAT Monitor, This facility, 
intended^" primarily to enhance the power of DIAL, is exploited by Blair* s 
program to allow interaction between the display terminals and the IBM 
teletypewriter-oriented Conversational Progratnming System (CPS) tIl-]> 
interactive PL/l-dialect language processor residing in a separate region 
from the CHAT programming system, 

.The CHAI System has brought these several applications together 
into a single subsystem library. The development of a time-sharing sub- 
system monitor and a common terminal l/O interface supports both multi- 
application operation and multiterminal access within a single region 
of an OS/ 3 60 MVT multiprogramming installation. 



CONCERNS AND ORGANIZATION OF THE THESIS 



The primary concerns of this thesis are the design and facilities 
of the CHAT Monitor and the d3fnainics of the CHAT System operation. With 
the exception of one application program, OLTEST (On-Line Test) — a diag- 
nostic extension of the Monitor — little will be said here concerning the 
details of the members of the CHAT subsystem application library; these 
are documented in the previously cited references^ Frequently, the 
application programs are referred to only generically as application 
sub tasks— reflecting their subordinate role in the task^control hierarchy 
within the CHAT programming region of the OS/360 installation. The CHAT 
Monitor has no scheduling- or control-bias or any other sensitivity based 
upon the particular application program(s) in execution. 

The basic concerns of the thesis are: (1) the facilities offered 
by the Monitor, including the Interfaces visible to terminal operators 
and application programs, the management of the terminal and execution- 
time resources, and the mechanisms provided for CHAT subsystem control; 
(2) the internal programming structure of the Monitor; and (3) the phi- 
losophy and constraints influencing the Monitor design* In the follow- 
ing paragraphs we elaborate somewhat on these concepts and describe their 
relationships to the organization of the remaining chapters of the the- 
sis* 

The ilonitor acts as the intermediary for all communication ex- 
changes between terminal operators and application programs* In this 
role, the Monitor provides an interface to each side that hides the com^ 
plicated control mechanisms involved* Chapter 3 describes the PL/I appli^ 
cation program interface to the C11A.T System resources — display, equipment , 



Teletype, CPS processing, services . A semantically Identical and 
syntactically similar ( identical except for minor variations due to un- 
avoidable langiiage differences) assembler macro interface for assembler- 
coded application programs is described by Blair tB3]; cotnmon Monitor 
procedures are invoked from both languages* The interface provides a 
high-level appearance of the resources to the application program, hiding 
the complex multistep mechanisms involved iu control of the equipment 
and in System/360 I/O programming* 

The interface to the terminal operator, because of its unobtrusive- 
ness, is less explicit* Chapter 2 (see ''Hardware Specif ics^O describes 
the simple terminal operator keyboard usage required to send data from 
either a display station or the Teletype to an application program* 
While the idea was to simplify display station keyboard operation as 
much as possible (it is function-key ridden , allowing the possibility of 
overly low-level operator control of equipment operation), the idea for 
the Teletype was to enhance its capability- Thus, certain keys on the 
Teletype are given special meaning for line- and character-editing 
purposes - 

Taken together. Chapters 2 and 3 show a certain intended symmetry 
in the design of the terminal and application interfaces* The applica- 
tion interface resembles operator keyboard conventions in its provisions 
for (display) cursor control, message formatting, and lack of concern 
for primitive non-data functions- Both interfaces feature Monitor-re- 
porting of pathological circumstances, such as application program fail^ 
ures (via "proctor messages" to the terminals) and equipment failures 
(via "on-unit" condition-signalling to the application programs)- Each 
side is given aid related to time-lapse abnormalities at the other side 
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of which the Monitor is not aware^ For the application interface, pro- 
vision is made for allowing interval time-^outs of program read-operations, 
whereupon the application program is reactivated and free to try a new 
operation^ At the terminal-side, abnormal time lapses are humanly evi-- 
dentj' here the Monitor allows certain operator conventions such as 
*'extra- interrupts*' and operator- controlled aborting of the application 
program to test for or to eliminate unresponsive, looping programs. 
Finally, each interface provides a view of one Tnember at the other end: 
just as an operator deals only with one application program (at a time), 
so each application program is coded to '*see*' just a single operator™ 
even though a single application (via Monitor usage of OS/360 multi- 
tasking) may be serving many operators. 

In the multiterminal/multiapplication environment of the CHAT Sys- 
tem, resource multiplexing is of key importance in determining the re- 
sponsiveness of the CHAI System from the viewpoint of the terminal oper- 
ators. The two resources that require multiplexing, or use-sharing, are 
the single link connecting the display cluster to the computer and exe- 
cuticm-time on the central processing unit (CPU), Chapter 2 and Chapter 
5 describe the display multiplexing, while Chapter 4 describes the Moni- 
tor's sharing of CPU-time among the application subtasks. The latter 
multiplexing involves two types of scheduling by the Monitor: en bloc 
application scheduling in accordance with a formula edicted by the multi- 
^ programming installation manager (for CHAT- vs. other-region use of the 
CPU) and sharing among CHAT application subtasks of che time-slice allot- 
ted to CHAT by the first scheduling formula. 

Subsystem control refers to console-like control of the CHAT sub- 
system for such capabilities as region-shutdown, subtask aborting, and 



fault diagnosis* The Teletype serves as the subsystem console for these 
purposes* Chapter 6 describes the use of the Teletype for this role, 
while Chapter 8 describes an application program Invokable from the 
Teletype which C^^^atly enhances the on-line testing capability for 
equipment diagnosis* 

The internal programming, structure of the Monitor is outlined in 
Chapter 2 and detailed in Chapters 4-8, where the. separate components 
are discussed individually* Chapter 2 gives an oveLview of the dynamics 
of subsystem operation — how the components of the Monitor cotnmunicate 
and work together and how application subtasks are linked to Monitor^ 
controlled resources* The later chapters deal more fully with the 
functions of the separate components acting in isolation from each other* 

Insofar as design constraints and design philosophy are concerned, 
it is difficult to know, much less to expose, all facets of these influ- 
ences on the design of a system* Frequently, a designer's initial theo^ 
retical sense of what constrains a design (restrictively) or enhances it, 
changes after further experience and practice* Some constraints can b^ 
imagined, while certain biases are not even recognized — simply due to 
muddle-^headedness or lack of perspective on the part cf the designer. 

Such faults are certainly present in the design and exposition of 
the CHAT Monitor* (But then Computer Science, itself, is more engineer - 
ing than science ! ) The attempt throughout the thesis is to expose what 
the author recognized cs motivating the design and as impinging on design 
alternatives* Here, we cite only two major factors affecting the design* 

The major constraint on the CHAT Monitor design, apart from the 
equipment itself, was the necessity to run within a single region of a 
multiprogramming installation controlled by OS/360 MVT* This meant that 
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CHAT requirements had to be compatible with the broader installation 
perspective on system ge, but at the same time gave CHAT the power- 
ful multitasking capabilities provided by the MVT-version of OS/360 
to achieve its design objectives. Chapter 2 weighs some of the advan- 
tages and shortcomings of this dual-faceted constraint, while later 
chapters frequently reiterate its consequence'^ • 

A second major factor, more a bias than a constraint, was that the 
CHAT System operation and design must exhibit the quality and robuRtness^ 
of a Production system. No formal or rigorous measure of the degree to 
which CHAT meets a production standard is possible, since the standard 
itself is wholly subjective. Some of the effects of this standard on 
the CHAT design include (1) insulation of the CHAT Monitor from misuse 
or abuse of the terminal and application interfaces and protection of 
one application program from another, (2) exhaustive analysis and retry 
of all transient and ^'hard*' failures in equipment operation, (3) logging?, 
and reporting (where useful) of abnormal conditions, (A) diagnostic 
services geared to abnormal statrs of the equipment, (5) long-life con- 
siderations: design features avoiding control program release-depend- 
encies and promoting ease of extension for obviously anticipated growth 
of installation equipment, ar.d (6) e*^ficient use of installation re- 
sources, most especially main storage ^ Various other implications could 
be cited but these should suffice to show the fundamental application of 
the idea. The author's choice of antonym for production is experimental 
(or short-term) . 

With this introduction to the concerns and organization of the the*" 
sis, four reading strategies are suggested for the remainder of the the- 
sis. Tlie application proRrammer interested in writing a program to run 
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on GHAT should read Chapters Z and 3. The CHAT System proctor should 
read Chapters 2, 6, and 8 to learn all aspects of terminal and connnand 
usage (and also to find out what proctor means)* The Interested reader , 
should read the entire thesis. The systems prograiitmer inheriting respon- 
sibility for major extensions, revisions, or maintenance of the CHAT 
Monitor should be an interested reader but, in addition, should thoroughly 
pore over the code listings Issued under separate cover as aii appendix 
to the thesis* For all reading strategies, where Bl^i^ir's thesis [B3] is 
referenced and Is necessary to full understanding, it should be consulted. 

As a final recommendation, when the use of acronyms becomes too 
dense, consult Appendix A for the meaning of those less commonly used and 
most easily forgotten* 
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RELATED LITERATURE 

A number of references are recommended to readers of this thesis — 
either because they directly supplement or illuminate the description or 
because they discuss simxlar or alternative versions of CHAT design 
features. 

For background purposes, references on OS/360 are useful: the 
terminology of this thesis derives from IBM usage and frequent mention 
is made of OS/360 interfaces and services* Witt's articl? {W4] and the 
IBM concepts manual [13] are excellent introductions* IBM publishes a 
lar^e number of manuals on 0S/3&0"too many to cite here; [14] and [15] 
are sufficient to learn more about the specific OS/360 supervisory serv- 
ices and macro instructions mentioned in the thesis, while [I6] and [17] 
provide more than enough exposure to othar aspects of OS/360 to satisfy 
the readers* 

An application programmer reading Chapter 3 will probably already 
be acquainted with the IBM reference manual on the PL/I language [110]* 
Similarly, to use the programming interface for access to CPS or to 
better understand the interregional conduit, the reader should know the 
contents of the IBM [II] or TUCC [Tl] references* 

Only the systems programmer inheriting responsibility for the CHAT 
Monitor will be interested in the manufacturer manuals on the display 
equipment [C2]-[C6]. The material ("Hardware Specifics") in Chapter 2 
and hands-^on experience at a display station should satisfy the needs 
of any other reader. 

Certain articles are of great "cultural" value, although not 
directly related to the CHAT programming environment* Dennis and Van Horn 
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[D2] provide alternative terminology (widely used outside of IRM) for 
concepts similar tc these in OS/360 — especially with regard to tnulti- 
tasking. Indeed some of their generalizations of the task ("process") 
concept surpass those implemented in OS/360 HVT — a matter further dis- 
cussed in Chapter 2. 

Denning's fine article [Dl] on modern control program design is a 
rich source of tutorial and survey material on the history, trends, and 
basic concerns of existing systems- it is useful reading in order to 
place OS/360 and, indeed, CHAT itself, ^n roper perspective v'fth rcj^ard 
to other systems. One particular idea of Denning' s (and others) is to 
characterize the combined hardware/ software interface visible to a pro- 
gram as a machine . 

An idea due to Dijkstra [D3] involving layering , or onion-skin 
design, provides an interesting modification of this concept- Dijkstra 
describ ^ a design of a control program whereupon the basic hardware of 
a computing system is completely enclosed by the innermost or most primi- 
tive layer of the control program- This layer would in turn present for 
all capabilities below it a completely new, possibly extended or even 
different, interface to the next layer in t'le onion above it- Hence 
each successive layer presents, in similar fashion, a total, new machine- 
The concept is shown by Dijkstra to give added modularity of design, 
testing, and control and to promote debugging and proof of program 
correctness- 

Neither CMAT nor OS/360, itself, exhibits such layering- 03^360 and 
SysteTn/360 together represent a machine in Benning's sense, but OS/360 
is not a total layer for the System/360* The CHAT Monitor also is not 
A layer in Di^kstra's sense although the combination System/360, OS/360, 
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and the CHAT Monitor comprises a machine. The CHAT Monitor does form a 
layer over the CHjVT System equipment and does provide some layered con- 
trol (subtask t^anagement) — invisible to applications — but application 
programs have completely free and unmonitored access directly to OS/360 
and System/360 facilities. Two disadvantages of layering are obvious: 
each layer requires increasing programming effort and the time to cioss 
layers may inhibit performance, (One measure of layering performance is 
that functions in a lower, more primitive, layer should be accomplishable 
in a time negligible with respect to the time scale in the next layer 
above [LI],) The first disadvantage determined CHAT^s layer-lessness , 

In later chapters of this thesis, comparisons relating to program 
design and control program usage are made among CHAT and various IBM' 
released interactive programming systems built on OS/360, CPS [II] is 
an interpretive system offering interactive support for teletypewriter?; 
and a language interface which is a dialect of PL/l* While CPS, like 
other interpretive systems, does represent a closed machine interface, 
it does not fully layer all capabilities below it — rsome facilities are 
simply not available to its interface users. The :;eal-Tlme Operating 
System (RTOS) [W2] and the Time-Sharing Option (TSO) [SI] are nonlayered 
OS/360 extensions built on, respectively, pre-release and late versions 
of MVT. These are discussed further in Chapter 2* 

Another aspect of the CHAT Monitor worth comparing with other 
system designs is the means provided foj^ terminal- and CPS-access* In 
the case of terminal-access, CHAT was faced with two design problems; 
(1) how to program its own terminal control logic (at the assembler 
language level) using OS/360 and (2) what form of high-level interface 
to present application programs, which were intendt-d to be coded pri- 



inarily in PL/I* 

The Monitor support for the CCI display equipment had to be bnilt 
on the OS/360 Execute-Channel-rroRram (EXCP) interface [14] [I7] sinc<^ 
CCI offered no support package and the IBM support for its own manu- 
factured displaya was not usable because of fundamental differences 
in device operation* In the case of the Teletype, the IBM access method 
BTAM [12] does provide support but this was considered inadequate and 
is not used by the CHAT Monitor— EXCP is* 

The form of the high-level interface for application programs wa^ 
designed without knowledge of other systems. No display-access support 
exists in the IBM PL/I language definition and although CCI displays 
have been widely sold, no literature by CCI customers has been located. 

Gwynn [G2] has suggested that CRT terminal access be given moi e 
attention in high-level langaige design and has briefly reported on the 
interfaces developed at his own Institution, Stanford University, and 
at California Institute of Technology for COBOL and FORTRAN, respec- 
tively* The COBOL support is for alphanumeric CRT displays which are 
polled , while the FORTRAN support is for interrupt-drlven graphics 
terminals* The interfaces described by Gwynn appear to be similar 
syntactically and semantically to that offered by CHAT for PL/I* In 
each case, the interfaces use the call^-mechanisms of the languages to 
invoke the terminals-access support* 

Anderson and Farber [Al] report an interesting system developed at 
Tlie Rand Corporation in which their POGO graphics-control support is 
combined with a Rand variant of the IBM CPS system [II]* They extend 
the CPS (a PiVZ dialect) language interface definition rather than U3e 
the call-mechanism to give graphics -terminal access to the CPS pro- 
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grainmer^ They extend the CPS language by adding: (1) a statement for 
entering a ^'construction-mode" whereby POGO facilities are made avail- 
able, (2) more options in the GET and PUT statements, and (3), an addi- 
tional OK"Condition sensitive to lightpen or stylus actions* 

Ihis idea of extending a language definition involves changes to 
the interpreter and implies continued maintenance of the language from 
release to release* For CHAT, this approach would entail extension and 
continued maintenance of the PL/l compiler in use — an undesirable re- 
quirement* The idea> however, of building application support on a 
facility such as CPS, an already existing time-sharing system, has 
merit — if che language facilities are adequate for the applications' 
broader requirements* 

The CHAT Monitor feature allowing application program access to the 
CPS program in another region of the multiprogramming installation can 
also be compared with other schemes described in the literature* Grant 
(Gl], although he did not build his proposed mechanisms, describes in 
his Ph*D* dissertation the general uses for and design of a "psuedo-tele- 
type'^ interface to join communicating programs* The interface he pro-- 
poses is similar to the CHAT interface described in Chapter 3 ("CPS 
Access"), but he does not provide explicitly for such CHAT-implemented 
mechanisms as time-lapse signals on read operations, signalling and 
clean-up operations for one-program-down conditions, or the full capa- 
bility of the CHAT attention ("ATKCPS") facility* The internal mechanism 
for controlling the communication — akin to the CHAT interregional conduit 
described in Chapter 7 — Grant terms a stream modulator * One of the 
applications he considers "grandiose" is precisely what the CHAT conduit 
allows — namely for a CHAT application program to enter, have compiled. 
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and execute programs on CPS and then get back output from such pr<>^j;rcims. 

Balzer [Bl] describes a generalization he calls ports > an out- 
growth of his work on actual mechanisms constructed at the Hand Corpora- 
tion to run on OS/360 and on the Rand ISPL interactive system (akin to 
CPS), He defines an interface again resembling CHAT's but omits (at 
least in his discussion) the capabilities that we mentioned Grant omitted. 
In his OS/360 version, Balzer used the OS/360 1/0 facilities, simply 
changing a routine address In a system control block referred to In the 
I/O instruction. This caused a procedure he called a joiner to be In^ 
voked at the time of l/O macro execution, rather than the system I/O 
control. In ISPL, Balzer geiieralizes the Interface to give a program a 
common port-representation for I/O devices, files, communicating proj^rams, 
and the supervisor itself. His internal mechanism employs a slight vari" 
ation of Dljkstra's so-called P- and V-semaphores [D3] for control pur- 
poses. 



CHAPTER 2i SYSTEM OVERVIEW 



This chapter deals with the CHAT System — both hardware and soft- 
ware aspects — as a whole* Besides describing the hardware configuration 
and prograJimlng organization and defining the general dispersion of 
function among components and modules, the discussion includes a de- 
tailed elaboration of the dynamics, Interfaces, and communication proto- 
cols involved in the operation of the system* These latter concerns are 
an inevitable source of complexity for any Interactive system involving 
stochastic events, multilevel control, and asynchronous parallel opera- 
tion* They are stressed In the overview to give the reader a clearer 
background sense of overall system activity when confronted in subse- 
quent chapters with more detailed accounts of specific functions and 
modules. 

The intent Is not simply to describe the design features, but also 
to reflect on the reasons for and constraints on various design decisions. 
Where appropriate, alternative methods and other existing systems are 
discussed* 
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HARDWARE SPECIFICS 

This section describes the CHAT System hardware coniiiguration, the 
operational characteristics of the terminal equipment, and the manner in 
which the terminals are used by an operator. 

C onfiguration : Figure 2*1 shows the CHAT System hardware configuration. 
The central processing unit is an IBM Systera/360 Model 75 with 256K 
bytes of fast core and 1024K bytes of large capacity storage (LCS) . The 
terminal equipment includes a Teletype Model 33 with paper-tape perfora- 
tor and reader, connected by common-carrier dial-up facilities to an IBM 
2701 Data Adapter Unit, and a display complex consisting of the follow- 
ing components: (1) a CC-7012 channel adapter, (2) a CC-72 multiplexer, 
and (3) a cluster of CC-30 display stations. 

Each CC-30 display station is a multicomponent unit having a CC-301 
controller with 1024 bytes of core storage that performs local device 
control (character generation, display refresh, buffer storage, cursor 
control, etc*)' A four-color (red, green, yellow, blue) CRT, a light 
pen, and an alphanumeric keyboard are connected to each CC-301* In ad- 
dition,. each CC-301 has an output channel to which a Kodak Carousel 
RA-950 random-access slide projector is attached. Except for the slide 
equipment, all display components are produced by Computer Communications 
Incorporated (CCI) * 

The CC-7012 and CC-72 are connected by a "50 kilobit/second "long 
line" cable. An earlier version of the CHAT System had the CC-7012 and 
CC-72 connected by means of common-carrier leased-line facilities (in- 
cluding ATStT 201B1 data sets) operating at 2400 bits per second. The 
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CPu was thea located at the Triangle Universities Computation Center 
(TUCC), a location some twelve miles f roin the tnul tip lexer - Reloca" 
tlon of the CPU to the UWC Computation Center on the UNC campus per- 
mitted reconfiguration to the simpler and higher performance cabling. 
Significantly, apart from a minor programming accommodation for the in- 
crease In data transmission speed, the programming support was insensl- 
tlve to this change In linkage* 

During development of the CHAT Monitor there were five display sta- 
tions connected to the CC'72 multiplexer; currently, this number Is being 
Increafsed to ten* The multiplexer has a maximum capacity for thlrty-two 
such stations. The CHAT Monitor is coded' such that minimal repara- 
meterlzatlon and simple reassembly suffice to accommodate an increase in 
the number of attached displays. 

Operation : The display complex is novel and complicated in operation 
and less familiar to the general reader than the widely used Teletype* 
Our concern is not with the myriad details that fill several manu- 
facturer's manuals [C23-[C6] but with the general aspects that have in- 
fluenced the Monitor design* In particular, we emphasize here the link 
multiplexing^ with details of display station device control deferred 
to later sections. 

The feature of foremost significance is the sharing of a single 
path to the computer by the various display stations* The operation of 
the link is similar to that of a telecommunications facility, although 
here no common-carrier equipment is (now) Involved* The link is used 
for both data transmission and device control, where orders to and 
status returned from the equipment outboard from the CC-7012 channel 
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adapter are encoded as characters either isolated from, framing, or em- 
bedded in the regular data stream. The link operates serial-by-bit and 
clock- synchronous with a half-duplex protocol — the latter meaning that 
two-way traffic proceeds by alternation rather than simultaneously. 

Link-sharing and various specialized multipoint attachments are by 
no means novel in computer*' communications systems. However, it is a 
good deal more common in time-sharing or interactive systems for each 
remote station to be attached, frequently by dial-up facilities, to a 
separate multiplexor channel port dedicated to that terminal alone. 
Where link-sharing is used, it typically involves a terminal polling 
discipline less elegant than that employed in the CCI complex described 
here and also less suitable for the particular CHAT environment of low- 
density, high-speed traffic. 

Where individual stations, are all attached through dedicated ports, 
the programming problem is essentially entirely in multiplexing, or 
time-sharing, the CPU to effect the appearance of response immediacy so 
crucial to. an interactive system. Each station is easily identified 
through its individual port address in which all Iiigher-level control 
blocks axe rooted* Concurrency and independence of l/O for the separate 
stations are essentially total* 

In the CHAT System configuration there is only one port address for 
the display complex and, particularly at the line speed of the original 
configuration on which the Monitor was developed, the l/O for the sep- 
arate display stations may be interfering. Thus, two new responsibilities, 
not found in the dedicated-port systems, are Imposed on the CHAT Monitoi^* 
The first is to provide added support to correctly associate an applica- 
tion with its interacting station. On output this involves additional 



addressing so that appropriate routing can occur at the remote mtilti^ 
plexer; on input, additional control exchanges are required to identify 
interrupting ready stations — an identification no longer implied by tho 
local port address* 

The second responsibility concerns the multiplexing of link usage 
for fair and efficient sharing among the various active display stations- 
This is quite as complex as the algorithm for multiplexing the CPU 
resource — involving queueiug o£ delayed requests, scheduling according 
to priorities related to botu transmission direction and operation type, 
and providing various facility <?s for continual two-way monitoring of the 
data link. In addition, the various "boxes" (channel adapter, multi^ 
plexer, controller, and device) in the path between source and sink are 
all quite visible to the Monitor and must be primed and controlled 
through a mixture of commands and orders dif f erentifited by box — where 
commands refer to channel program control of the S/360 channel and 
CC-7012 and orders , to control characters sent to the remote boxes. 

The CCI equipment is remarkably flexible in the latitude allowed 
to the programmer in defining a data link control protocol for reliable 
and orderly exchange of data, orders, and status over the transmission 
line* This is a consequence of the fact that the exchange protocrl is 
almost entirely order-^driven by the computer program. Hard-wired auto- 
matic "responses" such as are typically found in "standard" data link 
control protocols are absent from this design* For this reaLcn it is 
almost assuredly true that no two programmers would devise identical 
procedures for controlling the data link* Nevertheless, the CCI equip- 
ment is clearly optimized for the programmer to make use of the 
- attention mechanism for terminal soliciting of input servicing; although, 
at some expense of the CPU resource, the equipment is capable of being 
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programmed as a pure polling system* The CHAT Monitor takes full ad- 
vantage of the attention mechanism but, £or priority reasons, does some 
polling as well. 

*'State** control and register accessing are both important in pro- 
gramming the attention mechanism* The CC-7012 channel adapter has two 
states; attention-enabled and attention-disabled , In the enabled state, 
the CC-7012 will react* to the arrival o£ a special character (ENQ — the 
^'inquiry" character) from the remote multiplexer by signalling the 
System/360 channel status word (CSW) attention statu:j [19]; this is done 
despite the absence of a channel program command pending on the multi- 
plexor channel* To activate this state, or the disabled state, a pre- 
viously issued chaT>nel command must have been executed by the adapter, 
(Actually, there is another **enahled** adapter-state that is always 
activated by the Monitor in conjunction with the ENQ-enabled state: 
this is the enabled-f or-any-character state* The need £or this stems 
from real-world vagaries: an ENQ can be scrambled by stochastic noise 
on the physical link and thus could arrive in unrecognizable condition* 
Additional *'sense** information distinguishes the two events. This de- 
tail illustrates that some operational characteristics of any real 
system are outside the scope of an overview* ) 

Because the link is half-duplex in operation, th^ire must be no 
danger of the remote multiplexer sending an inquiry cfiaracter when the 
computer is u-ing the link for an output operation, for this would 
scramble both signals and neither would be recognized* Hence, the pro- 
gram can di5>:=ible or enable the multiplexer, with respect to its send- 
ing ENQ, by transmitting an appropriate order to set its state* 

The CC-72 has three registers that can be read or reset under 
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computei* program control: a 6-bit short status (SS) register, a 32-blt 
station acknot/ledgntent status (SAS) register, and a station interrupt 
status register having t^o ranks (SIS-1, SIS-2), each of vrhich is 32 
bits* The SS register has only two bits of interest to the program: 
one bit indicating a bit is ''on" in tlie SAS register, another bit indi- 
cating a bit is on in SlS^-ii* Other bits in the SS register are of 
interest to a technician using an electronic strobe for equipment diag^ 
nosis* The SAS register has a bit to represent each of the maximum (32) 
number of stations that can be attached to the ntultiplexer. Every 
message sent over the link is character- and block-parity checked* If no 
parit.y error is detected, a station receiving the message causes its 
bit in the SAS to be turned on* (This means the SAS must be cleared 
prior to sending the njessage since the SAS is unchanged from its pre- 
vious status on receipt of a bad-parity message*) Reading the SAS 
register is costly (it is encoded as six characters for transmission) 
and unnecessary if multiple-station messages are not transmitted with- 
out intervening line turnarounds (v?hich they are not under the CHAT 
Monitor support)* Instead, the SS register (encoded as a single charac*- 
ter) may alone be read to determine if the previously cleared SAS regis*- 
ter is non-zero after message transmissior ^ 

The SIS-1 and SIS-2 register-ranks participate in the attention 
mechanism* Here again each bit in the rank represents a station. When 
a station operator strikes the interrupt (INT) );ey on the keyboard, a 
bit is set in SIS-2* Whenever the multiplexer is enabled, a non-zero 
SIS-2 causes it to send the ENQ over the transmission line, after which 
it disables itself* The computer program, provided the adapter is en- 
abled, receives the attention status signal, and transmits an order for 
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the Tuultiplexer to send the result (a 6*character encoded sequence) of 
(inclusive) OR-ing SIS-1 and SIS-2. This order has the side effects of 
also storing the result in SIS-1 (for possible retransmission) and 
clearing SIS-2* If the computer receives the result error-free, all 
stations now ready to be serviced can be identified and the SIS-1 rank 
can be cleared by another order* 

Besides the foregoing basic attention rechanism, there are a few 
nuances of equipment operation* Earlier it was stated that the SS 
register serves to provide acknowledgment status for message receipt at 
a display station; a similar need exists for orders sent to the multi- 
plexer* In particular, it is obvious that the computer progran requires 
assurance that an order to enable the multiplexer has been executed. 
This is particularly compelling because there is no way for the multi- 
plexer to be enabled by an action at the remote site — an ob^^ious hattl- 
ware design flaw. To meet this requirement, use is made of a convenient 
capability of the multiplexer; the ability to receive orders together 
into a single parity-checked character. The Monitor simply simulta^ 
neously orders enabling with reading of th^ SS register* Receipt of the 
SS is prima facie evidence that the multiplexer is enabled — examination 
o£ the SS contents is unnecessary (and irrelevant)* 

In general, various race conditions and frequent transient errors 
are indigenous to the CHAT environment; it is, after all, an inter- 
active system with numerous conponents. And the technology, particu-* 
larly in the earlier configuration employing common-carrier linkage, is 
error prone. A good example of a race condition concerns, again, the 
attention mechanism: an order to disable the multiplexer can be ; ent at 
the sanne time the multiplexer, yet enabled, is sendin]^ an inquiry signal. 
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some diagnostic capability was clearly needed for the CHAT equipment. A 
two""fold complication constrained the designer's options for providing 
this capability: (1) manufacturer-provided diagnostic programs were 
incompatible with the installation operating system and required a dedi- 
cated System/360 to run; and (2) the multiprogramming installation could 
not generally be dedicated to CHAT System requirements because of other 
user needs. 

These circumstances levied a basic requirement that the CHAT Monitor 
provide on-^line diagnostic tools. The substance of this support, which 
uses the Teletype as a control console to drive the programmed diag^ 
nostics, is discussed in detail in later sections. 

Terminal Usage : In this section we are concerned primarily XJith the 
mechanics of terminal usage^ The Information content of transactions 
depends on the particular application program invoked^ The Monitor 
serves only as the controlling intermediary between terminal and process. 

In the case of the display station, the idea was to keep the me- 
chanics as simple as possible for the station operator. The display 
keyboard is equipped with a number of function keys, along with the 
necessary character generating and cursor control keys, A number of 
these function keys are required only for off-line operation, being re- 
dundant in on**line operation where Monitor program control can supplant 
their use^ Their presence is another indication of the flexibility of 
the CCI equipment for accommodating different control strategies^ Vari- 
ous tradeoffs are possible, allowing the mechanics of data transmission 
to be shared in different fashion by terminal operator and control pro^ 
gram, depending on the varying emphases placed on human factors and pro^ 



gram complexity. For example, message transmission from the display to 
the computer involves various steps for cursor placement, end-of-text 
marking, and i ransmit-initlatlon which can be controlled at the display 
keyboard but which the CHAT Monitor performs through Its ovm control 
sequences. The intent of the CHAT Monitor support is to do as much in 
programming as is possible. 

In first encountering an idle CHAT display, the operator need only 
depress the interrupt (INT) key* This leads to the responding display 
on the CRT of a list of CHAT application programs and initiates an inter 
action session. This "table of cont**nts" of available programs is shown 
sans color highlighting, in Figure 2,2* The operator can lightpen ot^e 
of the listed program names or else type in one of those or an unlisted 
one. In either case, the program must reside in the CHAT library, 
which is defined through the JOBLIB facility of the OS/360 Job Control 
Language (JCL) used in initiating the CHAT job* Us ally an operator 
would typ<^ only to specify the name of a program recently added to the 
CHAT library but not yot listed in the displayed contents* The pro- 
gram listed as TASKLIB is a special program, written by Blair tB3] , 
that allows on-line specification of a program contained in a private 
library — a useful aid during new program development* Further details 
on TASKLIB and the library facilities are given in [B3]* 

Transmission of keyed-in data is very simpler after keying in the 
data, the operator merely depresses the INT key. This automatically 
locks the keyboard and, by the previously discussed attention mechanism, 
alerts the CHAT Monitor* The actual reading operr.cion is a multistep 
process initiated by the Monitor* It involves initialization of the 
multiplexer and rue displ.*: controller, reading the cursor coordinates 
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(contained In a controller register), saving the character over the cur- 
sor, placing a special control character (ETX — end of text) in its place 
to stop the read, setting the cursor to a program-deternilned starting 
location preceding the final cursor location, ordering the controller to 
transmit data between the cursor start location ind the ETX, and then 
restoring the previously stored cursor character and the cursor itself 

they were at the time of interrupt- Of course, some status exclian^je 
also occurs to check the success of particular steps • At the end of the 
operation, the keyboard is still locked. It is unlocked In response to 
an application program command or issuance of a new read request* 

A light pen operation is similar* The operator illumines the back- 
ground of some character position on the CRT and again initiates an 
Interrupt* This interrupt is signalled using the interrupt button on 
the light pen barrel* Completion of the subsequent read operation, also 
a multistep process, causes the search character illumining the light 
penned position to be removed from view* 

Both operations — lightpen reading and message reading — are visible 
to the display operator, although on the current 50-kiloblt/second link- 
age a message-read takes a long message and a quick eye to see the cur- 
sor motion* The Monitor gives high priority to a read operation, higher 
than that given, for example, to a program-initiated write operation. 
This allows the operator quick assurance of completion of the "mechanical*' 
aspect of his input operation where delay is less tolerable than it is 
in awaiting the responding output from the application program* The 
interference between display stations is obviously less for the current 
linkage than was for the 2400 bit/second linkage on which the Monitor 
was developed* 
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While the Monitor is generally invisible to the display operator, 
It can participate In visible fashion when the application program in use 
runs Into difficulty. For example, the application program can end ab- 
normally* In this case, the Monitor sends a proctor message to the af- 
fected display station* This message Includes a code denoting the type 
of termination Involved. A code prefixed by '*S'* Indicates that the 
operating system Initiated program termination; the three hexadecliiial 
digits In the code are system-defined and their meaning Is given In the 
IBM manual on system completion codes. A code prefixed by "U" followed 
by four decimal digits defines a termination initiated by application 
program Issuance of an operating system ABEND macro Instruction. The 
code is application-program defined. A four-digit decimal code without 
a letter prefix denotes an application program termination Involving a 
non-zero "return code.'* The code displayed at the CRT represents the 
return code and is also^ application program dependent. A contrived termi- 
nation Involving a proctor message is illustrated in Figure 2.3. 

An application program can run into difficulty without actually 
terminating. Here, another Monitor facility may be useful. If the ap- 
plication program suddenly appears "dead" (perhaps because of a program 
loop), the operator may enable the keyboard, if necessary, by hitting 
the "master clear*' key; type in "ABORT" (or "abort") anywhere except 
split across the bottom and top lines of the screen; and hit the INT key, 
master clear key, and INT key in succession. If a previous Interrupt was 
not acted upon, only the first Interrupt in the above sequence is neces*^ 
sary. The Monitor recognizes the extra "unsolicited" interrupt, reads 
the abort request, and terminates the application program. (Extra inter- 
rupts sent without an abort request cause the Monitor to place a "?" 
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character at the cursor location^ ) Tlils Is u«Gful If the difficulty In- 
volves a program delay, but will not otherwise always work* For this 
reason, the application program cau also he terminated by entering ^ 
$ABORTnn command at the Teletype, where **nn** denotes the dLspl^y station 
from which the program was Invoked* All of these facilities are particu- 
larly valuable In the course of on-line testing and development of new 
application programs * 

Operator use of the Teletype Is also simple* Connection to the CPU 
Is established by a dialing operation* In place of a table of contents 
display the operator is given a welcome message from the Monitor, A 
set of commands, described In detail In a later chapter, Is available 
for direct Interaction with the Monitor, An application program can be 
Invoked by typing In the $XE<i command followed by the program name* The 
commands to the Monitor can be used even while an application program 
Is active* This Is the reason for the $-i)reflx on the Monitor commands; 
It distinguishes them from all application program transmissions* 

Operator messages to the computer are always ended by the X-Off 
control character* Llne-and-character-editlng are provided by the 
Monitor* Cancellation of a line is Indicated by using the X-On char-^ 
acter rather than X-Off to signal message completion* Character de-^ 
letlon can be done by use of the underscot*e or back-arrow character, 
whichever Is present on the Teletype In use. The Monitor signals Its 
acceptance of a Teletype message by sending carrier-return and Line-feed 
to the Teletype* When It is ready to resume reading It prints a **?** 
character at the beginning of the fresh line* 

Special use Is made of the "Break'* button* This allows the operas- 
tor additional capability to Interleave Monitor commands with appllca- 
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tion program interactions. The Break function is useful when the opera- 
tor wants to get the attention of the Monitor while the application pro- 
gram is not ready to read (no character has yet been printed) or dur- 
ing the period when the application program is printing many lines of 
output- The Break' signal causes the Monitor to respond immediately with 
an invitation to the operator to enter a command- Once the command has 
been read\ind its execution reported in the form of a Teletype output 
message by the Monitor, the application program activity is resumed- In 
the case of an interrupted output sequence, the Monitor retransmits the 

interrupted line so no data is lost- One obvious use for this Break 

\ 

facility is in the case, again, of a faulty application program- Here, 
the operator may wish to enter the $ABORT command to terminate the ap- 
plication program^ 

Just as for the display stations, the Monitor; provides failure re- 
ports on Teletype-invoked application program^ In these cases, the 
'^Please call proctor*' part is omitted, because the proctor is generally 
the sole user of the Teletype- Additional details on the command 
language, of interest more to a proctor than to the general reader, are 
given in Chapter 6. ' 
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ORGA^JIZATION AND FUNCTIONS OF THE MONITOR 

The decision to build the programming support for the CHAT System 
within the available System/360 multiprogramming system was never a mat- 
ter for debate^ The cost^ef fectiveness of including the CHAT support, 
which clearly does not require a dedicated machine, as a single LCS-based 
service sharing the multiple- service installation with other users was 
justification enough for this decision^ Also, the extensive, and famil- 
iar, program library facilities and the high-level 'Wchine" presented 
hy OS/ 360 were equally important considerations. Thus, application 
programs could be written in PL/l and could exploit the high--level OS/360 
data management services for disk-based files — even sharing access to 
them with other programs entered through the independent batch facilities 
of the installation* 

The facilities of the operating system of central concern to the 
design of the Monitor are those for multitasking. These facilities, and 
the task concept itself, are one of the leitmotifs of this thesis, war-- 
ranting some preliminary background discussion* 

The key abstraction developed for OS/360 MVT was the notion of the 
task , a concept apparently originated concurrently in other design pro- 
jects of the early 1960^s (cf. Denning [Dl]) — in particular MULTICS (cf, 
Dennis and Van Horn [D2]) — and denoted by the name process (perhaps less 
appropriate a term because of the ambiguity of "multiprocessing'^). Es- 
sentially, the task concept resulted in the downward extension of the 
facilities for scheduling, setting priorities, accounting, and partition- 
ing which had been neicessary for multiprogramming among independent jobs, 
to the cooperating modules of. a single job* Additional problem program 
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interfaces to these control program faci^ \Lles were added to permit such 
cooperation. It was, perhaps, a result of Insufficient foresight that 
the OS/360 implementation Is characterized by multiprogramming without 
adequate provision for Interregional or job cooperation (running programs 
should also have been recognized as system resources) — a matter discussed 
further In Chapter 7 — and by cooperative subtasking without sufficient 
protection, which is discussed more fully In a later section of this 
chapter. Both issues reflect an operating system (and SysteTn/360) 
design dominated by a batch operation orientation rather than one for 
Interactive time-sharing; neither Issue is crippling In practice. 

Two other concepts of OS/360 are appendages and exit routines , boL!i 
of which are used In the CHAT Monitor. Appendages are user-wrlttcn pro- 
gram extensions to control program supervisory facilities which are in- 
voked as part of tVie supervisory control of such events as I/O Interrupts 
Exit routines are used by the Monitor In Its handling of timer-events 
lii Its tlme-sllclng Implementation (Chapter 4). They involve a type of 
autonomy of execution for the exit routine of a task that resembles Con-- 
way's coroutine notion [C7]. An exit routine to handle timer events can 
be specified by a task (by use of STIMER) to be scheduled and the subse- 
quent activation of the exit routine preempts but does not otherwise 
change the execution-flow of the task. 

For efficiency reasons, appendages and exit routines may also be 
used to complement the tasking facility. For example, the IBM special- 
purpose "hypervlsory" real-time monitor (RTM) [x8] uses appendages to 
avoid costly t^sk-switching on real*-tlme responses. The real-time oper- 
ating system (RTOS) [W2], designed by IBM and NASA for the Apollo program 
devised an alternative Idea of a "system task" requiring only four per 
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cent of the overhead of the conventional OS/360 attaching mechaniBin* 

In the following subsections, we lndicat.3 how these OS/360 facilities 
are employed by the CHAT Monitor for its control purposes/ 

Task Structure and Control : Basically, the CHAT Monitor consists of 
three control tasks . In order of dispatching priority, these are: the 
Monitor Subtask Scheduler (MSS) , the Monitor l/O Scheduler for displays 
(MIOS), and the Monitor I/O Scheduler for the Teletype (MTWX) . The term 
monitor is also moire generally applied in this thesis to include compo- 
nents not part of the three named tasks. This includes code such as the 
subroutines used in the interface between the application programs and 
MIOS or MTWX- These are packaged with the other Monitor code but operate 
under control of the application task. Another component facility, the 
interregional conduit, includes code that runs, in part,' under the same 
task control as MIOS and, in part^ as an extension of the control program. 
Indeed, it is further complicated because the code is located outside the 
GHAT region (in "lINKPACK") ; in addition, some CPS appendage code (in the 
CPS region) executes under MIOS task control! 

The division of the Monitor into three control tasks is primarily 
modular by function^ This was important initially in the design and 
testing stages of the Monitor developroent* It allowed a cleaner separa- 
tion of function and produced greater ease of debugging* The modules 
could be incrementally tested and tasking made localiz'ation of failures 
both quicker and easier to resolve* Device dependencies are confined to 
the modules serving the device * Thus, wholesale changes to, say, the 
display equipment in use would require no changes to MSS and MTWX, Sim- 
ilarly^ removal or suppression of the Teletype operation would entail 
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simple removal or ** nonfat t aching" of the MTWX code* 

The task modularity also allows more graceful failure of the CHAT 
subsystem during execution* Like most medium^to- large sized programming 
systems, the CHAT Monitor is liable to contain undiscovered latent er- 
rors; moreover, as the CHAT support grows, new errors may be introduced* 
Thus, it is useful in a system planned for production operation to take 
advantage of the OS/360 HVT facilities for partitioning and signalling 
task failures to allow orderly termination and possible restart* 

MSS is the topmost task in the CHAT region task control hierarchy, 
being attached by the control program initiator and, in turn, attaching 
the other control tasks* This activity is performed during the initiali 
zation phase of the CHAT region and involves execution of code having 
only transient residence in the region* This initialization phase activ 
ity is sufficiently complex that the details are left to a separate 
section at the end of this Chapter* 

The relative priority of the two remaining control tasks is a func^ 
tion of the order in which they are attached by MSS — obviously a simple 
matter to change^ Currently, this order involves attaching MIOS first, 
then MTWX, which gives display I/O scheduling an intrinsically higher 
priority than Teletype l/O scheduling* 

MSS continually attaches, task^manages, and detaches application 
programs* Thus, MSS is the ''owner'' of all tasks in the CHAT region. 
This design involves coordination between the other control tasks and 
MSS, both for task initiation and, at times, for task termination. 
MIOS, for example , first detects the change from inactive to active 
status of a display by detecting an interrupt from' it* Similarly, MIOS 
may also detect improper behavior in an application task's usage of the 
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display Interface thet calls for task dismissal from the system. Each 
need Is communicated to MSS by MIOS through the post/wait protocol. 
Conversely, MSS occasionally needs to signal MiOS or MTWX of an abnormal 
termination of an application task so that I/O termination procedures 
Ce,gp, the display of the ''Proctor message^') can be taken. Chapter 4 
dlt^cusses the advantage MSS takes of the OS/360 taslc management services 
to do scheduling of CHAT applications. 

Core Layout and Intrareglonal Protection ; The core layout of the CHAT 
region is Interrelated with Intrareglonal protection* Hence, some back- 
ground is needed on the protection mechanisms of the CHAT environment. 

The System/360 protection scheme is quite simple. Each storage 
block may have one of sixteen storage keys (0-15)* Read/write access is 
governed by a matching of a key in the program status word (PSW) with 
the storage key on execution of instructions involving core storage, A 
similar mechanism governs channel accesses to core. This is enough 
storage keys in an environment involving, solely batch-'type multiprogram- 
ming in which task and job are, in practice, naturally synonymous. Where 
jobs Support interactive computing from a multitude of terminals this 
number is no longer satisfactory, and the limit of one nonzero key per 
job Imposed by OS/360 is utterly Inconsistent with the tasking concept* 
This shortcoming does not appear in the Dennis and Van^Horn definition 
[D21* / 

Interactive computing from a multitude of terminals usually Involves 
a n%Mber of autonomous program-execution activations, or threads , equal 
to the number of connected terminals* Multithreading requires control . 
program support for both thread-switching and protection of threads from 
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violation by other threads* Multithreading can be realized by a number 
of mechanisms- Strictly Interpretive systems Ce*g*, CPS, APl) > where- 
upon all user programs execute on a closed high-level machine, can be 
built upon any one of the variants (MFT, MVT) of OS/360* Here thread- 
switching and protection are features of the higher-level machine- Other 
Interactive support systems such as IBM's Time-Sharing Option (TSO) [SlK 
RTOS [W2], and CHAT are extensions to OS/360 MVT that do multithreading 
by exploiting the control program multitasking services, and must somehow 
compensate for OS/360^s omission of complete individual task protection- 
Let us quickly review these techniques - 

TSO uses an approach with performance complications and couples 
storage protection with the mechanism of swapping provided for program 
storage management* Each terminal thread is treated as a separate job 
and multiple jobs share the use of a storage region (and a common key)- 
When job switching occurs the old job is rolled out and the newly active 
job is rolled into the region from secondary storage* To enhance per- 
formance, a number of regions dedicated to TSO can be specified* A de- 
generate form of the TSO method, avoiding swapping, is to allocate one 
region per terminal; but thin approach suffers from the OS/360 limit on 
the maximum allowable number of regions- Note that because a fresh copy 
of a program sharing a key with another must be fetched from secondary 
storage prior to its activation, the TSO approach is not able to take 
full advantage of unlimited storage availability* 

RTOS takes a different tack* There, the notion of "independent 
task" is defined- (Recall RTOS also defined an unrelated *'aystem task")- 
Creation of an Independent task results from an RTOS-defined RTATTACH 
rather than through use of the standard OS/360 ATTACH (which RTOS also 
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allows)* Thus, RTOS extends the OS/360 HVT task creation facility to 
give independent protection to ''indepenUent tasks** within a single region 
What is not clear from the available documentation [W2] is how the task-- 
switching facilities of OS/360 MVT are also modified to achieve the 
promised intraregional protection* 

A possible implementation would be to modify the task^switching 
mechanism to allow the sharing of an **active" (nonzero) key* The deacti- 
vated task (and possible subtasks) could have all its storage changed to 
an '*inactive** key, while the storage keys and task key of the activated 
task (and subtasks) could be assigned the value of the shared active ' 
key* This approach also has performance difficulties since storage key 
changing, particularly where storage is fragmented, is not notably ef- 
ficient in. the System/360 (a fact that could lead an implementation to 
share a **pool" of active keys to improve performance)* 

Furthermore, I/O realities represent a complication for such a 
design* A deactivated task can have pending, or on-gcing, I/O operations 
which are also governed by the storage key mechanism of System/360* In 
RTOS, all I/O is governed by an access method (RTM) occupying its own 
separate region (and storage key); and storage buffering for l/O is 
centralized in this region* l/O is a problem in TSO as well* There, 
the telecommunications l/O is also centralized and performed in **flxed^' 
storage rather than in the **swappable'* storage, because of its intrinsic 
slowness relative to swapping rate* 

The RTOS approach, whatever its implementation difficulties for 
general-purpose support, embraces a generalization that probably should 
have been included in OS/360 MVT— -with the protection attribute perhaps 
included as an additional operand in the standard ATTACH rather than 
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implicitly through a. separate operator, 

The CHAT implemfintation approach is to lessen the protection ex- 
posure without fully eliminating it. Swapping was clearly beyond the 
manpower and time constraints of the CHAT design e£fort» particularly 
since no primitives exist in OS/360 to facilitate designing such a 
facility. Modifications to control program facilities to achieve *Hnde- 
pendent tasking," a la RTOS, violates the basic constraint that CHAT 
would avoid releases-dependent updating to crucial control program 
facilities. Finally, incorporation of the CHAT support in a non^ 
dedicated multiprogramming installation limited CHAT's residence to a 
single region because of the OS/360 limit on the number of regions. 

The CHAT support, of course, requires that the Monitor be protected 
from application program interference and that deviations or "bugs" in 
one application program not be allowed to destroy the operation of another 
application program. The approach CHAT takes to give protection is to 
Tnake use of dual keys and storage "checkerboarding," 

The Monitor program modules and some application programs intended 
for multitenninal use are marked as "reentrant" (to the linkage editor) 
and are thereby loaded into key-gero storage. Their task keys, which 
determine their FSW-keys, are all set to the nonzero key allocated by 
the control program to the CHAT region. Thus, no reentrant program stor- 
age in, the CHAT region can be written into by an active task. Dynamically 
allocated' data areas are resident in storage having the same (nonzero) 
storage key as the common FSW*-key, 

Another category of nonreentrant application programs exists. These 
programs generally include those application programs (e*g,, PAMELA) 
mentioned in Chapter 1 that were converted to CHAT and which were ori- 
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ginally designed for single-terminal operation* They may be used for 
multiterminal operation, but because they are not marked reentrant, 
an individual copy o£ the program is loaded for each terminal invocation* 
Multiterminal usage o£ the reentrant application programs involves 
sharing o£ a single copy o£ the program since such programs must, Jn 
fact, be truly reentrant* The nonreentrant programs are loaded, g^sr^arally 
with contiguous static data storage, into storage having the nonzero task- 
key* Thus, program and data storage are modifiable. 

The Monitor itself does violate certain reentrancy criteria* It 
cannot be shared to serve more than one CHAT multiplexer-display cluster 
and one of the Monitor tasks does indeed perform modification of program- 
storage* The sharing constraint is apparently not a drawback, since we 
do not anticipate multiple clusters* The program-storage modification 
actually involves a mechanism for lessening the protection exposure and 
thereby increasing the debuggability of Monitor failures* The pertinent 
Monitor task is MIOS, which does channel program generation and l/O within 
the MIOS program-storage area to isolate these activities more fully from 
attack by tasks. This effectively reduces the confounding of intrinsi*- 
cally complex hardware failures with CHAT region program anomalies* The 
task key of MIOS must be changed to zero during the course of such mod- 
ification* 

Figure 2*4 illustrates the core layout of the CHAT region with 
storage keys indicated* The OS/360 control program allocates storage 
starting from the high^-address portion of the region for dynamically 
allocated storage and reentrant-marked programs and starting from the 
low-address portion for nonreentrant programs* As stated previously, the 
CHAT tasks operate with the single CHAT region nonzero key, with the 
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exception of periodic excursions by MIOS into key-zero. Part of the 
initialization procedure to be discussed in the last section of this 
chapter, is to load f,he Monitor storage into the low-end of the region 
by marking it as nonreentrant "program" storage* 

Notice that the storage areas that can be written into, i*e* those 
with the nonzero storage key, alternate with the key-zero storage areas, 
which are write-protected* This effect, for lack of a better metaphor, 
is rc'ierred to as "checkerboarding." The layout of CHAT storage varies 
with time and usage* The invocation of application programs is subject 
to terminal operator selection and, hence. Figure 2*4 is only one pos-- 
sible layout* Only the program and data storage for the Monitor are 
fixed. It is, in fact, possible that a nonreentrant program will be 
located above reentrant .program areas, depending on core availability 
at the time of loading, 

CHAT, then, does not offer full protection but its techniques do^. 
lessen the exposure. Programs that attempt to write improperly into 
non-owned storage within the region must hit on nonzero storage in order 

to do h^rm* Since such storage "misses" are more likely to be too high 

} 

(particularly for those application programs coded in, PL/I, where sub- 
script errors, at least, are seldom negative-valued), the placement of 
the Monitor data storage at the low end of the region yields an additional 
protection advantage* A heartening measure of the degree of the threat 
is that such a protection violation has never been observed in experience 
with the CHAT System during its more than two years of operation. This 
is all the more remarkable considering that this period has seen a large 
number of newly developed program's introduced into the CHAT subsystem* ^ 
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Despite this good report on CHAT operation using only the facilities 
available, one still wonders why the design of OS/360 ignores the rpqnfrp- 
ments of the interactive comoutlne Gnvlronmpnt for fnll^r prot*>ctiniu 

Communication and Linkage : Modularity brings increased communication 
complexity^ Within the CHAT region, communication is essential to intra* 
Monitor control as well as between Monitor and application tasks* The 
Monitor data storage area contains two primary divisions: the Monitor 
working storage and the storage occupied by the station control blocks 
(SCBs), 

The Monitor working storage is addressable from all three control 
tasks and, with the previously cited exception of MlOS-controlled chan^ 
nel program areas, contains all constants and variables used during 
execution of the Monitor tasks* For the purpose of coordinating 
"regional events,** e»g», region shutdown, control task failure, and 
Teletype- initiated display-complex reinitialization, certain event con* 
trol blocks (ECBs) are defined within the working storage. Communi- 
cation among the Monitor control tasks for such regional control uses 
these ECBs in conjunction with the OS/360-supported walt/£Ost, protocol. 

The SCBs are used to hold all constants and variables needed for 
operation of the individual stations (displays and Teletype) in the CHAT 
configuration and for associating the appropriate application program sub- 
task to the station from which it was initially invoked. The individiial 
fields in an SCB include those used as event control blocks associated 
with various requests and outcomes connected with individual station and 
subtask operation, a field for holding the address of the associated ap- 
plication program task control block (TCB) for linking subtask to station, 



and various other fields for Input and output data^ PL/I "dope vector" 
typ*? information, and current I/O and subtask status conditions* 

Association of station to application subtask Is an involved pro^ 
cess established initially at the time the first interrupt arrives from 
a previously idle display or when the "$XEQ" command is received from 
the Teletype* In either case, MIOS or HTWX posts an MSS^owned ECB in 
Lhc corresponding SCB, which causes MSS to attach a module named MTOC 
(for Monitor table of contents routine) written by Blair [B3L MTOC Is 
reentrant and always resident, being packaged with the modules compris- 
ing the Monitor program storage shown In Figure 2,U, MTOC represents a 
"front end" to every application program that runs In the ClIAT region* 
It Is MTOC that causes the program table of contents to be displayed 
on the display CRT and decodes the operator's application-invoking tp.~ 
quest (in the case of the Teletype, the decoding proceeds at $XF:Q-time, 
without an intervening "display") • MTOC sets up the name of the re- 
quested application program and Issues an OS/360 XCTL (Transfer Control) 
macro operation* Thus, the invoked application program Inherits the 
MTOC TCB. 

The purpose of the front-end MTOC Is primarily to protect the Moni- 
tor* Under OS/360, if an attached program cannot be located or If stor- 
age Is not available for It to be loaded, the attaching task is aborted* 
Thus, such circumstances have dire effect on MTOC but, under OS/360, are 
simply "reported" (via posting) to MSS* MSS can then initiate a proctor- 
message to Inform the station operator^ 

Two other operations are performed during this MSS-attachlng of 
MTOC: MSS, on completion of the OS/360 ATTACH macro, stores the OS/360- 
returned TCB address In a field of the SCB, while MTOC, via a Blair- 
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written SVC [B3]. stores the SCB address In the so-called ''TCBUSER*' 
field of its o:m (and thus the application's) TCB. (The TCB is In key- 
zero storage "hence, the need for a_"pr.lvlleged*' SVC to write Into It • ) 
The SCB address Is passed to MTOC by MSS through a parameter-passing 
mechanism of the OS/360 atta^chlng protocols Storing of the TCB ad- 
dress In the SCB and of the SCB address In the application TCB ef- 
fectively weds station to application subtask. 

To hide this connection from application programs, rather than, say 
Including the SCB address as a parameter within the Interface language 
(see Chapter 3), the linkage Is reestablished upon every call of a 
Monitor-controlled function^ This Is done within an assembler-language 
coded Interface routine linked within every application program load 
module^ This "linkage routine" has three primary functions^ The first 
is to select an entry point wltUln a group of subroutines collectively 
packaged within another module (or 03/360 assembler language "CSECT*') 
named IFCSECT which Is not a part of the application program load 
modules but is packaged with the Monitor* (See Figure 2,5.) 

A second function of the linkage routine is to select the appro- ■ 
priate SCB* This is done by a search through an MVT-deflned control 
block chain shown In 'Figure 2*6* Finding the address of the SCB means 
that the address of the appropriate IFCSECT subroutine can also be loca- 
ted* A pointer exists In the SCB to a list of the subroutine entry 
points; entry to the linkage routine determines the Index into this 
list* Before branching to the appropriate subroutine entry, the linkage 
routine sets up a register with the SCB address to give the subroutine 
addressability to SCB storage* When the IFCSECT subroutine posts an 
ECB for a Monitor control task, the address of the SCB forms the low- 
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order three bytes of the ECB fullword completion code* This passing of 
the.SCB address via- the ECB Is followed throughout the Monitor during 
posting of station or application .subtask related events* 

The third function of the linkage routine Is to set up addressa^ 
blllty to a parameter list containing the PL/l-llke '^STOP^* and 
**ABNORM-condltlon signalling" routines* In the case of application pro- 
grams written In Pt/X, these are the addresses of the actual PL/I-provided 
library routines* (See Chapter 3 for definition of the "ABNORM^* con- 
dition*) Completion codes set by the Monitor control tasks In posting 
IFCSECT subroutine ECBs (also^ln the SCB) as well as XFCSECT sub- 
routine detected errors In application program passed. parameter lists 
cause these routines to be Invoked* 

In current practice any one of four different linkage routines can 
be linked In with the application program load module, depending on the 
Intent of the application and the language In which It Is coded* These 
are named XFNTRYS, XFNTWXS, OLNTRYS, and XFNTRYAS, the latter one of 
which was coded by Blair [B3] and the others by the author* The first 
three linkage routines are for use by application programs coded In PL/X* 
Each linkage routine has the same general structure* The PL/X pro- 
gram's execution of a call^statement or function reference specifying 
a Monitor-controlled facility (see Chapter 3 for a description of this 
interface) results In a linkage to one of the entry points In a multiple- 
entry branch table In the linkage routine* Each branch statement 
branches to a join^-locatlcTn while simultaneously Initializing register 

\i " - - " 

-r 

15 (the entry point register, Itself — and the only free register at 
this point In the linkage) to a value Indicating the entry point* At 
the join point, code common to all entries Is executed, saving registers. 
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establishing code addressability, searching through the MVT control 
block chain (Figure 2.6) to load a register with the correct SCB ad- 
dress, and developing an index value from the value put in register 15 
by entry into the linkage routine. 

This new index is used in conjunction with an . address obtained from 
a field in the newly located SCB. This address is a pointer to a list 
of IFCSECT subroutine addresses ♦ The index is used to choose the ap- 
propriate subroutine for the linkage routine to branch to as its final 
■step. Of course, certain other functions are performed by the linkage 
routine prior to branching to the subroutine, like setting up ad- 
dressability for the subroutine to a parameter list containing such ad- 
dresses as those of the PL/I library routines for STOP and SIGNAL* A 
simple validity check is also performed to insure that a Teletype ap- 
plication program has no^f^een invoked from one of the displays or vice 
versa. (The Teletype SCB is "marked*") 

The linkage routines vary in the access they allow to IFCSECT sub- 
routines* This is achieved by tailoring the multiple-entry branch table 
to the subroutine access required — a need, in turn, determined by the 
CHAT interface calls and function references included in the application 
program. IFNTRYS, for example, is the linkage routine provided when the 
application program includes the display and conduit interface. IFNTWXS 
is provided for Teletype application programs. OLNTRYS is a special- 
purpose linkage routine that permits access to both display and Teletype 
subroutines. It is used solely by a Teletype- invoked on-line test ap- 
plication program (OLTEST) * OLTEST is the only application program that 
is permitted access to both the Teletype and the displays* Further dis- 
cussion of this program along with the additional functions provided to 



52 

allow its unique interface privileges is deferred to a later chapter. 

IFNTRYAS is the linkage routine provided for application programs 
coded in assembler language* It is invoked by assembler macro-instructions 
having a syntax nearly identical to that provided by the CHAT interface 
for the PL/I programs. These macro^instructions are described by Blair 
[B3] who defined them- One important user of the assembler interface 
is MTOC which uses it, for example, for the display of the program table 
of contents on a display station CRT* (MTOC does not do Teletype I/O-) 

IFNTRYAS io similar to IFNTRYS in being display-access oriented* 
It, in conjunction with Blair's macros, has certain additional responsi-- 
bilities for creating PL/l-like environment characteristics, such as 
imitating the "dope vector" conventions and duplicating the STOP and 
SIGNAL capabilities- These matters are discussed further in [110]- 
IFNTRYAS is like the other linkage routines in its branching to IFCSECT 
subroutines; thus, the semantics of the assembler language macro inter- 
face is identical to that of the equivalent PL/l interface. This link- 
age technique could very well be extended to allow the interfacing of 
application programs written in still other languages besides PL/1 and 
a:Ti;embler* 

The IFCSECT subroutines are reentrant and are packaged in the 
Monitor program load module* This means that their program storage 
overhead appears once in the CHAT region, with all currently resident 
application programs sharing their use- This is in contrast to the 
linkage routines, which are duplicated for each copy of an application 
program in residence. 

The IFCSECT subroutines operate under control of the same TCB used 
by the application program whose linkage routine branches to them. 



53 

Depending upon the function requested by the application program, these 
Subroutines may represent the final or a still-intermediate stage of 
linkage in carrying out the semantics of the application program re- 
quest. Some requests can be honored by a simple translation or by an 
accessing of a field in the SCB; others involve more complicated com- 
munication with one or more of the Monitor control tasks to initiate an 
l/O operation and to await its signalled completion. 

Communication between IFCSECT subroutines and the Monitor involves 
both SCB storage and the post/wait protocol. Parameters passed from the 
application program via dope vector's are placed in the SCB by the sub- 
routines to control the Monitor's fulfillment of requested operations. 
Information stored in the SCB by the Moniiror is used by the subroutines 
to update the dope vectors and application data storage prior to re- 
turning to the application program* Each SCB also contains a number of 
fields used as event control blocks (ECBs)* Certain ECBs are owned 
C'Vaited upon*') by the subroutines, while others are separately owned 
by the. various Monitor control tasks* (Joint ownership is impossible.) 
These ECBs, like Dijkstra's semaphores, are used in synchronising sub- 
routine and Monitor by post and wait coordination. The subroutine re*- 
quests an operation by initializing a request-type field and then post- 
ing a Monitor-owned ECB; the Monitor signals a completion by posting the 
subroutine-owned ECB* 

Variations to this simple protocol are also possible* For example, 
the Monitor task, MIOS, is designed to act on display interrupts inde- 
pendently of a pending application request for input. In the case of a 
lightpenning action, the Monitor may have completed the entire sequence 
of obtaining lightpen coordinates and lightpenned character, including 
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storing the information in the SCB, prior to the application program's 
official request. In such a case the subroutine will detect by a ''status 
field in the SCB that communication via post/wait is not needed* Instead 
the information can be immediately retrieved, the "status" modified to 
reflect this pickup, and control returned to the application program. 

Still another variation involves synchronization constrained by 
time, where an application program has issued a read operation with a 
time limit (see "PAUSE" in Chapter 3), In this case, use Is made of an 
asynchronous IFCSECT "timer completion exit routine" (a coroutine of the 
IFCSECT subroutine). Here, If the SCB status does not show the input to 
have already occurred, the subroutine will Initialize the request-type 
field in the SCB, post an MIOS ECB, Issue a timer request (via OS/360 
"STI>iER") specifying the exit routine, and wait on two ECBs, One can be 
posted by MIOS, the other by the exit routine. When one of the ECBs is 
posted, the IFCSECT subroutine regains control and, after determining 
which event occurred, cancels the other request. Cancellation of the 
timer request involves (for PAUSE) obtaining the amount of time expended, 
for the purpose of relaying this Information to the application program. 

For operations Involving l/o, the IFCSECT subroutines are concerned 
primarily with signalling "he request, depending on the target station, 
to either MIOS or MTWX ard then synchronizing the reactivation of the ap- 
plication with the posted completion. Input requests Involve a slight 
elaboration to allow additional communication with MSS. Here, the sub- 
routines set an "idle-flag** in the SCB prior to awaiting completion of 
the Input request. This allows MSS to remove the application subtask 
from Its queue of dispatchable subtasks to reduce execution overhead 
during its time^sliclng and subtask scheduling epochs or to suppress 
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such epochs entirely if all application subtasks are idle. This allows 
the CHAT region to quiesce entirely during protracted periods of 
idleness • 

On completion of such input, the reactivated IFCSECT subroutine 
posts an MSS-owned ECB in the SCB to alert MSS of its newly-regainod 
dispatchability. MSS can then include the application subtask once 
again in its scheduling process before the subroutine returns to the 
application program. 

Subroutine requests to ttic Monitor control tasks result in con- 
siderably more complicated activity within these tasks, depending upon 
the current state of the transmission line and the existence of otiicir 
outstanding requests. The queueing and scheduling techniques employed 
are described in subsequent chapters dealing with these components of 
the Monitor. Monitor I/O completion posting can involve three types 
of indicators for the subroutine: proceed normally, invoke an applica- 
tion program "on-unit," or stop the application program. Hence, the 
reactivated IFCSECT subroutine can take any one of three return exits. 
The subroutine can, itself, initiate the ''on-unit" return when an ap- 
plication program's request-parameters are faulty* Specific conditions 
causing these various exits are also described in subsequent chapters. 
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INITIALIZATION OF THE REGION 

Initialization of the CHAT region is a complicated multistep process 
Its primary objectives are to produce the initial regional layout of the 
Monitor indicated in Figure 2,4 — the Monitor control storage at the low 
end, and the Mpnitor program load module at the high end — and to prepare 
the resident control tasks to perform their monitoring activities during 
subsequent CHAT System usage* To prepare the control tasks, it is 
necessary to give them addressability to the control storage, to 
initialize the control storage. so that all required run-time parameters 
and linkages are set up for use, and to perform any. once-needed start- 
up initialization of the equipment* A design goal, that none of this 
initialization code would be permanently resident in the CHAT region, 
complicated the sequencing and linkages of the initialization steps* 

The design of this step sequencing and linkage ^tJas^he joint effort of 

i ^ 

the author and Blair, although Blair's inspiration dominated* 

Figure 2*7 gives a gross view of the initialization steps. The type 
of linkage involved from step to step is shown in parentheses along the 
arr9ws; the other names are those of the actual code steps invoked* 
(ROOTCAI AMD INITCAI were named before the acronym CHAT was contrived, 
when the CAI Pro j ect was foremost in mind; better names would be 
ROOTCHAT and INITCHAT . ) The functions of the various steps ar^ briefly 
as follows; 

This small root of code is assembled in the low end of 
the Monitor control storage load module* It ip attached as 
the CHAT job step task (cf. Chapter 4) — an identity in- 
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Figure 2.7. Initialization Steps 
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herited by MSS via the initialization linkage. ROOTCAI serves 
two important purposes: (1) Because ROOTCAI is part of the 
control storage load module and is marked as a non-reentrant 
program, OS/360 loads the Monitor control storage at the low 
end of the,, region; (2) ROOTCAI passes the address of the 
control storage through the subsequent linkage protocols to 
the Monitor control tasks. It uses the OS/360 LINK macro 
to pass control to INITCAI, 

INITCAI - This step passes addressability to Blair*s "SVC 239" [B3] 
and loads the OS/360 abnormal dump resident module (also 
described by Blair [B3]) and moves the CALLMIDF code into 
the Monitor control storage, overlaying ROOTCAI. It then 
uses the OS/360 XCTL macro to transfer control to MSS, which 
in the process causes' OS/360 to load the Monitor program 
load module into the high end of the region- 
After some standard establishment of addressability (needed 
for run- time operation), MSS branches to the CALLMIDF code 
in the control storagei, passing the address of an entry 
point table identifying the locations of other components 
of the Monitor program load module — a list of the IFCSECT 
subroutines, MIOS, MTWX, MTOC, and the MIOS Start I/O 
appendage. 

This step begins some "middle functions" necessary to in-- 
itialization. It uses the OS/360 LOAD macro to load MIDF 
and then branches to MIDF- 

i . 



MSS - 



CALLMIDF - 
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MIDF - This step continues the middle functions: it uses the OS/360 
IDENTIFY macro to make MIOS, MTWX, and MTOC known as entry 
points to OS/360, stores the address of the entry point table 
in control storage, and also moves the DLTLNK code thero^ 
overlaying CALLMIDF* It then branches to DLTLNK* 

DLTLNK - This step invokes an OS/360-supplied SVC to delete MIDF (de- 
leting the linkage as the acrorTm implies) and uses the 
OS/360 LINK macro to branch to MSSINIT* 

MSSINIT This step initializes the station control blocks (SCBs) in 
control storage with the address of the list of the IFCSECT 
subroutines so that the application program entry linkage 
invoked by the application interface (described in Chapter 3) 
can find the subroutines* It also initializes the portion 
of control storage used by MSS: it clears the entry point 
list address and DLTLNK code moved there by MIDF and stores 
task-priority increiient /decrement values used by MSS for 
tlme-sllclng and applic^"^.tion subtask scheduling* This In- 
itialization involves searching through the CVT-chaln (shown 
in Figure 2*6) to find the active TCB which contains the 
current run-time priority ceiling for CHAT* The final func- 
tion of MSSINIT is to attach MIOSTNIT and MTWXINIT (in that 

order) which operate as separate Monitor ■ control tasks* 

I 

MSSINIT then XCTLs tb MSS at an entry point (MSSWAIT) which 
waits for a run-time event to occur* 

ERLC 
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MIOSINIT - This is the most complex and involves the most code of all 
initialisation steps. Chapters 5, 7 and 8 give additional 
details; here we mention only that it initializes the inter- 
regional conduit and prepares the display, equipment for run- 
time use* When done, it XCTLs to MIOS, which inh&rits its 
task identity as one of the three Monitor control tasks - 

MTWXINIT - This step prepares MTWX for its run-time operation of the 

Teletype* Besides initializing some control storage fields, 
it' translates from EBCDIC to Teletype code the text of 
messages MTWX sends to the Teletype in support of its com- 
mand functions. It uses the OS/360 OPEN macro to initialize 
the Teletype control block needed for input/output opera- 
tions and provides MTWX addressability to the OS/360 Jnit 
Control Block (UCB) needed for a Halt l/O function it per- . 

forms* When done, MTWXINIT XCTLs to MTWX, which inherits 

K,. . . ' ' - - * - 

its t^ask^ identity. 

. Because of the linkajge conventions employed, when MSS, MIOS, and 
MTWX. are finally initialized and ready for CHAT System operation all 
traces^ of the described initialization steps are removed from the region* 
This includes even the linkage to them, with the unavoidable exception 
of two instructions in MSS for branching to CALLMIDF; As an illustra- 
tion, however, that CHAT, like most systems, violates its purity of 
intention,^ MTWX contains a small amount of code to 'put the addresses 
of its two "channel end appendages" in an OS/360 control block prior 
to beginning its operation* This deviation was 3 conscious tradeoff 
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fnvorlng time and resources (and sloLh) over purity and further iOm~ 
plexlty. (MTWX was coded last.) 
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CHAPTER 3: THE APPLICATION PROGRAM INTERFACE 



This chapter describes the subroutines and functions that tnay be in 
voked by the application program in order to access Honitor-^controlled 
facilities such as display and Teletype input and output and the conduit 
to CPS» For an application program coded in PL/I, these procedures are 
invoked by means of call statements and f unct ion references > The syntax 
and semantics of these proced'jre referenc<3S are discussed in sufficient 
detail to allow this chapter to serve as external specifications for 
the PL/I application programmer interested In writing a program for the 
CHAT system* 

A simple metalanguage is employed in presenting the procedure ref" 
erences : underscored referents represent arguments ; alternat ive coding 
formats for jeneric procedures are shown by stacking the optional ver^ 
sions within braces* Names t>receded by the "S" symbol are not part of 
the metalanguage but £ire actual CHAT variable names defined in declara- 
tions which the programmer will normally have gen*?rated at cotnpile-time 
by ui>e of the %IUCLUDE preprocessor statement* The values of the $- 
named variables are purposely not shown here* If the programmer de- 
sires this information, it ;.rn be obtained by examination of a source 
listing containing these compilc-time included declaration.^* Use of 
this compile-time facility is discussed in more detail in a later sec- 
tion of this chaptei . 

To illustrate the metalanguage, suppose a fictitious CHAT procedure 
PROCNAHE, were provided with the metalinguistic representation: 



CALL PROCNAME 




yariablel > \ariable2 
$SYMBOL 




In this case, the description (following the metalinguistic represen*:a* 
tion) of PROCNAME would g'-ve attribute and range (or value) requirements 
for the variablel and variablo2 arguments. If the two-argument furnKj*. 
were used» the programmer would declare and set two variables of his 
own choosing, say ARGl and ARG2, and would code: 

CALL PROCNAME (ARGl, ARG2). 
The second format would be coded as shown: 



where $SYMBCL would be declared in the compile-time Included text pro- 
vided by CHAT. 

The procedures discussed here can also be invoked by application 
programs coded in assembler language, using a set of assembler macros 
designed by Blair tB3]. These macros are similar syntactically to the 
PL/i procedure references described here and imitate the PL/i internal 
linkage and parameter-passing conventions sufficiently that the invoked 
procedures are insensitive to the source language of the invoking pro^ 
gram. The invoked procedures are themselves coded in assembler language. 



CALL PROCNAME ($SYMBOL) 



DISPLAY USAGE 



Procedure references are provided to display text on the display 
screen, to read data that the display operator has keyed or light- 
penned and to control the slide projector connected to the display 
station output channel. 

Controlling the Slide Projector : There are two different types of slide 
control offered to the progratntner: turning the slide projector power on 
or off and selecting a specific slide for display. These ai'e accomplished 
by means of the generic procedure reference SLIDi: (a difference in 



number or attribute of allowed arguments requires generic definition In 
PL/1): 



$0N and $OFF (both BIT(l) variables) perfon.i the functions to which they 
mneraonlcally refer: slldenumber Is any FIXED BINAKY(15,0) variable in 
the range 0-80 corresponding to the carousel slide position to be selec- 
ted. The programmer need not explicitly code the power^on function: the 
Invoked subroutine will turn power on automatically if a carousel mction 
Is requested when the projector has power off. 

The experienced display station user Is familiar k,Hh the fact that, 
while the slide slrts are numberecJ In base-10 repres^intat Ion on the 
carousel, keyboard control of the slide equipment reqjlres base^9 repre- 
sentation. This is t:ue also for computer control of the slide equipment 
(where t^e base-9 cc^des must also be sent In the ASCII format). However, 
the application programmer need not worry about this vexing base-9 control; 



CALL 




CHAT transforms the application program batie-10 representation to hnsc^J 
(in ASCII) automatically. 

On completion of a slide operation, the cursor location and Vey- 
board state (locked/unlocked) are Lhe same as prior to the SLIDT] 
issuance . 

W riting on the Display Screen : To display alphanumeric text on tiu^ tils- 
play screen, the programmer uses the generic procedure reference DTSFLAV 

f rnessa^e 1 



The row and col arguments are FIXED B1N(15,0) variables specifying wh^.'^e 
the cursor is to positioned prior to the display of the message 
character string. The absence of che row and col arguments in the top 
format means the message character string is to be displayed starting at 
the current ^^osition of the cursCc, that is, wherever it was left at the 
completion of the last operation. As explained below, t^e message^ argu- 
ment can conta embedded format controls to control cursor placement, 
thereby obviating the need for the row and col arguments. The Tiidc^lc 
fojjiat above, with col absent, is t^iken to imply the first position 
(column) of the specified row. The value represented by the row argu- 
ment L.ust be a legal row number; i,e., in the range 1-20; similarly, the 
col argument Must represent a value in the range 1-^0. The message 
argument must represent a chaiicter string of length 0-810 character^;, a 
limitatir^n to be discuss*?d shortly. 

Tahl^ 3.1 contains a list of format controls : $-named variables 
and a function reference, LCAR, that represent f ormat c bj^^acters , wlMch, 
when sent to the display, control cursor placement^ keyboard enabling. 
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Cursor Control : 

$C Clear display screen; place cursor at first position 

of first row (CLEAR). 

$R Return cursor to first position of current 

row (RETURN)- 

$U Move cursor up one row (f) • 

$D Move cursor down ore row (^) , 

$B Backspace curst>r one position (♦*) • 

$F Foresp?oe curso*: one. position (-♦) * 

$S Move cursor to first position of firi^t row (RESET) - 

$T Move cursor to 21st position of current row (TAB) - 

$L Display New Line sy*iibol (S) at current cursor 

position and move cursor to first position of 
next row (LINE)* 

$nP Same as $D||$R (i^RETURlO* 

^DDR Same as $DII$D)I$R (^,i,RETb'PN) , 

LC/Jl(roWj col) A function reference for "random" cursor placement^ 
cursor to be moved to position with coordin^ites 
specified by thp FIXED BIN(15,0) row and col 
arguments . 

Keyboar< \ Control : 

$E Enable (unlock) keyboard (MASTER CLEAR)- 

Color Selection : 

$GRE Select green (SPECIAL CODE + Q) * 

$RED Select red (SPECI.VL CODE + R)* 

$BLU Select blue (SPECIAL CODE + S) , 

$yEL Select yellow (SPECIAL CODE + T) , 



Table 3*1: Format Controls 
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and color selection* 

In the table, the keycap' names corresponding to the functions are 
shoVn in parentheses* Experimentation with an actual keyboard will best 
familiarize the reader with the functions described. An equivalent key- 
board function for LCAR does not exist; while a four-character control . 
character sequence sent from the computer provides the function* it can 
only be accomplished at the keyboard by compound urc2 of the other keys* 

/The format characters themselves are eight-bit unprintable characters 
^in^BCDIC. The $-names in the table, with the exception o£ $DR and 
$DDR, represent one-character controls; $DR and $DDR represent two- and 
three-character controls, respectively* The function reference LCAR 
causes a four-character string representing control of "random^' cursor 
placement to be returned to the point of invocation within a message 
string to be sent to a display* Since the actual control characters re- 
quired by the display equipment are foreign to the PL/I programmer (they 
are not only unprintable in EBCDIC, but require a Monitor translation to 
ASCII code when transmitted), the format controls were invented to ease 
the programming task* / 

Two constraints are imposed on the use of the formsit controls; if 
used, $C must appear as the initial character of the message argument; 
while $E, if used, must be the final character* If either rule is viola- 
ted, the function is not performed; instead a blank character is sent in 
place of the misplaced character* Soiae— illustrative examples and further 
discussion should clarify the use of DISPLAY and the format controls* 

EXl: CALL DISPLAYC$Cl | 'EXAMPLE MSG'' I iLCARC20,l) 11 

'ENTER CODE' I I $Fr-|'iS!E).; 

The above statement causes the display screen to be cleared, dis- 
plays EXAMPLE MSG on the top line, positions the cursor at location 
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(20,1), displays ENTER CODE there (the bottom Line o£ the 5?crcen) , movct; 
the cursor one more space (leaving It at location (20,12)), and enable?; 
the keyboard. Enabling the keyboard need not be done expllclzly In this 
way: the Monitor will automatically enable the keyboard on Issuance of 
a subsequent read-tvpe call statement that follows a DISPLAY where $E 
is not used* When $E is omitted, the keyboard 1g left in the locked 
state at the cocnpletion of the display operation* The point of pro- 
viding the explicit function Is to permit the keyboartl to be unlocked 
Immediately upon completion of a display operation that Is to be 
followed by a read-type operation* In this manner, delays In Issuing 
the subsequent read are not noticed by the station operator* 
EX2: CALL DISPLAY ($BLU 1 iMSGll I$DR| I$RED,R10); 

The above example demonstrates the use of color formatting* The 
character string represented by MSCl, appropriately declared elsewhere 
In the program. Is displayed in b',je i^tartlng at the first position of 
TL^ ten, assuming that RIO Is given this value of ten (Elsewhere In the 
progiam* The cursor is left at the first position of the row follow- 
ing the row displaying the last character of the MSGl string* Because 
$RED is used, upon completion of the operation the cursor is displayed 
In red and. If a read-type operation is next to occur, any keyed- In 
characters will appear on the screen In red, thereby distinguishing 
computer responses from operator Input* Notice that the above example, 
by omitting the $E control, leaves the keyboard locked. 

Earlier, the length bounds for the message argument: were given as 
0 and 810* The reader may wonder what a DISPLAY with a null messapo 
argument does* The answer Is that It simply locV the keyboard* At the 
other extreme, 810 characters is sufficient to permit the display of a 
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full screen, SOO characters, and to allow up to ten control characters 
as well* An upper limit Is necessary because of the fact that the Moni- 
tor uses an Intermediate buffer Into which the message argument string 
is transferred prior to being transmitted over the communication link. 
In the unlikely case that the programmer needs to define a message argu- 
ment of length greater than 810, the recourse is to. use more than e 
single DISPLAY stateinent,._.^ 

If at the completion of a DISPLAY, the programmer wishes to de- 
termine where the cursor was left, he may use the CURSOR call statements 

CALL CURSOR (row, col) 
The Invoiced subroutine returns the cursor location In the FIXED BIN(15,0) 
row and col arguments* This call statement, if Issued after a READ call, 
(discussed below), will return' the position of the cursor as it was left 
at the end of that operation. 

Reading from the Display ? To read data that the display operator has 
keyed in at the display station, the programmer uses the generic pro- 
cedure READ; 

/ message j 
CALL READ ( rmessage , row , coi r) 

The TIXED BINC15,0) row and col arguments specify the starting 

position on the screen for the read operation* In the top format, where 

these arguments are omitted, the starting point Is assunaed to be at the 

position where the cursor was left at the end of the last operation, 

whether this was a DISPLAY or another READ* The message argument repre- 

sents the location where the received message string is to be returned 

by the invoked subroutine* It may have maxinnm length of the programmer' 

choice (Including zero)* Providing a. maximum length shorter than the 
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keyed-ln string causes a truncated message to be returned* The Monitor 
will read from the specified (or Implied) starting point through the 
position preceding the location which the cursor holds at the time the 
display operator presses the Interrupt (INT) key* This assumes the 
final cursor location (at Interrupt time) Is greater than the starting 
location* If this order Is reversed, the Monitor will read from the 
starting location to the last position on the screen* 

In either case, the Issuance of the CURSOR call following the READ 
will result In the coordinates the cursor held at Interrupt time being 
returned* The Monitor not only restores the cursor to the position It 
held at Interrupt time, but restores the character (typically a blank)'^^ 
over the cursor, since, reading from the display Involves temporarily 
placing an "end" character (ETX) after the final data position* 

Getting the Lightpenned Coordinates : ' To read the location of the searcir- 

indicator that Illumines the background of a lightpenned character, the 

programmer Issues one of two procedure references: 

CALL READLP (row, col ) 
CALL LPLOCN (row , col ) 

In either case, the coordinates of the lightpenned position are returned 

in the FIXED BIN(15,0) row. , and col arguments-. If the display operator 

has pressed the INT key without lightpenning something, row and col are 

set to (6,0)* Otherwise, the value returned in row will be in the range 

1-20; the value returned in col, in the range 1-40* 

Before explaining why there are two variants for llghtp^en-^reading, ^ 

it is necessary to discuss the general notion ot reading from the display, 

a discussion that applies to the READ operation as well* Reading from 

the display is not like reading a tape record: . creation of a display. 
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"recor^**^is a dynamic thing and at the time of program readiness to read, 
the record may not yet be composed by the display operator- We need 
the interrupt signal^ in general, to inform us that such a record now 
exists- Thus, the Monitor initiates the actual read operation only in 
response to an interrupt signal received from the display operator, 
/ Such an^interrupt can, in fact, precede the program issuance of a read- 

type call, in which case, the read is initiated immediately upon issuance* 

This synchronization of read operations (and also PAUSE, described 
below) with the interrupt signal means that on issuance of such an opera- 
tion the keyboard must be enabled (unlocked), allowing the operator to 
key in data and to use the interrupt key. For operations, then, that are 
inter rupt-responsive (read operations and PAUSE), the Monitor always 
enables the keyboard, if this is necessary* Where such an operation has 
been preceded by a DISPLAY using the $E function, the keyboard is already 
enabled and the Monitor need not again perform this function. If an 
interrupt has been received prior to an inter rupt-responsive call, the 
enabling operation is not necessary: the read operation is ready to be 
performed * 

This means that the Monitor is aware of occurring interrupts even 
if the application program has no call outstanding. The Monitor re- 
members an interrupt by setting an internal flag, which, for discussion 
purposes, we here refsr to an the I-flag* In the case of a light- 
penning interrupt, the Monitor reads the lightpenned coordinates and the 
lightpenned character, as well* Prereading of a message cannot, of 
course, be done: the starting point is unknown until defined by the ^ 
application program* 

Issuance of a SLIDE, DISPLAY, READ, or READLP call-statement resets 

ERIC 
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the I-£lag; LFLOCN does not. SLIDE and DISPLAY rf^set It because it is 
assumed that a subsequent read must receive a message which is con- 
versationally responsive to whatever iaformat ion these operations im- 
parted to the display operator* READ and READLP reset the flag because 
they service the associated interrupt* 

Herein lies the need for LPLOCN: the program may want the start- 
ing location of a READ to be defined by the operator in a dynamic 
fashion, for example, in the case of a text-editing operation* Light- 
penning is a convenient way for the operator to perform this function* 
Hence, by first issuing LPLOCN, the program may then Issue 'i READ with 
the row and col arguments set to the values returned by the preceding 
LFLOCN and service the same interrupt the LPLOCN responded to* This 
Saves multiple interrupts^ at the display station. 

After a successful lightpen reading the program may want to know 
the character that was lightpenned. This Is achieved by use of the 

LPCHAR function reference: 

EX: X = LPCHAR; 

where in the above example the lightpenned character is returned at the 
indicated invocation of LPCHAR, and in tu7:n sets X to the desired char- 
acter value* 

Time and Keyboard Synchr oni gat ion : Obvious programming difficulties can \ 

\ 

arise in reading from the display: the program cannot always anticipate 
the display operator's response, Will he lightpen something or key in 
some data before hitting interrupt? Or will he, in fact, do anything st 
all when the program has a read pending? If a READ operation is com- 
pleted by a lightpenning response, the Monitor reti^ms a null message; ,, 
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if a READLP or LPLOCN completes because of a message-associated inter- 
rupt, the Monitor returns zero values for lightpen coordinates. These 
are indirect means the program-has of detecting the mismatch between 
program and operator activity. However, to deal with these diffi- 
culties more directly and also to impose a limit on operator tardiness, 
the program may first issue the PAUSE procedure ref^reh^e: 
CALL PAUSE Ctiine ^ return) * 

The FIXED BINC31,0) time argument specifies the maxiTuum nonnega^ 
ti^^e time interval, in seconds, that the program desires to wait for 
the display operator to hit Interrupt* At completion of the operation, 
the BITC8) return argument is set by the invoked subroutine to one of 
the following values, where as before the $-names are part of the compiL 
time included declarations: 

$TIH -no interrupt has been received within the specified 
interval • 

$LP . an interrupt has been received with lightpenning indicated 

$INT an interrupt has been, received without lightpenning indi- 
^ cated; a message is ready to be read» 

Also on completion of the operation, the time arg\iment is set to 
the time elapssd fr^m the time the PAUSE was issued to the time the 
interrupt was received^ In the case where $TIM is returned, the time 
argument obviously is \mchanged, since the entire interval has elapsed^ 
In the case where an interrupt has been received prior to the PAUSE 
issuance, -time will be set to zero, since no time has elapsed* 

A peculiar interpretation is given to a PAUSE that is issued with 
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the time - argument representing a zero^value: the maximum Interval to 
wait for an interrupt Is taken to be infinity* Here, only $INT or $LP 
can be, returned; the time argument is left at zero on completion of the 
PAUSE* . 

The PAUSE procedure^ like LPLOCN, does not cause the Monitor ^tp . re- 
set the I-flag (if on)* A read operation, following a PAUSE for which 
$LP or'$INT was returned, will be executed in full immediately upon issu- 
ance and doe?' cot require a new interrupt to be received* 
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. TELETYPE USAGE 

Programming input and output for the Teletype is done by use o£ 

the two • procedure references ; 

CALL WRTWX( outarea) 
CALL BtiTWX (inarea ) 

The outare a argument must be a character string o£ length 0-80* Each 
WRTWX automatically causes the carrier to be positioned to the left mar- 
gin o£ a new line before the outarea character string is printed. 

The inarea argument can have up to 80 characters returned:^ depend- 
ing on the length attribute defined by the program for inarea and the 
amount of data keyed by the Teletype operator. Each time a RDTWX call 
is Issued, the Teletype operator is alerted by the printing of the 

symbol at the first position of a fresh line. Appropriate control 
(X-On) is also provided to allow automatic reading of paper tapeC The 
Monltor*strlps out any control characters, such as carrier return or 
line faed, before presenting the keyed message to the program- Similarly, 
editing is performed to handle character corrections the operator has 
indicated during his keying operation thiough use of the underscore {fs^^ 
on some Teletypes, the back-arrow) key. ' 
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CPS ACCESS 

The procedure references provided for application program access toy 
the CPS conduit are described here» Both thti description and, more 
importantly, the use of the access facilities presume a knowledge on 
the part of the prograimner of the manner in which he would interact with 
CPS if he were accessing that program from a CPS teletypewriter terrain 
nal» Other readers are referred to reference [II] for de:_ils on the 
CPS terminal operation. 

Intarnally, the conduit employs the Teletype interface to CPS 
with the added capability for exchanging lower*-case characters* De- 
tailp of the internal design of the conduit are given in Chapter 7; 
here we describe the programming interface for using it* 

E stablishing Connection to CPS : To establish connection with the CPS 
facility, the program must Issue one of the following versions of the 
generic procedure reference LOGCPS:^ ^^'^^^'^^^^^ji^i^ 



Tlogcps \ 

CALL 1 LOGCPS (libname) r 



The no-argument format causes a "standard" log-In to be performed;^ 
sign-on identifiers are supplied by the Monitor* The second format 

above uses the one- to six-character jj^name argument to specify a 

f _ ■ 

load/save library Identifier for this sign-on/ When connection has not 
yet been established, the application program must issue one of the 
LdGCPS calls prior to using one of the calls described below^ 

Reading f rom CPS : To read output from CPS, the program uses the procedure 
reference RDCPS : 



CALL RDCPS( lnarea > time > return ) 

The inarea argument must be declared as a VARYING character string 
with length of the programmer's cho^osing* CPS output is truncated on' 
the right if it is longer than the defined maximum for inaiea, CPS 
messages are presented to the application program with all line and termi- 
nal control characters stripped but and in normal EBCDIC representation. 

The PIXED BIWC15,0) time argument specifies the maximum time inter-- 
val, in seconds, that to be allowed for completion of this operation. 
The invoked procedure enforces a minimum specifiable delay of one second; 
an instantaneous completion is not pos^ble because computer operations 
are not infinitely fast, (In fact, CHAT itself contends with CPS for 
use of the CPU™perhaps locking out CPS for brief . periods * ) Hence, a 
request of zero seconds is treated as one. 

Upon completion of the operation, the BITC8) return argument is set 

r 

to a value represented by one of the following $-names: 

$TIM CPS has not responded within the interval specified by 

the time argument, 
$MSG the inarea argument contains the message character string 

returned by CPS, 

$NtFLL CPS has no output, but instead is ready to read from the 
application program. 

The action of the application, program following the completion of 
RDCPS is a function of the value returned in the .return argument. Typi- 
cally, if $TIM is re turned, -^'the program may try another RDCPS or an 
ATNCPS, discussed below* After $NULL, it is likely that a WRCPS will be 
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issued^ In the casa of $MSG, the application program's next actioa^i-ri 
likely be determined by the content of the returned character string, 
the analysis of which is the responsibility of the application program^ 

Writing to CPS : To send text to CPS, the application program uses the 
procedure reference WRCPS: 
CALL WRCPS ( text ) 

The text argument is a character string of varying length not longer 
than 256 characters, a limit imposed by C?S, 

Because the CHAT interface provides no explicit logout procedure, 

I 

the application program can achieve this by sending a ^^ogout request 
using-'WRCPS, The logout format is described in [II] where different 

versions arei^hown^ Notice that CPS responds with run-time statistics; 

: ^ 

these can be read by the application program In the usual way usxng RDCPS 
If the application program uses the logout/resume variant, the next log- 
in may be achieved by use of LOGCPS or, because CPS never really ^Mis- 
connected," by use of WRGPS with the text argument specifying the login 
Information^ 

The application program, of course, may end "without explicitly dis- 
connecting from CBS, In this case the Monitor takes care of discon- 
meeting CPS as part of the normal termination of the application program* 

Interrupting CPS Activity : The experienced user of CPS is familiar with 
the occasional need to signal the system to change state* For instance, 
CPS may be doing automatic line numbering In "collect" mode and the / 
application program has reached the point of wanting to switch to "direct' 
mode — for example, to request execution of the program just generated^ 
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Another example occurs when a program in executir.ri by CPS is in a loop, 
producing nothings Alternatively, the executing program may be giving 
too much output because of a different type of looping* All of these 
needs to aJtop CPS are serviced by the simple procedure reference ATNCPS. 
(Attention CPS) : 

CALL ATNCPS 

No arguments are passed-to this procedure* The action performed is 
dependent upon the context* If CPS is currently ready to write, the 
effect is the same as a terminal operator's hitting the "Break" key at 
a Teletype* In the case of a CPS read operation, it has the effect of 
the same operation being ended at the' Teletype by hitting the "control-Q 
(X-On) key* Finally, if the application program issues ATNCPS following 
a R0CPS that has timed out, it has the effect of forcing CPS to respond 
with a write operation, typically informing where a looping or too-slow 
program has been stopped by the signal* 



GFJSERAL USE PROCEDURES 
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Five procedures are available for general use. Three of these, ENQ, 
DEQ, and DDNAME, are the work of Blair [B33 . DDNAME Is a function refef^" 
ence whose Invocation causes a two-character Identifier to be returned 
that denotes the station address of the terminal (display or Teletype) 
from which the application program was Invoked. Two uses of this are 
foreseen: programs can determine the station with which they are Inter- 
acting and programs that require task-unique qualifiers for shared data 
sets can achieve It thus. ^ 

ENQ and DEQ provide basically the same facility as the IBM Operating 
System/360 ENQ and DEQ macros- That is, they allow concurrently active 
tasks to share access to coimcon data sets In orderly, nonlnterferlng 
fashion^ Curiously, the PL/l designers did not Include any equivalent 
facility In the language definition. 

Two other procedures, ERRCODE, a function reference' discussed in 
the next section, and DELAY are available^ The DELAY call-statement is 
Identical in purpose to the standard PL/I DELAY statement: 
CAIX DELAY (time) 

The FIXED BINC15,0) time argument specifies the number of seconds (the 
PL/I standard DELAYaccepts milliseconds) that the application program 
execution is to be suspended. One possible use of this procedure is to 
allow a measured delay between consecutive display operations, where 
the message displayed by the first in the sequence of display operations 
is to be erased or overwritten by the next operation in the sequence^ 
This allows the station operator sufficient time to read a message before 

i 

it is destroyed by the next action of the application program^ J';or over- 
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all system efficiency, the use of tha CHAT DELAY procedura is preferable 
to use of the standard PL/I version. The procedure invoked by the CHAT 
DELAY informs the Monitor of the suspension request. This causes the 
Monitor to suppress scheduling overhead for the invoking application sub-* 
task for the duration of inactivity, and all time-slicing activity if 
no other subtasks are active. Since the Monitor is not informed of ap- 
plication program usage of the standard PL/I DELAY» that usage does not 
suppress the unneeded overhead. 



EXCEPTION-CONDITION SIGNALLING 
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All exceptional conditions related to the CHAT Monltor-controlied 
facilities are signalled to the application program by raising a 
programmer-naiaed condition identified as ABNORM* Each application pro^ 
gram must define an on-unlt for this condition, typically through inclus- 
ion of a begin block preceded by the condition prefix: 

ON GONDITIONCABKORM) 
3EGIN; 
# 

# 

(action logic) 
^ ■ ■ • 

# ' 

^ END; 

Once the ABNORM condition ha*3 been raised, the application program 
can obtain further information on the specific condition that caused the 
ABNORM condition to be signalled through use of the function reference 
^ERRCODE* Invocation of ERRCODE causes the return of one of the FIXED 
BIN(31,0) values shown below in parentheses: 

(1) PROGRAM ERROR: indicates the application program has passed an 
argument with an invalid value br lengtli attribute to one of the 
subroutines discussed in this chapter* 



(2) SLIDE ERROR: indicates the Monitor has detected an error during 
execution of a slide operation that characterizes an uncorrectable 
slide projector malfunction* 



(3) LINE ERROR; indicates the Monitor has detected an error that means 
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tlic transmission path to the display station Is iu>T*op*^rac U>iihJ i - 

(A) WRITE I..fERLOCK: indicates a sequencing problem in the a ;pl ic.it Lon 
progratn's use of the CPS coMuuit facility: both CPS and tlie ni^pll- 
cation program are simultaneously attempting i wrlto opera'. ion. Ir: 
the case of the application program, a WRCPS or LOCCPS has Ih>cii 
issued to f^ause this irterloL:k i rohlcm. A RDCPS or ATNCTS wiW 
break the ccntention* 

(5) LOG-IN EXCEPTION: indicates the application program has issued one 
of the other CPS cor.duit calls when caly LOGCPS is permitted. 

(6) CPS DEAD: indicates a CPS conduit call issued by the application 
program cannot be successfully eAecuted because CPS is not currently 
present in the system. 

The error conditions rssociated vith LINE ERROR and CPS DRAD arc 
fatal ones, requiring the application program to cease furtlier use of 
the corresponding facilities. In the case of tlie LIK^ ERROR condition, 
tnis means the calls associated with display usage can no longer be 
issued; in the c^se of CPS DEAD, the conduit calls are not to be used. 
If the application program violates this protocol, the Monitor simply 
stops the application program when it issues the offending call. 
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WRITING AN APPLICATION PROGRAM 

An application program designed for the CHAT system is written 
with the idea that only one station' exists , This means that a program 
intended for concurrent use from multiple displays is not burdened by 
the logic for handling multiple terminal operation. The Monitor, ex- 
ploiting the multitasking facility of the OS/360 MVT control program, 
attaches the program as a separate task for each invocation of the pro- 
gram from a distinct display station* Thus, there are as many con- 
currently executing application tasks in the CHAT region as there are 
active terminals* Some of these tasks may be the same application pro- 
gram attached iu multiple, while others taay be entirely different appli- 
cation prografms singly attached. 

I4hile this feature .simplifies the design of an application program 
intended for multiple display usage, it has a restrictive effect in 
that an application program cannot include support for both the Teletype 
and. a display station* 

The declarations needed to define the various $-nanied variables and 
the entry points to the procedures discussed in this chapter can be in- 
cluded in the application program at the point in the program where the 
programmer has inserted the folloifing preprocessor statement: 

^(ccidclI 

^INCLUDE C|twXDCl|>^ ' / 

CCIDCL and TWXDCL are member names in SYSLIB. The confining of applica- 
tion program support to either a display or the Teletype ig reflected in 
the text identifier options provided for the compile-time facility. 

The CCIDCL identifier results in the generation of source text con-^ 
sisting of the declarations needed for display station support; this in^ 
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eludes all procedure references and $-nained variables discussed in this 
chapter with the^exception of WRTWX and RDTWX. The TWXDCL identifier 
causes the generation of the declarations for WRTWX, RBT^JX, El^Q, DEQ, . 
ERjiCODE, DELAYj and DDNAME. Notice that the CPS conduit facility is not 
accessible from a Teletype application program* (We saw no requirement 
for Teletype application program access of CPS, and Teletype operator 
access to CPS is supported by CPS itself — the operator can dial CPS 
.directlyO ^ 

In designing an application program for nmltiple-display usage, 
the programmer has two concerns that he cannot ignore* One is the. co- 
ordination of access to shared, but serial-reusable, data sets, an issue 
mentioned earlier in the description of ENQ and DEQ* This is a logical 
issue. The other concern is program reenterability . By designing an ap- 
plication program to be reentrant, the programmer permits the multiple 
attaching- of a single copy of the program load module* This is a storage 
efficiency issue* Application programs that are not reentrant require 
a separate copy of the program to be loaded each time the program is 
attached* (Because of the presence of only the single Teletype in the 
CHAT System, a Teletype application need not'te reentrant*) 

. Basically, to achieve reentrancy, the application program should be 
coded so that only read^-only variables occupy static storage* Detailed 
guidelines for achieving reentrancy in PL/I are beyond the scope of this 
document and in fact appear to be a matter of taste (cf, Mudge [M2] and 
Sneeringer [S2])* The, experience of using the overlay facility in conjunc 
tion with a reentrant assembler language application program is discussed 
by Wait [Wl]* ^ 

For the sake of completeness we mention a restriction and a potential 
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ity yhich are of little significance to anticipated CHAT System applica- 
tions* The restriction forbids the application program to use the multi" 
tasking option within itself * The CHAT Monitor is not implemented to 
allow it becaufse of the way the Moriltpr Subtask Scheduler CM3S) does 
time-slicing and subtask scheduling — see Chapter 4* (In particular, 
the PL/I multitasking option is too idio33fncratic to support.) The 
potentiality i3 that concurrently active application subtasks can inter- 
act with each other* even though the CHAT Monitor does not supf 'i^t this. 
This can be achieved via common OS/360 data sets and application- 
program Supported queue-sampling; Blair's EbJQ and DEQ are useful in con'- 
trolling access to the sha red files* This technique is now a familiar 
one to the OS/360 user coiumunity; it was one of the earliest methods 
used to pass data between jobs in separate regions* 



CHAPTER 4: p^GION AND SUBTASK CONTROL 



Two logically distinct CPU-scheduling services are provided by 
the CHAT Monitor. The first uf these, time-slicing , ensures that the 
computational activity. of the CHAT application tasks does not preempt 
installation CPU'usage beyond a specified maximum fraction of the total 
time available* This is a service to the installation management who 
require assurance that the overall multiprogramming throughput performance 
not be severely degraded by CHAT region activity. During the development 
of the CHAT Monitor on the TUCC installation, the TUCC manager imposed 
the limit that not more than five percent of the total CPU time could 
be preempted by CHAT application computing* At TUCC, multiprogramming 
includeci, besides CHAT, six batch jobs as well as HASP, RJE, API, and 
CPS (serving real teletypewriters as well as CHAT "ports"). This same 
limit has been carried over to the UNC installation which cWrently 
supports no interactive computing other than CHAT and only three batch 
jobs, along with HASP and satellite-RJE (to TUCC) . 

The second scheduling service provided by the CHAT Monitor is a 
suballocation of the region slice among the competing active application 
tasks* This subtask priority scheduling involves a modified round-robin 
scheduling technique, allowing each terminal to be given timely service. 

Both scheduling services are performed by MSS (the Monitor Subtask 
Scheduler) — the highest priority and chief executive control task within 
the CHAT region* Additional responsibilities of MSS, which owns all 



tasks in the CHAT region, are creation and termination of application 
tasks » as well as coordination of region shutdown in response either 
to an operator request or to certain pathological circumstariceK* These 
matters, along with the scheduling services » are described in greater 
detail in the following sections. 
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TIME-SLICING 

Under OS/360 KVT, every task in the system has . a limit priority 
and a dispatching priority ^ each having a numerical value in the range 
0-255, The control program maintains a task dispatching queue with tasks 
ordered for execution according to dispatching priority*, The job step 
task for a region is given its limit and dispatching priorities as 
specified by parameters in the Job Control Language (JCL) statements used 
to create it (and the region); this limit priority is the ceiling for 
all task dispatching priorities within the region* Subtasks of the job 
step task are given their initial priorities by parameters in the 
OS/360 ATTACH niacros used to create them. Another OS/360 macro, CHAP, 

can be used to change the dispatching priority of a subtask- 

-f 

In the CHAT region only one limit priority is used, and the dis- 
patching priorities of the Monitor control tasks are all equal to it* 
MSS, as the job step task, is created first and thereby has the highest 
priority — length of time that a dispatching priority is held being the 
secondary determinant of dispatching order* This common dispatching 
priority is higher than that for the installation batch regions, but lower 
than, that of various system tasks, e,g,, HASP* Thus, the CHAT Monitor 
can be blocked by system supervisory activity but not by lengthy compu- 
tation in the batch jobs* 

The basic idea of CHAT time-slicing is, to dynamically change the 
dispatching priority of the CHAT application subtasks, relative to the 
batch tasks, in accordance with the five percent formula* This alter- 
nating promotion and demotion of the application subtasks is done by MSS 
through use of the CHAP macro* " The Monitor control tasks, because of 
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their supervisory role, are not themselves affected, but always remain 
at the same high level* 

A CHAT time-slicing cycle consists of two intervals; one in which 
CHAT application subtasks hold high priority relative to batch, followed 
by one in which the relative priorities are reversed. The high-priority 
interval is referred to as, a CHAT slice ; the low-priority interval, as 
a CHAT low- 
Computer timing, because of the presence of a digital clock, is 
granular — with clock resolution characterized by a smallest measurable 
time quantum, q* The UNC System/360 Model 75 is equipped with the 
standard System/360 clock, a line^f requency timer whose clocking epochs 
(instances when the clock value' is changed) occur every one-sixtieth of 
a second. Thus, here q = 16 2/3 milliseconds. 

The five percent formula requires that the ratio of slice to. low 
be nq;19nq* With a sufficiently small q, the optimum value of n would 
be difficult to determine — requiring sufficient experience with and 
analysis of the running CHAT System, The grossness of the actual clock 
resolution, however, made the choice of n=l an obvious one* 

When no application subtasks exist in the CHAT region, or when all 
present are idle, awaiting an external event such as a timer interrupt 
or an input signal from a terminal, there, is no need for time-*slicing. 
Accordingly, the CHAT Monitor will suspend time^-slicing* This period 
of suspended time- slicing is referred to as a CHAT slump * A run of con- 
secutive time-slicing cycles uninterrupted by a slump is referred to as 
a time-slicing burst* 
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Initiallyj following^initialization of the CHAT reg:Lon» thu CHAT 
state is a sliimp* Then upon receipt of a display station interrupt 
signal or of the $XEQ command from the Teletype, MSS attacheiS Blair's 
MTOC IB3] at a dispatching priority equal to the CHAT region limit 
priority* MSS also issues an OS/360 STIMER macro instruction specifying 
an interval of q (16 2/3) milliseconds* This changes the CHAT state to 
a slice and begins the first cycle of a time-slicing burst. 

At the end of the slice interval, a timer completion exit routine 
specified in the STIMER macro gains control and posts an event control 
block (ECB) , which is one of several that MSS waits on when it has no 
scheduled work* Under OS/360 this exit routine is an event-activated 
coroutine of MSS; it executes under the same task control (TCB) as MSS 
and has the addressing capability equivalent to an in-line subroutine 
of MSS without being permitted to disturb the "activation record" (Pro- 
gram Status Word and registers) of MSS* It does ^ however, have preemptive 
priority over the execution of any in'-line code of MSS* 

MSS reacts to the posted ECB by using CHAP to demote the application 
subtask to a' dispatching priority below that of batch. Then a new STIMER 
is issued specifying an interval of 19q (316 2/3) milliseconds and tlie 
CHAT state is changed to a low* At the completion of the low, the exit 
routine again posts the ECB of MSS which in turn promotes the active sub- 
task to the CHAT limit priority and issues an STIMER to start the slice 
of a new cycle* 

Because the application subtasks are demoted, not suspended, during 
CHAT lows, they remain dispatchable at all times* This allows the OS/360 
task^switching facility to. dispatch any ready CHAT subtasks during periods 
when the other regions of the system are all in the wait state* This has 
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the two-fold advantage of not only allowing CllAT applications Lo j^nin 
faster access to the CPU resource but also shifting some CliAT activity 
from preemptive use of system time to system time that would otherwise 
be dead, thereby, increasing overall installation efficiency. 

In general, there -can be several application subtasks in the CHAT 
region* For this reason, MSS keeps a chain of pointers to the TCBs 
for the various application subtasks that are present. This chain Is 
used during the CHAP-scans that MSS performs to alternately promote and 
demote the subtasks. Indeed, there are two such chains: a high priority 
chain and a regular priority chain* The need for two priority groupings 
follows from the subtask priority scheduling scheme discussed in the next 
section* Here we are concerned with the chaining mechanism itself* 

Within the station control block (SCB) associated with an applica- . 
tion subtask is afield for chaining information called the subtask TCB 
element (STCBE). Figure 4.1 shows the format of this field* If no 
application subtask exists for the associated station, the STCBE is all 
zeros. 

' The first word of the STCBE holds the address of the TCB for the 
application subtask. Thisjword is initialized by MSS upon attaching the 
subtask, and the pointer is subsequently passed as an argument on execu- 
tion of the CtlAP macro* 

The second word of the STCBE is used for chaining. When the STCBE 
is on one of the chains, this word contains a pointer to the next STCBE 
:on that chain* It contains zeros if the STCBE is last on the chain, A 
subtask represented on one of the chains participates in dispatching 
priority promotion* or demotion during the CHAP-scans performed by MSS 
for time-slicing. \ ■ ^ 
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The status byte of the STCBE contains information concerninj^ the 
current status of the application subtask. (The X-bit is not used, whilo 
the I"bit is not pertinent to time^slicing.) The and R^flags are £fet 
according to which of the two chains the STCBE has been placed on by 
MSS. These flags are reset by MSS as it purples an STCBE from a cliain. 
Purging is done when an application subLask is Lo be terminated and 
detached from the system or when MSS finds either the W- or P-flag set 
during a CllAP-scan (ac the end of a slice or a lox%^) . 

The W (Wait) and P (Pause) flags are set by the application subtask 
itself via one of the IFCSECT subroutines discussed in Chapter 2. An 
IFCSECT subroutine that waits for input from a CHAT-controlled source 
(READ, RDCPS, RDTWX, PAUSE, etc.) or for completion of a timer interval 
(e.g., DELAY) set one (or both) of these flags. This allows MSS to purge 
the idle subcasks from the chains during the next CHAJ*-scan. After being 
purged, the subtask is allowed to remain at the high dispatching priority 

The advantage of this purging is that MSS upon finding the chains 
empty at the end of a low can suspend time-slicing, avoiding unproductive 
timer interrupts and unneeded CHAP-^scans. Whenever an application sub- 
task again becomes ready, the same subroutine that originally set the 
or P-flag will report its readiness to resume execution to MSS by posting 
an ECii. MSS then restores the subtask to a chain and resumes time ^slicinj 
Notice chat responsiveness is enhanced by this even t^activa ted resumption 
of time-slicing: in a sparsely active system like CHAT the activated 
subtask can gain immediate access to a slfce rather than having to wait 
an average of 150 milliseconds if time-slicing were never suspended. 

The remaining A (Abort) and B (Break) flags in the STCBE status byte 
are set in conjunction with two types of *^CHAT"instigated" aborts to be 
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described in the final section of this chapter. In the case of such an 

r 

abort, MSS purges the affected subtask from the chain and gives it the 
high dispatching priority even during a CHAT low before issuing an ABEMD 
to abort it* The OS/360 execution of the ABEND logic involves certain 
critical sections that suspend all other activity within a region — even 
that of higher priority tasks* (The ABEND logic :ls executed with the 
dispatching priority of the task being aborted*) Thus, this feature is 
the single violation in CHAT of the. five percent formula^ Without itj 
the degradation of the CHAT region responsiveness was shown by experience 
to be. intolerable during saturated loading of the installation* Sub- 
tasks were aborted during CHAT lows and MSS was unable over an extended 
period — hoursi — to get control to execute a CHAP* This was due to the 
fact that MSS invoked ABEND for a subtask during a low— when the sub- ' 
task had lo^ priority. Because (1) the ABEND internal control logic 
then was dispatchable at the low priority of the subtask and locked out 
other CHAT region tasks (e.g*, MSS) despite their high priority (why this 
is necessary remains a mystery); and (2) during heavy loading, batch 
regions continuously execute at higher priority, this meant the whule 
CHAT region was locked out until the ABEND logic could be dispatched and 
completed. The CHAT design was quickly altered to promote a subtask 
first before issuing ABEND — this corrected the problem* 
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SUBTASK PRIORITY SCHEDULING 

The scheduling o£ application subtasks is intended to offer the 
quickest response r.ime to those subtasks which, at the time of conten- 
tion, take the least computation time to respond to input. This policy 
has a human factors advantage: a terminal operator making a request of 
an application program which involves trivial processing time can expect , 
a quick response — and consistently so. Requests involving more prolonged 
processing may be somewhat delayed because of preemption by other requests 
arriving during their processing, but the added delay in these cases is 
less significant to the human operator. Freeman and Pearson [Fll show 
that statistically this scheduling bias results in a reduction in the 
variance of overall system response time"a responsiveness measure that 
they emphasize for batch systems as well. This basic idea of servicing 
small processing demands- first appears generally in time--sharing systems — 
fgr which, see Wilkes [W3], 

The CHAI design recognizes two priority groupings among contending 
(dispatchable) subtasks: a high priority group consisting of those 
subtasks that have become ready (e*g*, by the arrival of input from a 
terminal) during the current time-slicing cycle, and a regular priority 
group consisting of those that have been continuously dispatchable for 

s 

two or more consecutive cycles* These groupings result in the newly 
ready Subtasks getting top priority with respect to other CHAT subtasks 
for the first cycle of their contention, and then getting a regular share 
of the CPU resource over the subsequent cycles that they remain continu- 
ously active. 

This effectively establishes the following crlttirlon: . n <1[[}S-'^ T^^ 
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sponse capability is one in which the maximum guaranteed CPU allotment 
to CHAT within a cycle suffices to meet the subtask's execution-time 
requirements for responding. The guaranteed time is, of course, simply 
the slice interval — 16 2/3 milliseconds . This is a considerable dura^ 
tion on the System/360 Model 75, even considering that CHAT execution 
is from LCS. Adding to this whatever (non-guaranteed) system dead-time 
may be available (see previous section) during the low of the cycle, the 
ceiling for quick responses appears even more substantial. 

For the first cycle that a subtask is in the regular group, it has 
top priority within this group — being preempted only by newly activated 
subtasks added to the high priority group* Hence we can define a fairly 
quick response capability that requires some- compute requirement — namely, 
two slice intervals. 

At the end of the second cycle of continuous activation, the subtask 
loses its favored status and is devnoted to lowest priority in the regu- 
lar group* It must then work its way up to top priority within the reg- 
ular group over a period of cycles in accordance with the Monitor^s 
round"robin sharing of the CPU resource among it and other h'xj^h- compute 
subtask activations* The round-robin process is repeated for the dura- 
tion of the high-compute activation, i*e*, until it once again returns 
to the idle, or suspended state* 

To implement this scheduling idea, MSS maintains two service 
chains — a regular service chain (corresponding to the R-bit previously 
described) and a high service chain (corresponding to the H-bit) * Fig- 
ure 4*2 shows the structure and a. possibl'e occupancy for these chains, 
Forward chaining , only, is employed because purging usually occurs only 
during a full scan of the chains (exceptions being primarily subtask^-ends) , 

Q 

JC ■'■Except for the first slice of a time-slicing burst which, because 

it begins asynchronous with the clock, averages 8 1/3 milliseconds. 
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while additions are made to the end of the chains* 

The STCBEs on the. regular chain represent subtasks that have been 
continuously active for more than one cycle iu Uie current tiTne-sllcing 
burst* An exception is the first subtask to become active when the 
CHAT state has been a slump — here only the one subtask is'now ready, so 
it is simply placed on the regular chain right away* The high chain 
holds those subtasks that become ready during a time--slicing cycle 
of an on-going burst* These can be subtasks newly attached by MSS or 
can be suspended subtasks signalling their readiness to resume by posting 
an event control block (ECB) of MSS* 

The two chains are treated by MSS as follows: during the CHAP^scan 
at the end of a CHAT slice, those subtasks on the high chain are. given 
a dispatching priority equal to one , while those represented on the reg- 
ular chain are given a dispatching priority equal to zero * These pri- 
orities — both lower than batch region priorities"are held by the active 
subtasks for the duration of the CHAT low* At the end of the low, MSS 
begins its CHAP"Scan with the high chain, then continues with the regu- 
lar chain, promoting all subtasks back to the slice priority, abovje that 
of the batch regions* The high chain is emptied by placing those STCBEs 
found on it in their current order at the front of the regular chain* 

Subtasks which are purged from a chain because they have gone in-- 
active (waiting) ^re allowed to stay at the higji dispatching priority* 
Thus, subtasks purged during the CHAP'-scan at the end of a low are pro- 
moted along with the still-^active subtasks, but at the end of a slice 
purged (suspended) subtasks are not demoted-^-thiEy are only removed from 
the chain* Notice that long-idle subtasks will appear ahead of more re- 
cently active subtasks on the OS/360 dispatchability chain even during 
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a GHAT slice* This allows newly ready subtasks to gain fast access to 
the GPU, since the whole MSS scheduling idea is based on the management 
by OS/360 of its dispatching chain* 

If a purged subtask becomes ready during a time-slicing cycle it is 
added to the end of the high chain* If this occurs during a slice, this 
is all that is necessary* However, during a low, MSS also issues a CHAP 
to demote the subtask to priority one so as not to interfere with the 
batch regions* So that MSS becomes iinmediately aware of the status change, 
the subtask (in the reactivated IPCSECT subroutine) posts an MSS ECB to 
signal readiness* ^ On rare occasions it may happen that a subtask is 
suspended and then signals readiness to resunje before MSS has performed 
the next CHAP-scan to purge it from its current chain* If the subtask 
appears on the regular chain, MSS will immediately, at the time of ready- 
signalling, purge it and then add it to the end of the high chain. If 
this occurs during a low, MSS also will change the subtask' s priority 
from zero to one * Similarly, during a time-slicing cycle, nevjly created 
subtasks are added to the end of the high chain and are attached at the 
slice priority or at the one priority depending upon whether they arrive 
during a slice or a low* 

To share priority among application subtasks equally, MSS performs 
a round-robin reordering of the regular chain at the end of a slice prior 
to the CHAP-scan* The current first STCBE becoF-£s the last in the chain, 
while all others are moved up by one position* This new order is held 
through both the low and the following slice, when reordering is again 
performed* 

Two exceptions will cause this reordering to be suspended and the 
current order held for an additional cycle: (1) if a subtask is detached 
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from the region during the current slir'^ or (2) if the high chain is 
found nonempty at the end of slice. In either case, it is impossible to 
know how much execution time the still-ready subtasks had during the 
ending slice* (Recall that the slice interval is also the smallest 
resolvable clock quantum*) 

Overall, this technique, designed to allow each subtask to gain its 
fair share of the CPU and to give high priority to newly activated sub- 
tasks so that quick responses are favored, seems to work very well in 
practice* Terminal usage experience shows the design intention to be 
realized satisfactorily by the implementation* 
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REMMtKS ON SCHEDULING 

Having described the details of the scheduling services provided 
by MSS, we consider again the necessity for such services and compare 
the implementation with that of other time-sharing systems^ 

Considering the types of applications already implemented for 
CHAT, it seems imlikely that the CHAT region demand on CPU usage would 
normally ever reach a five percent level— ^-at least not over an appreci- 
able periods But the Monitor cannot limit itself to just normal opera- 
tion considerations, since in the real world — ^no matter what amount of 
testing has been performed — programs are apt to contain latent errors • 
This possibility, along with the important requirement to introduce new 
application programs into the CHAT production system during their devel- 
opment and testing, means that time-slicing has the important function 
of protecting the multiprograjmning installation from endless loops in 
CHAT application programs^ Only in a perfect world is there little need 
for time-slicing* (Notice that it is presumed that Monitor control 
tasks — which are unaffected by time-slicing — are free of latent endless 
loops* Perhaps remarkably, no such bug has ever been detected in the 
Monitor — even during development testing*) The same principle of pro- 
tection from loops means that subtask scheduling should not be implemented 
as first-come-f irst-seWed with execution continuiiig to suspension* 

It is interesting to contrast the CHAT implementation with time- 
sharing implementations achievable in interpretive systems such a3 APL 
or CPS* By presenting a high-level "machine" to an application program, 
these systems have full control of the sequencing and context of the 
application process through interpretive execution* This allows these 
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systems to parcel out CPU time by allotting each competing process in 
turn a fixed number of interpretively executed operations. This is not 
possible in CHAT since it does not r^resent a closed machine interface 
to executing subtasks* 

As a concluding aside, v/e mention the existence of IBM's Time 
Slicing Facility [l7], an OS/360 system generation option for time- 
slicing* This facility was not useful to CllAT because of its static 
assignment of dispatching priorities to the tasks comprising the **time- 
slice group,*' IBM's implementation assumes a static priority is estab- 
lished for these tasks relative to other tasks in the installation. 
Whenever tasks in the time-slice group have work to do (are dispatchable) , 
they have preemptive priority over lower priority tasks in the system. 
Depending on what values are set for the priority of the time-slice group, 
there may also be tasks in the system that have preemptive priority over 
the time-slice group itself — potentially locking out members of the group 
for extended periods* Hence, CHAT would still be required to perform 
CHAP-scans to use this facility. 

Additional characteristics of the facility, such as (1) its pure 
round-robin dispatching of the group members (no quick response capabil- 
ity) and (2) its dependence in practice on a clock of much finer granu- 
larity than the standard System/360 option, made the IBM support' unat- 
tractive for use by CHAT, 
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OIW? EXECUTIVB FUNCTIONS 

Because of its role as the job step task for the CHAT region and 
its ownership of all onher tasks — both control and application, MSS has 
special requirements for executive control. Briefly, these involve 
matters related to application subtask creation and termination and to 
region shutdown. 

Creation of subtasks, via the OS/360 ATTACH macro, gives MSS the 
right to manage, the dispatchability of these subtasks (via CHAP) during 
time-slicing. It is also alerted by OS/360 to subtask terminations, 
upon which it provides reporting and clean-up services- . The proctor- 
message discussed in Chapter 2 is originally composed by MSS through its 
analysis of subtask ending status. MSS also initiates subtask-tennina- 
tions in response to requests to do so from the display and Teletype 
control tasks — matters discussed further in Chapters 5 and 6* 

Region shutdown is performed when MSS detects erroneous termination 
of the other Monitor control tasks or upon commands to shut down from 
the Teletype (via MTWX) , Erroneous termination of Monitor control tasks 
is also reported to MSS by OS/360, since MSS owns these tasks as well — 
see Chapter 2 ("lnitiali2ation of the Region")* The Teletype commands 
for shutdown are described further in Chapter 6* Region shutdown is 
signalled by MSS to the installstion console by means of a message saying 

SO- 



CHAPTER 5: DISPLAY l/O MANAGEMENT 



This chapter describes how the CHAT Monitor manages the CHAT dis- 
play cluster and coordinates I/O activity between display stations and 
their attached application subtasks* The Monitor control task in charge 
of this, display activity is called the Monitor I/O Scheduler (MIOS)"a 
slight misnomer, since. MTWX and, indeed, the conduit also do l/O, 

MIOS is the largest component of the Monitor (more than double the 
size of the next largest) and is quite complex. The complexity is caused 
by (1) the inherent complications of its multiplexing services j (2) the 
function- richness of the display equipment, and (3) the large number of 
possible error conditions which need to be accommodated by its error 
recovery logic* 

This chapter is not concerned with describing the primitive control 
of the equipment, in the sense of detailing individual channel program 
structures or precise sequences of orders sent to the remotely-linked 
display cluster — even though some invention exists there. These matters 
are more fundamental to the equipment design than to programming options- ^ 
Similarly, little will be said about the myriad possible l/O errors that 
can (and do) occur or the error recovery protocols invoked to handle them. 
Error-handling logic is challengingly tedious — with such sensibility- 
shattering delights as compound errors (requiring status scanning preced- 
ences), ambiguous errors* and "should-not-occur" errors — which occur . 
These matters are docximented in the code listings* 
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The main focus here is on the control of the multiterminal/multi- 
application I/O activity- environment of the CHAT System* ► Chapter 2 
elaborated on the hardware attention mechanism and link-irb-n ing — both 
of which are fundamental concerns in the Monitor program design* The 
attention mechanism is an interesting alternative to polling — a more 
commonly used link-^convention whereby all input signals from terminals 
are explicitly (and, frequently, unp r o due t i ve ly ) solicited by the com- 
puter program* Both the attention mechanism — for its control implica- 
tions — and the link-sharing — because of its requirements for scheduling — 
are important throughout the discussion* 

The basic l/O control conceims of the chapter are (1) the programming 
environment produced by initialisation of the CHAT region; (2) the con- 
trol and data structures for identifying, s3fnchronizing and coordinating 
I/O in a multiple (application) request context; (3) program design fea" 
tures for cluster-size independence; (4) ordering of operations (by type 
and direction) for link-multiplexing; (5) some activity-threads involving 
the link-use; and (6) a general treatment of the underlying I/O control 
using the OS/360 EXCP interface. 

Besides controlling l/o, MIOS participates in some other activities — 
for example, subtask control* The role of MIOS in attaching and termi- 
nating subtasks and in reporting failures™to the subtask about l/O, or 
to the display operator about the subtask — will also be described. Two 
other activities of MIOS are only briefly mentioned in this chap\:er — con- 
duit access control and hard, or fatal, I/O error logging. These are 
described in detail in Chapters 7 and S which discuss the conduit and the 
on-line test facility more fully. 
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AK INITIALIZATION STEP 

During CHAT-region initializatrj^on at job-initiation, a transient 
rouL/^^e named MIOSINIT is invoked* MIOSINIT is attached instead of 
MIOS and after successfully performing its functions, transfers control 
(XCTLs) to MIOS and disappears* MIOS inherits the same OS/360-assigned 
Task Control Block (TCB) and becomes the Monitor control task formerly 
represented by MIOSINIT. 

MIOSINIT obtains addressability for MIOS to the Monitor control 
storage and initializes the environment for l/O to proceed. This involves 
issuance of the OS/360 OPEN macro for the display cluster Data Control 
Block CdCB)^ initializing another OS/360 control block so that the MIOS 
Start l/O appendage (to be described) is known to the system, and ini- 
talizing the display complex channel adapter and multiplexer. These are 
all one-time requirements and need not appear in resident code, 

MIOSINIT can experience problems in attempting initialization of the 
display complex. This initialization involves a channel program that can 
*'hang" or repeatedly fail. Both conditions are described in Chapter 8 
where remedies are also given. MIOSINIT also includes some logic for 
communicating with the installation console operator in the case of hard 
failure. Because this requirement has been obviated by the on-line test 
facility now available at the Teletype, it will not be described. It was 
useful during testing before the Teletype support was included in GHAT. 
The code listing describes it in detail* 

When MIOSINIT successfully initializes the display equipment » it 
does two more things* First, it prints on the installation console: 
CC-7012 INITIALIZATION COMPLETE. This is useful for prompting* Second, 

er!c , 
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it initializes a linkage required for MIOS to be signalled when the 
^iystem/360 Attention status; occurs in the System/360 channel statu*^ word 
(CSW) associated with the physical channel port for the CC-7012 channel 
adapter* 

The Attention status plays an important role in the System/360- 
It allows the channel adapter to signal ar:ross the ?ystem/360 channel 
even when no channel program is currently active. It does, however, intro 
duce added complexity in tlie system control program in order for the I/O 
supervisor ClOS) to identify to whom the status should be signalled* 
\7tien a channel program is active this is no problem, since a ihain of 
OS/360 control blocks links the Unit Control Block CUCB) to the using 
program, and the UCB is itself linked by sysgenned location to the physi-- 
cal port, Without the chain the task is more difficult* 

OS/360 offers a sysgen option, whereby an Attention-handling; routine 
can be specified and its address tied to a field in the UCB, At Attention 
f*''.e this routine is then invoked (regardless of whether a channel program 
is or is not active)* 

CHAT has such an Attention-handling routine, whose invocation simply 
results in its posting an Event Control Block CECB) belonging to MIOS. 
This CHAT Attention-handling routine was coded by Blair who also describes 
the sysgen protocol for including it [B3] • 

To inform this routine where the MIOS ECB is, MIOSINIT issues Blair's 
SVC 239 [B31 passing the address of the ECB. This links MIOS to the 
Attention-handler, For added generality, the protocol also includes pass- 
ing tht address of the CC-7012 UCB (via the ECB), The Attention-handler 
associc^tes the UCB with the ECB in its control storage so that the Atten-- 
tion-handler can be shared across :-CBs, 



After completing this last step, MIOSINIT cransfers control 

MIOS. 
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WAITING, LINKING, AND QUEUEING 

Most of the time MIOS does nothing at all but wait for one of the 
events it handles to occur* I£ this were not the case, MIOS would repre- 
sent too much overhead and CHAT would be inef f icient • When MIOS is acti-- 
vated by one of its events, it has three immediat'^ problems: (1) What 
happened? (2) Who did it? (3) What can be done about it? 

The first problem and, in part, the second are solved by the wait- * 
protocol that KLOS follows* Figure 5,1 shows the list of ECB addresses 
(and their meanings) that MIOS waits upon (using the OS/360 WAIT macro) 
when it has nothing else to do* The list is shown in the order that MIOS 
scans it when one of the listed ECBs is posted^ Apart from the urgency 
associated with a shutdown request, the ordering is not overly signifi- 
cant* 

Shutdown, $E72 (a request from MTWX to Enable the CC-72 multiplexer, 
discussed further in Chapter 6), and the Attention signal are not single- 
station-associated activities. Who posted them and what is to be done are 
clear; the details will be deferred to later sections. 

An I/O completion presents the problem of determining the station 
(if any) with which the current I/O is associated^ Once this is determined, 
MIOS must decide which l/O operation to initiate next. 

The other events associated with the ECBs shown in Figure 5,1 are 
also station-associated* However, part of their posting-protocol involves 
passing the address of the SCB (Station Control Block) to which the event 
applies. This is logically redundant since the ECBs themselves are lo- 
cated in their associated SCBs; the protocol is followed for &fficiency 
reasons* 

O 
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Figure 5.1 mIOS ECBs and Their Posting 
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While station-association in these cases is no problem, fionorinp 
the request associated with the ECB posting might be» Display reqiu^st?; 
ran arrive uhlle I/O Is in progress for another fetation, or the requo^i 
(e»i;,, to read) might require an Attention-signal (display activity) first 
before anything can be done* A termination event, on the other hand, m.iy 
require MIOS to send a proctor message (see Chapter 2) to the display; 
Lhis, too, is affected by current I/O activity* The other two event 
classes involve the coiiduit and are described in Chapter 7* 

Figure 5,2 shows how both problems are solved by MIOS; for brevity, 
we assume only three display stations • As shown in the figure, MIOS holds 
l/O requestts In queues ; one queue exists for each type of operation* 
(Exceptions involve multiplexer-only activity*) Indexes uSed to 
allow small queue elements (one byte per indeK) and to locate the addrej^ye 
of their associated SCBs via indexing of the list of ^CB addresses 
(SCB^LIST) residing in MIOS control storage. (STATINDX is describe*] in 
a later section.) 

l^en an I/O request occurs* MIOS obtains the index from the ^^CB and 
places it at the end of the queue associated with the request type* The 
counts shown are also updated* Whenever MIOS initiatec an l/O operation, 
it stores a code defining the type. (There are more types than queues.) 
Upon completion of the I/O, MIOS branches to the routine l\\at handles 
the type; and this routine, by knowing which queue is involved, can locate 
the SCB Involved — the first index in the queue is used. The index is then 
taken off the queue and the counts updated* Queue**handling subroutines 
are invoked for putting on and taking off — the latter returning the SCB 
address* IVhen l/O scheduling can be performed after l/o completions, the 
counts are used to determine quickly what activity to start, if any. The 
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Figure 5,2 SCB Indexing and Queues 



scheduling involves a priority scan of the queues to be described. 
Figure 5-2 shows a possible occupancy of the queues In which all three 
displays are active- 
Two exceptions to immediate queueing of requests are possible- If 
the request is READ» KEADLP» or PAUSE (none of which can be forced hut 
require operator activity) and no interrupt is yet pending^ the request 
is queued when the interrupt later arrives- the uther hand, if one of 

these requests occurs after the event that would satisfy it has occurred » 
the completion is posted immediately to the subtask* (Recall from 
Chapter 3 that a lightpen interrupt satisfies a READ a^ well as KEADLP 
and PAUSE-) 
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INSENSITIVITY TO NUMBER OF DISriAVS 

MIOS is insensitive to the actual number of displayf^ in the CJlAi" 
System configuration, allowing any number from 1-32 (the multiplexer 
maximum). To increase the current number defined, the CIIAT system pro- 
grammer need only code a CHAT-defined macro (SCB) for each aew display, 
specifying a few display parameters, and change a single equate card 
(NUMCC30S) that specifies the new number* By then reassembling all of 
the CllAT Monitor components, the process is complf^te. (More details on 
the SCB macro are given in Chapter 9*) 

To achieve this insensit ivity , MIOS depends exclusively on the 
MlJMCC3<3S parameter in all of its code* This means that list-lengths and 
quetie^sizes are everywhere determined by this parameter. (Tl>is is com- 
plicated — particularly because of cross-preferences between Monitor 
control storage and the SCBs — by the need also to initialize lists of 
addresses at assembly-^time.) Similarly, all loop control for scanning 
and searching through the SCBs is parameterized. \^ere dipplay-dependent 
values are required, such as for display addressing, these values are 
fetched by MIOS from their standard locations in the SCB currently in use- 
the SCB macros assembled them there* 

This idea is illustrated in Figure 5.1, where N_ denotes the current 
value. The N+1 shown is not a violation of this idea, but accommodatee; 
the Teletype-attached application subtask (described in Chapter 8> that 
"seizes" a display and makes display 1/0 requef^ts* The Teletype is not 
accommodated in the other lists because termination events are diverted 
to MTli?X, while CPS-acceii^J is not defined for this usage. (It isn't needed 

This insensitivity through parameterization is total in MIOS and. 



indeed, is total throughout the CHAT Monitor, with the exception of 
the conduit. Chapter 7 describes some minor limitations in its 
design and some sysgen needs for increasing Teletype UCBf? that uses. 
Even the conduit, however, is parameterized except where u.iavoidablc . 
The effect of this implementation is that as the CHAT System grows its 
configuration can Ue redefined by anyone with even the most cursory 
knowledge of its software support. It does not recuire the presence of 
its designer. 
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SCHEDULING RULE 

In Chapter 2, we described the general rule that MIOS favors 
input into the CtlAT region over output from the applications to the 
displays* Now we el^^borate upon this rule and discuss the detailed 
implementation • 

Table 5*1 shows the scanning order for the l/o queues when a new 
operat.ion is to be scheduled* Lightpen operations (retrieval oE light- 
pea coordinates or lightpenned character) are performed automatically by 
MIOS at the tiine of Attention-signalling which is asynchronous with the 
application subtasks^ explicit requests for lightpen information. 
Attentioii'-handling is always exhausted through this step for all active 
stations before other operations are performed* Keyboard enabling is 
scheduled when a subtask issues a request for interrupt notification 
(ilEAD, READTJP, PAUSE) and MIOS notices that the display station's key- 
board is locked* It is given high priority so the station operator can 
begin to use his keyboard* Input operations requested via READ are also 
given good priority to provide quick mechanical response to the operator': 
hitting of the IWl,' key after typing* The last high priority is given to 
extra-interrupt signals (those received when a previously received inter- 
rupt has not been serviced by tae application subtask) which MIOS detects 
from the display* This servicing involves reading the five characters 
preceding the current location of the cursor and either terminating the 
subtask if ABORT (or abort) is read or placing a symbol at the cursor 
location if ABORT is not read* This assures the operator tliat CHAT is 
alive and active even though the application may not be* 

The next check MIOS makes is to examine an interrupt-pending flag 
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Table 5-1 l/o Queue-Scanning Order 



before scanning tlie low priority queues. This flag i.s turned ON only 
after a low-priority operation has previously completed, Tlic^^e operations 
always entail a channel programming jtep that reads in the Short Status 
CSS) described in Chapter 2* Within the SS is a flap; telling whether the 
CC-72 multiplexer has sone interrupt st'itus buffered in itt^ Station 
Interrupt St^itus CSIS) register* VJl^en MIOS detects this flafi l/n com- 
pletion time it sets the interrupt-pending flag for use in its nex^ 
scheduling scan. At that time, it will defer serving the two ^<^v priority 
queues and poll tie SIS register just as it does when an Attention is 
signalled. Notice that this rule gives good service to all stations even 
if one subtask "S doing an enormous amount of repeated output (perhaps 
because of a loop) • After each output message, MIOS checks for any input 
requests to be serviced and satisfies all those found before continuing 
with more oatput* In the case where all subtasks are doing output only, 
no subtask can lock out the others* Each output request Cmaxiraumi 810 
characters transmitted) involves CPU time to involse the DISPLAY procedure 
(see Chapter 3); the round-:*-obin priority scheduling of subtasks described 
in Chapter 4 ensures that each subtask is given CPU time to Issue it."^ jut- 
put request* 

After MIOS has exhausted all queued requests, in enables both tl^e 
CC-72 and the CC-7012 for a new Attention status to occur and waits for 
some new event to happen* 
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SERVICING ATTENTIONS 

When an attention-signal is received, or if the interrupt-pendang 
flag is ON, MIOS schedules an operation to read the SIS register of the 

This Wc-s previously described In Chapter 2 as involving a 6'Ch£ir- 
acter encoding representing both the Short Statu*? (SS) i^u ^^^^^ 32 stntion^ 
interrupt status (SIS) flags* 

Upon receipt of the SIS characters, MIOS uses the station index list 
(STATINDX) sliovm in Figure 5*2 to determine the order of checklnj; the 
interrupt status, MIOS picks up the first index in thip list t:o choose 
the starting point in the SCB@LIST* Wlien MIOS is done using the SCB thusl 
chosen to see if an interrupt has occurred at that station, it picks up 
the SCB address indexed by the next index in STATINDX* This continues 
until the STATINDX list is exhausted (controlled by loop control) 

At this time, MIOS reorders STATINDX (also controlled by NUMCC3fl^1 such 
that the indexes are all moved up by one in this list, except for thnt 
index that had been first* This one is now put at the end of STATINDX so 
that a round-robin device rotation is effected* At thi* next Attention, 
this new order will be used and STATINDX again reordered* 

The reason for device rotation is to avoid any possible display 
station favoritism that might become visible at the remote site* UTien 
concurrent interrupts are received and handled, the first one found is 
the first one placed in an operation queue* A fixed scan might eventually 
become known and operators then might vie for the favored displays, Th:s 
has been countered by dynamic reordering of STATINDX- (its significance 
has been greatly diminished by the increase in bandwidth resulting from 
the move of CHAT from TUCC to UNC.) 
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When an SCB address is picked up, MIOS performs a test usiiig a 
byte-offset and a bit-maak obtained from standard locations in the SCB, 
Each SCB has unique values assembled in the standard byte^offset and 
bit-mask field locations* The byte-offset indexes the SIS character 
string, while the bit-mask corresponds to the interrupt-status bit in 
the indexed SIS byte associated with the current SCB- This allows MIOS 
to check if the associated station has an interrupt pending without 
requiring code sensitivity in MIOS to the status checking. 

If a match is found, MIOS does one of three things. If no subtask 
Is attached for the interrupting station it signals MSS to attach one. 
If an interrupt is already pending for this station, it places the 
station index in the extra-interrupt servicing queue. Otherwise, it 
places it in the lightpen operation queue* 

Completion of the subsequent lightpen operation (getting the co- 
ordinates from the CC-301 lightpen register)" defines the type of interrupt, 
A bit in the received coordinates is set before being transmitted by the 
remote display according to whether the coordinates were valid (search 
character present)* If the search character was not present at the time 
of the interrupt, the remote display will set the bit to the invalid 
state* This permits MIOS to queue an application subtask^s READ request 
(if one). If the coordinates are valid, MIOS completes the lightpen 
operation by scheduling an operation to get the lightpenned character* 
These lightpen operations proceed even when no application request is 
present and the results are saved in the SCB for later pick-up when the 
request occurs* 

It is possible that Interrupts may be received when the subtask 
wants to do output* In these cases, the output will be scheduled, after 
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MIOS has finished the llghtpen protocol (and discarded the results). 
Details are to be found in the code listing. 
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I/O INITIATION AND COMPLETION 

This section de.'^cribes I/O activities in gene^ral* Only the? gross 
mechanisms and issues are di,^Cijc^ed* retails of the individual opc^rn- 
tions may be found in the code* 

Channel Profiramming : Once an operation has been chosen for initiation 
hy the scheduling rule, MIOS chooses the appropriate channel program* 
There are ten of these, and most are multistep channel operations of 
some complexity* Besides controlling the direction of transmission over 
the System/360 they send a large number of display station and multi- 
plexer control characters to control the transmission environment there 
?or the purposes of sending and receiving data* 

Most channel programs are skeletal, requiring, different types of 
filling in of variables to meet current usage needs* Once filled in, E.hr 
channel program Is ready for use; MIOS uses the OS/360 EXCF interface. 
This filling in and initiation involves a change in the protect^.on status 
of MIOS: they are executed when MIOS is in keyzero state. The ren?^on 
for this is that the channel programs and the buffer MIOS jses are in the 
MIOS program module storage and require keyzero privilege for storage 
modification* By issuing the EXCF in keyzero, the channel program can 
subsequently read into the protected buffer. Once issuing the EXCP, MtOS 
leaves keyiiero state and reverts to its normal TCB key» This placement 
in tiie program module is to give added protection against storage viola- 
tions dnmagiT,g them — I/O is complex enough without confcanding errors* 

NIOS also defines a Start I/O appendage* This is invoked by OS/360 
lOS after the EXCF but prior to - Aicuting the System/360 Start I/O 



instruction. The sole purpose of this appendage is to change the 
channel program starting point in the Systeni/360 Channel ^ddress Word 
(CAw), in the case where the operation involves a restart for error 
recovery, Herej the channel program origin is set to the restart 
location (obtained from the standard restart field in the lOB) so that 
certain origin and offset information needed for MIOS hard error handling 
is preserved* Then the -appendage exits to lOS for further processing, 

VJhen output is being performed, MIOS first moves data fi^om the 
application subtask area into the buffer before issuing the EXCP* Both 
the location and size of the application area are obtained from the 
SCB as the IFCSECT (discussed in Chapter 2) routine posting the request 
has initialized it, using the PL/l parameter lists (dope vectors) * The 
data is translated after being placed in the buffer* The channel program 
may also send out various display control characters present in fields 
of the SCB as initialized by MIOS* 

Completion and Posting ! Completion of l/o results in the reverse process. 
On input the data in the buffer is translated to EBCDIC from ASCII and 
moved into the subtask^s area* The channel programs, however, are subject 
to a Ttiultitude of errors. Hence, prior to completion, MIOS may have 
invoked error recovery procedures to correct transient errors. Some- 
times errors ^^^.annot be recovered from and MIOS must regard them as hard 
errors * 

Posting to the requesting IFCSECT routine ma.y be of two types: normal 
and abnormal* The first causes the requesting routine to return normally 
to the application, while the second causes it to raise the ABNORM condi- 
tion described in Chapter 3* A third posting by MIOS is defined for a 
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subtask request that violates the rule not to continue to use a lino 
for which LINE DEA""' has been signalled. This posting Is done In lieu 
of the EXCP and causes the requesting IFCSECT routine to invoke the 
PL/I stop routine for the subtask. 
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HARD ERKOR liANDLING 

Hard errors are defined as occurring u*lien the error rcLOv<M'v 
procedures reacU a maximum failure count on a tilngle op(?raL ion- 
Chapter 8 describes the details of the error logging by MIOS and how 
an error record can be accessed from the Teletype, Here we describe 
t]\e other activities performed by MIOS at the time of hard error 
detection. 

If the error is confined to a single display station, the request 
is first dequeued and the subtask is notified- In the case of a slide 
projector failure this is all that is done (see Chapter 3) and the 
subtask may even continue using the display* In the case of a display 
failure, MIOS prints the following message on the installation console; 
l/O ERROR on CCI STATION. The subtask is not permitted further access 
to it- 

In the case of a multiplexer or channel adapter error the procedure 
is more complex, since now all subtasks are affected- MIOS purges all 
of its request queues and notifies all waiting subtasks- Other subtasks 
are notified as they issue requests. In addition, MIOS prints the fol- 
lowing inessag3 on the installation console; I/O ERROR ON CCI CO>n>LEX. 
It then goes to wait for a new event to occur- 
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SIJUTDOWN 

MIOS executes its shutdown protocol in response to a rcfjupst irom 
MSS (the Monitor control task controlling the CllAT region and all Lnsl<s 
in it)- This may be either because MSS has detected abnormal termination 
of MTWX (the Monitor Teletype control task) or because MTWX has relavL^d 
to MSS the request from the Teletype (see Chapter 6). 

The first step MIOS performs is to use Its SCBQLIST (Figure 5,2) 
to scan for any active subtasks- ^^lenever one is found (a TCB addro^s 
is present In the SCB) , MIOS posts a request to MSS (using an ECB in 
the SCB) to terminate it abnormally- This is what shutdovm Implic^R — 
stop everything Imraediately- 

In addition, MIOS zeroes out its ovm TCB address located in tUc 
conduit- This requirement is discussed in Chapter 7- Finally, MTOS 
issues Blair's SVC 239 again, this time to pass the location of nn 
MIOS control storage field holding the address of the CC-7012 UCB, This 
is to stop the Attentlon-hanr'" :r from continuing to post future Attention 
status to HIOS, MIOS then exits- 



CHAPTER 6: TELETYPE CONSOLE SUPPORT 



At the time o£ the original CAI Project Tneetln~s to set design ob- 
jectives for CHAT, the role o£ the Teletype was; fuzzy* The Department 
already owned a Teletype and connection port at the System/360 which 
were to be inherited by the CHAT System. Only some vague notions that a 
CAI proctor terminal would be desirable kindled Interest* 

One such notion was that hard copy of CAI statistics cbtained Inter- 
actively by the proctor might be useful* This Implied a need for the 
CHAT Monitor to Include Teletype l/O support and an l/O Interface for 
application programs thLt served proctor Inquiries, CHAT meets these 
requirements by the PL/I I/O interface support described In Chapter 3 and 
by the inclusion of a Teletype l/o control task named MTWX within the 
CHAT Monitor, 

In practice, t\ e Teletype interface has not yet been applied for 
CAI Inquiry* Instead, programs producing CAI statistics use the high 
performance system printer and the Installation batch facilities rather 
than CHAT* Blair designed ENQ and DEQ [B3] (see also Chapter 3) to irork 
system-wide for PL/I (as OS/360 provides at the assembler level) so that 
batch jobs can share flies with CHAT application subtasks while the lat- 
ter are active* This power, combined with the geographical nearness of 
the CPU installation to the proctor, has lessened the Interest in 
Teletype-based CAI Inquiry* 

Another role for the Teletype has come to the fore* stemming from 



Its convenience for allowing CHAT region control from tho CAI ^itt^ di- 
rectly and interactively with the CHAT Monitor^ Honco the eniphasl;^ In 
this thesis is on the Teletype as a CHAT submonitor console > Functions 
such as selectively terminating CHAT application subtasks and shutting 
down t re CHAT region can be done from the Teletype by commands to MTWX^ 
CHAT initiation still requires calling the installation's human console-^ 
operator^ (During the TUCC era, the proctor could also initiate CHAT 
from the Teletype by dialing the TUCC support for remote job entry. This 
was useful during development but not in production since it means run- 
ning under control of HASP») 

The remainder of this cliapter discusses detailed usage of the Tele^ 
type, the command set. Monitor messages to the Teletype, and some de^ 
tails of the Implementation and structure of the Teletype support. 
Chapter 8 describes a CHAT facility for on-line testing that is built 
on the Teletype I/O application interface; it makes the Teletype an even 
better console for CHAT* 



DETAILS ON TELETYPE USAGE 



In the System Overview (Chapter 2) we covered the general usage of 
the Teletype; here we add some details. 

Modes i Because the Teletype can be used to acceas both an application 
subtask and the Monitor, MTWX needs to distinguish between the two types 
of access. When no application subtask is attached, this is simple; any 
input must be a command and MTWX is in command mode * When an applica- 
tion subtask is present, MTWX is normally in application mode * In this 
mode MTWX will pass all input to the application subtask unless it de- 
tects a $^prefixed command from the set described iii the next section; 
this will be treated as input to MTWX* (Input such as $1*98 would be 
given to the application program*) After execution, MTWX remains in ap- 
plication mode* MTWX will change from application mode to command 
mode if the Teletype operator uses the Break key during output of appli- 
cation data (stopping it in mid-line possibly) or when the application 
program is executing something other than a Teletype l/O statonent* 
This latter condition holds when the Teletype carrier is at the leftmost 
position of a new line and the character is not displayed. Forced 
into command mode, MTWX again requires a command* After receiving and 
executing one, MTWX will restore application I/O and return to applica- 
tion mode-"- unless the comimand intentionally destroyed the subtask or the 
region* Notice that application mode allows interleaving of commands 
and application data* 

Break has no functional meaning in command mode although it can dis^ 
turb MTWX l/O* In such cases error recovery logic overcomes the diaturb- 
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r.lt rha ^^rt^V.-rel^sa to imLocV- cha VeTbcerd- 

^aper xaye: KTiOl supports paper tape iis&ge. VTnen Break is u5£i izicer- 

to ^llr/pf k&ye^i Input- On return to application iDoce, >frkX resu2:s5 paper 
tape actlvatir/n, 

Kri d Ifig Meesage: The philosophy of the CHAT support is that the Tele- 
typ^i is fundaiaentally a typewriter (despite its lethargic button key- 
boAird)- ITiue, when the operator has typed all he needs to on a line, he 
nefid only hit the Z-Off button to signify completion. The Monitor pro- 
videB the functions of carrier^return and line-feed- This design bias 
fiteins £rom the preference of the author for the IBM 2741 "Return*^ key 
(which provides all three functions by hardware) over the Teletype 3- 
button approach, as well as his distaste for software support that re- 
quires the operator to hit the three buttons before it accepts a line — 
cf- TUCC's RJK. The CHAT-^supported carrier-return/line-feed also provides 
vifdible assurance that CHAT, at least, is there- CHAT allows the 3- 
button approach (which can be useful in producing paper tape to be local- 
ly printed) but strips out the carrier-return/line-feed, here as well as 
anywhere else in the transmission^ prior to delivering the input to the 
iippXicatlon program- It also sends its usual carrier-return/line-feed 
in ^icknowledgment: « 

O 
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Similarly, the Monitor ends an application program write f'^ee 
WRTWX in Chapter 3"* by also sending carrier-return/line-reed. 
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The following $-prefixed commands are supported by MTWX for CHAT 
Subsystem control. Syntactic and contextual abuses of the commands are 
discussed In the following section* 

$E72 This command (Enable C072) Is included In the command set to 

counter a deficiency in the design of the display hardware complex. 
The CC-72 display multiplexer is enabled to send an Inquiry (at- 
tention) control character, signifying readiness to transmit from 
a display station, only through the gracious services of the s/360- 
resident Monitor (MIOS) : MIOS sends an explicit enable order to 
the multiplexer* Once enabled^ the CC-*72 disables itself at the 
time when It sends the Inquiry signal and awaits an Interrupt- 
register poll by the signalled program* (Of course, the Monitor 
can also explicitly disable the CC-72 at will to avoid unnecessary 
transmit-contentlon* ) Unfortunately, synchronism-^loss because of 
line noise can prevent the Monitor from detecting the inquiry; If 
the Monitor has no need to communicate to the CC-72 (say, no ap- 
plication subtasks are present or else all present subtasks are 
awaiting non-timed Input) the Monitor will remain ignorant of the 
readiness of the remote\ displays . This is because no "enable- 
swltch" exists at the remote CC-72 allowing the fully conscious hu- 
man operator to intercede and to re-*enable the equipment manually* 

* 

The conunand causes MTWX to post an MIOS event control block 
alerting MIOS to execute a CC-72-enabllng channel program. Command 
execution does not guarantee that the CC-72 will become enabled. 
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since other hardware errors may be present, 

$XEQ <load module name> This command (load and execute) causes MTWX to 
Invoke a Teletype application program (if one is not already at- 
tached). One blank (or space) is required between the command and 
the <load module name> which must have standard OS/360 format. 

$ABORT This command causes MTWX to request OS/360 (via MSS) to abnor- 
mally terminate the currently attached Teletype application program. 
It is useful for terminating a looping application program or avoid- 
inJ5 lengthier application-defined sign-off protocols. 

$ABORTnn This command allows abnormal termination- of an application 

program attached to a display station identified by the nn identi- 
fied, which corresponds to the display station address on the CC-72 
multiplexer — also prominently displayed on the door of the room in 
which the appropriate display resides. Evidence of the subtask*s 
complete removal from the system is displayed at the display station 
by a proctor message. 

$SHUTDOWN This command causes MTWX to disconnect the Teletype to request 
termination of any Teletype application subtask present, and to noti-. 
fy MSS of the shutdown req^uest, while terminating its (MTWX) own 
presence in the system, MSS in turn notifies MIOS of the shutdown 
and, after termination of all display application subtasks and MIOS, 
MSS displays a message on the CPU system console and exits. This 
removes CHAT from the installation. 
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SRESTAKT This command Is currently ide;itical to $SHUTDOWK (except for 
certain future-relevant bit-settings). The idea is that this com^ 
mand will someday [B3] allow a shutdown followed by automatic re- 
fresh of the CHAT region. Currently, refresh involves intervention 
by the Installation CPU console operator, who simply performs the 
standard console-initiation of CHAT, 

StTULL This is the null command. It does nothing except to cause MT\JX 

to change from command mode to application mode when an application 
program is present (one can hit the Break key accidentally) • 
Otherwise, it is simply aa acknowledged "No-Op." 



MESSAGES SENT TO THE TELETYPE OPERATOR 
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This section describes all messages which the Teletype operat,)r can 
receive from the CtlAT Monitor* 



MTWX HERE*** ENTER A COMMAND This message is sent: 

(a) when the operator successfully dials into the CHAT region, 

(b) immediately following the COMMAND EXECUTED message (below) 
when an aPi>llcatlon subtask is not present, 

(c) following the receipt by CHAT of the Bre;iV signal when an 
application subtask is active, or 

(d) when an attached Teletype application subtask has just 
terminated* 

It signifies that MTWX is in command mode* 



COMMAND EXECUTED This is sent to acknowledge that the last $-command 

was executed. If aii application subtask is present, it also £;ignl- 
fles the escape frcm command mode to application mode* This 
message is not sent, however, following $SHUTiyOWN or $RESTART since 
the resulting disconnection of the Teletype is visible-enough evi-- 
dence that the command was recognized and honored* 

NOT A LEGAL COMMAND* * *RETRY This message Is sent for a Variety of 
reasons; 

(a) a syntactically incorrect (misspelled or no $--sign) command 
has been received in command mode, 

(b) $ABORT has been received but no application subtask is present. 
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(c) $XEQ has been received with too long (>8 characters) a Joad 
module name specified, 

(d) $ABORTnn has been received but the nn does not correspond 
to any known display station in the system, or 

(e) $ABORTnn has been received and the nn does correspond to a 
known display, but it is the one currently "seized^* by the 
Teletype application subtask (OLTEST) * (The notion of 
seizure is described in Chapter 8, A ?ABORT command would 
succeed here — getting rid of OLTEST aad "releasing*' display 
nn at the same time,) 

SUBTASK ALREADY PRESENT This is sent when MTWX receives a syntactically 
correct $XEQ command while a Teletype application subtask is cur- 
rently present in the system* Because of system delays in ab- 
normally teminating a subtask, this message tr^ay be received even 
though MTWX has Just previously acknowledged honoring a $ABORT 
command* (MTWX :*-*.nowledges as soon as its part in instigating 
the process is complete; evidence of the subtask' s presence re- 
mains visible to MTWX until OS/360 and MSS complete Its removal*) 

SUBTASK ENDED: <code> This messa£e was discussed in Chapter 2 (cE, 
'*proctor messages" in the ^'Terminal Usage" section) where <code> 
signifies system (OS/360) or user (application) ABEND codes or 
user return codes* It is not sent after the Teletype operator has 
used $ABORT; it is presumed that the operator remembers that he 
caused the termination* (However, $ABORTnn does result in a proc- 
tor message belns uisplayed at the affected display station to pro- 
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tect against devilish or malicious tampering from a Tt^letype with 
display stations. It also confirma rGmoval-completlon there.) 
Note: After MTOX has acknowledged a $XeQ, It may happen that this 
message will Immediately appear with an "Snnn" code, signifying 
"load module not found" or "load room (CHAT rree core) not avail- 
able," These errors are found by OS/360, not by MTWX, 

TUPUT TOO LONG This message is sent because a message from the Teletype 
appears too long to the Monitor message editing logic (an "lOS 
appendage"). It is either the Teletype operator*s fault or due to a 
communication line error (sometimes Indistinguishable), In command 
mode the total transmitted message length should not exceed twenty 
characters (including controls such as X^-Off and i:he CHAT-defined 
characters-delete); In application mode the total transmitted message 
length should not exceed ninety characters (Including controls) or 
(3fter editing) eighty, without controls, (An application program is 
constrained by CHAT to a maximum input length per read of eighty,) 
The MTWX channel program allows one to transmit a message of in- 
finite length, but when one finishes (!), this message will appear, 
(The overflow is read into a single storage byte via a channel pro- 
gram READ/TIC loop,) 

LINE NOISE, * ,REKEY This message Is sent when t'le message editing logic 
detects via S/360 TRT-scanning of the inpuc that a parity error 
exists in the input data (the hardware does no parity checking for 
the Teletype)* If this message Is frequently seen during a con- 
nection, the operator should try disconnecting and redialing. If it 
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is persistently frequent across connections, inform the local tele- 
phone company communications specialist. 
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STRUCTURE OF THE TELETYPE SUPPORT 

The Teletype support involves the cooperation of a number of Moni- 
tor components. The main one is MTWX which is one of the three Monitor 
control tasks* MTWX initiates Teletype l/O using the OS/360 EXCP 
(Execute Channel Program) interface with dynamically modified CHAT- 
defined channel program skeletons* MTWX controls the overall sequencing 
of I/O operations in accordance with; 

• application program requests, 

• current activity at the Teletype, 

• requests to shut down, (the Monitor control task controlling subtask 

scheduling) 

• reports from MSS of Teletype application terminations, and 

• I/O "hard-error" reports. 

All $-cominand interpretation occurs in MTWX although MIOS (the Monicor 
control task controlling the displays) and MSS tnay be invoked to help. 

Like MIOS, MTWX interfaces with an application program through sub- 
routines included in IFCSECT described in Chapter 2. Recall that these 
subroutines synchronize application activity with l/O completions and 
request l/O by post-wait protocols* l/O type and application parameters 
(l/O area, length) are passed to MTWX and MIOS via fields in the appro- 
priate station control block (SCB)* 

The SCB for the Teletype contains the same standard fields as a 
display sCB but also has an extension for Teletype-only requirements* 
The standard portion of the Teletype SCB allows MSS to be unconcerned 
with the identity (MIOS or MTWX) of the requester of standard Monitor 
services related to application subtask scheduling (attaching, aborting, 
detaching) which are independent of whether the application is servicing 



the Teletype or a display* In other cases there is a need to distinguish 
between the two types of SCE — an example being to prevent an operator 
loading a display application program from the Teletype or vice versa. 
Hence, one of the standard SCB fields has a flag denoting the terminal 
type, 

MTWX has help on the l/o Supervisor (lOS) side of l/o handlings. 
The OS/360 EXCP interface allows the programmer to specify up to five 
appendages (for details, see the IBM OS/360 System Programmer's Guide), 
Two CHAT-defined appendages (called CEAPP and ABAPP) have been included 
for the Teletype support* These are invoked by lOS as subroutines at 
channel end/device end interrupt -hand ling time, lOS chooses one or the 
other of the lOS appendages depending on whether the channel end/ 
device end status _is (ABAPP"Abnormal End Appe ndage) or is not (CEAPP — 
Channel E^nd Appe ndage) accompanied by unit check status. Unit check 
means an l/O ^rror. 

The lOS appendages provide a number of functions: 

# input editing including control character stripping, 

• character deletion, 

• line cancel, 

* translation to EBCDIC, 

• parity checking, and 

* length; checking. 

Error recovery is performed in the appendages without notifying MTWX un- 
less a retry threshold is reached for a single channel program. In this 
case, the appendage sets a fatal, or hard error code that is posted to 
MTWX* 

Appendages return to lOS via one of three exits (actually four are 
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allowed but one Is not used here) which determine whether lOS will 

(1) post an I/O completion to Iffiffi using a code passed by the ap- 
pendage , 

(2) Ignore the Interrupt (by not posting) » or 

(3) restart I/O according to an appendage^set restart points 
CEAPP and ABAPP use exit (1) to Inform MTWX that a normal completion or 
hard error has occurred • Exit (2) Involves Halt I/O activity Initiated 
by MTWX but whose completion is not of interest* Exit (3) is the main 
advantage in appendage-processing • It gives quick handling of error re- 
tries as well as quick dispatching of queued l/O requests— a matter re- 
lating to special use of the "Prepare" channel command within the Monitor 
for Teletype monitoring^ It allows continuoi.\s monitoring of Teletype 
activity when no other I/O activity is ready to be scheduled* Details _ 
are documented in the code* 

MTWX has some logic also for accommodating the display-seizure func- 
tion described in Chapter 8* This is minor — Involving primarily cleaning 
up (releasing the display) if the subtask that seized the display has ab- 
normally terminated or is requested to be (via.^ABORT) by the Teletype 
operator • This function of seizure has also enlarged the Teletype SCB 
beyond the need to preserve standard fields; seizure permits concurrent 
usage of display and Teletype, so a larger SCB is needed that permits 
both activities to use lt» 



CHAPTER 7: THE INTERREGIONAL CONDUIT 



The interregional conduit is a CHAT feature designed for a special 
jTLeed of Mudge's DIAL [Ml], an application program running under the CHAT 
Monitor* This need was for access to the string-handling and other 
capabilities of the IBM Conversational Frogramining System (CPS) [111* 

An early question was: How? Storage limitations ruled out the 
notion of including whatever portion of CPS was needed within DIAL or 
elsewhere in the CHAT region* Such inclusion in any case would have been 
particularly wasteful, since a full copy of CPS resided Cat TUCC) in 
another region as a nonterminating job* Thus, the only answer was to 
somehow use the already-resident copy of CPS* This imposed the require- 
ment on the CHAT Monitor to provide an interface between the application 
subtask and CPS* Three critical problems were: 

1* That copy of CPS belonged to the TUCC connnunity and it was clear 
that TUCC management would (rightly I) not tolerate abuse of 
that valuable property* 

2* The ci?S program was very big, very complex, and very poorly docu- 
mented* In fact, the internal specifications manual was virtually 
worthless and the, code listings were mostly empty of comments* 

3* No facilities exist in OS/360 for interaction between separate 
regions* Indeed, a central concept of OS/360 is to completely 
insulate one region from another because of protection concerns* 
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The author chose to tie to CPS by means of one interface it 
already presented to the world — namely, its terminal inteirface. This 
has the following advantages: 

1- This Interface is an external one that l£ well documented [II]- 
2, It is an interface using programmed support (l/O channel programs) 

in CPS that is stable and unlikely to change from release-to-release 

of that product. 

3^ The I/O support in the CPS code, while atrociously commented, 
could be understood with study because the functions provided 
were under stood - 

4* chat's interface to its application programs could offer the- 
well-known and powerful functions familiar to the application 
programmer through his own GPS terminal use. 

CPS offers programming support for the IBM 2741, the IBM 1050, 
and tlie Teletype- The Teletype Interface was selected. This has no 
impact on CHAT' s application interface (see "CPS ACCESS'' in Chapter 3) 
since tfenninal-dependencies such as- line codes and control characters 
are not visible to application programs- On the other hand, this selec- 
tion was beneficial to the author whose experience already included 
OS/360 BTAM programming of the Teletype and who had ready access to a 
Teletype. This aided in learning CPS's I/O logic by exercising it and 
doing software "snapshot" probing- This was handy in getting through 
some of the really mysterious -code in CPS and also In debugging the CHAT 
conduit- It was also an opportunity to leam functional support (better 
channel programs, richer interactive orientation) superior to that 
offered in BTAM^ 

The CHAT MTWX Teletype control and channel programs borrow concepts 
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obtained from this study of CPS — In particular, the use of the Prepare 
cotmnand for constant llne-monitoring (along with Halt I/O to allow 
scheduled operations) and the avoidance of unnecessary "time-outs" (by 
using Inhibit instead of the Read channel control word)- 

The consequence of this design of communicating with CPS via its 
Teletype I/O interface is that not a single change has had to be made to 
the CPS program^ Only additional data definition (DD) cards (see Blair 
[B3]) in the JCL IciltiatiBg GPS are necessary. These specify the exist- 
ence of -additional Teletype address ports on the Systein/360 channel — 
although none such exist physically* The next sections describe the 
conduit ^s design In detail* 
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DESIGN OF THE CONDUIT; LINKAGE AND FUNCTIONS 

The conduit is located in the system LINKPACK and is always 
resident irrespective of whether GHAT and CPS are* It is activated 
early in system fire-up by a scheduled job written by Blair [B3]. This 
job places the conduit in the EXCP-intercept linkage chain which allows 
it to^look for all EXCP (actually, *^SVC issuances of interest, to 
CHAT, Other couaponents in the system, e.g*, RJE and HASP, also intercept 
before the OS/360 SVC 0 logic gets a chance — hence, the linkage chain . 
Blair's program stores the address of the next interceptor (after the 
conduit) into the conduit^s storage. The conduit uses this address 
for branching when an EXCP is not of interest. When intercepting, the 
conduit is in supervisor, interrupt-disabled mode. 

Figure 7,1 shows a simplified overview of the conduit and the 
program elements interacting with it. The conduit has a CPS-side and 
a CHAT-side , which are packaged together and share common control storage. 
The CPS^side intercepts CPS EXCPs and analyzes channel programs directed 
to a GHAT "port/^ It stores information about the channel program in the 
control storage it shares with the CHAT-side and, after posting MIOS, 
branches back to CPS via the standard OS/360 code to end an SVC routine. 
CPS resumes execution at the instruction following EXCP* Part of the 
EXCP\prcitocol is to pass the I/O Block (lOB) to the conduit* This control 
block contains the address of the channel program which defines the 
type of operation (e.g., read/write) and the location and length of data 
areas* The CPS-side posts the occurrence of the CPS-initiated event to 
MIOS via an event control block (ECB) in the station control block (SCB) 
associated with the port to which CPS directed the channel program* The 
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conduit gets addressability to the CHAT SCBs by another initialization 
action described later. 

The use of the word port here stems from the presence in the system 
of actual Unit Control Blocks (UCBs) representing the fictitious physical 
channel addresses, or ports, defined for communication between CPS and 
CHAT. UCBs are the most primitive I/O control blocks in OS/360 and must, 
exist before any I/O related activity can be done. Even though no physi- 
cal I/O ever occurs using these UCBs, they are needed so that OS/360 will 
accept the DD cards in the CPS JCL and CPS*s use of OS/360 services like 
OPEN and CLOSE. Because it has legal UCBs, CPS can use these services 
with gay abandon — we again did not have to change anything in its code. 
(Aside: Although CPS makes heavy use of Halt l/o, as will be explained, 
it pnly Issues the System/360 HIO for a port once in-line, as part of 
initialization.. Since System/360 allows HIO for a nonexistent physical 
address, without program-checking, even this did not require change.) 

Currently, , ten UCBs are defined as CllAX ports — more than the current 
number of display stations, to allow for growth. These contain the 
hexadecimal physical port addresses X^F0^ to X^F9' — the F being the way 
the CPS-side detects an EXCP to CHAT. Hence UCBs are useful to the 
conduit to detect and identify CHAT-port requests; they are found via 
the lOB (l/O Block). The UCBs are Included in the system by a system 
generation process described by Blair [B3]. To save storage in CPS» 
the number of DD cards for CHAT ports is equal to the current number 
of display stations defined in CHAT, so some GHAT UCBs are not yet 
referenced by CPS. 

Because of the posting by the CPS-side, the OS/360 task scheduler 
eventually activates MIOS, which' has been waiting for any of the 
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sundry events it handles to occur^ Synchronization of a CPS action with 
a GHAT application subtask action is a key concern* MIOS, therefore, 
first checks in the posted SCB to see if a field there indicates that 
the attached subtask has a request pending to communicate with CPS- If 
so, MIOS executes a branching protocol for direct entry into the CHAT- 
side of the conduit* Assume,- however, that no request is pending: then 
MIOS ignores the post from the CPS-side and waits for a request front 
the application subtask* (Nothing can be done until the application 
program presents a compatible request, giving appropriate data pointers, 
etc* ) 

An application program may use any of the CPS-access procedures 
discussed in Chapter 3 and listed again in Table 7*1* A call invokes 
a corresponding subroutine in IFCSECT which puts the application program's 
data area address and length as well as the request type in the SCB, 
posts MIOS, and waits for MIOS to respond* RDCPS also issues an OS/360 
STIHER macro specifying time > prior to walti-!.(^, anci waits ior either the 
message arrival or the time-out event to occur* The first event to occur 
causes EDCPS to cancel the other and to report the first one to the 
application via the return argument* If, for example, the time interval 
elapses, EDCPS sets the CPS -access request type in the SCB to zero, erasing 
the request* Thus if the CPS-side then posts MIOS, MIOS ignores it until 
the next application request* 

When MIOS is posted by the IFCSECT routine, it checks whether the 
application subtask had previously been informed by ABNORM-aignalling 
that CPS is dead*^ If so, MIOS does not allow the new request and posts 
the IFCSECT routine with a code requesting it to stop the violating 
application* If MIOS does not detect a violation it executes the branch- 
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Standard Log-On; LOGCPS 

Log-on with file name; LOGCPS (libname ) 

Read from CPS RDCPS (inarea, time, return) 

Write to CPS: WRCPS ( text) 

Attention, CPS: ATNCPS 



Table 7*1 CPS-Access Procedures 
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ing protocol to the CHAT-side of the conduit • 

The branching protocol Involves a change of program^state; 
MIOS executes an SVC (Blair's SVC 239 [B3]) giving it key-zero super- 
visory privilege^ It then disables interrupts to create the same 
machine state for the CHAT-side that, the CPS-side is Riven. This also 
allows the later-used CPS I/O Appendages to have the state which their 
coding assumed. 

The CHAT-side has a choice of three return points in MIOS when it 
has completed handling the request: 

1, Normal Return - exchange between the CHAT subtask and CPS was 
completed successfully* - 

2, Abnormal Return - One of the following errors occurred: 
a* WRITE INTERLOCK 

b. LOG-Il^ EXCEPTION 

c. CPS DEAD 

(See Chapter 3) A field in the SCB indicates which one, 

3, CPS-not-ready Return ^ The CHAT request was not completed' 
because CPS has not yet issued its next EXCP. 

For each return* MIOS reverts to its normal interrupt-enabled, problem 
program state* For the normal return (lO* MIOS posts the IFCSECT 
routine and erases the request type in the SCB* The IFCSECT routine can 
then link back to its caller in normal fashion* . 

For abnomal return (2*), MIOS erases the request, turns on a flag 
if CPS DEAD is indicated (to remember that the application has been noti- 
fied) , and posts the special code to the IFCSECT routine requesting it to 
signal ABNOEM to the application subtask. The code stored by- the CHAT- 
side is picked up by EKRCODE when this procedure is called from the 
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application's on-unit (see Chapter 3). 

For return (3.), MIOS does not erase the request and does not 
post the IFCSECT routine. Instead it waits for the CPS-side to post 
the occurrence of the next CPS EXCP for this port so it can retry the 
exchange. 

This completes the discussion of the interactions of the CHAT 
components outside the conduit both with the conduit and among themselves 
In the next section more is given about internal conduit logic and the 
internal relationships of the CPS-side and CHAT^side with each other and 
with the CPS I/O Appendages. 
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INSIDE THE CONDUIT 

This section examines the inner workings of the conduit in 
greater detail: its initialization, its interactions with CPS ^nd 
CHAT, and the cooperative activity between the CPS^side and the CllAT- 
side* Figure 7*2 shows the internal layout of the conduit and will be 
referred to in the following subsections* 

Initialization and Checking : The discussion based on Figure 7*1 took 
for granted that the linkage mechanism was already in place: that CHAT 
could locate the conduit and that the conduit could locate both CHAT 
and CPS* In actual operation, the mechanism requires linkage-initializa - 
tion as well as checking overhead during execution of the linkage* Ini- 
tialization involves, primarily, making CPS known to the conduit, and 
CHAT and the conduit known to one another. Checking ±s performed to 
protect against improper linkage when CHAT is present but CPS is not , or 
vice versa — either because one has never been loaded into the system or 
because one has left the "system before the other* 

The two sides of the conduit experience no difficulty in communlcatinf* 
with each other; they are assembled in the same load module and can share 
commonly addressable control storage* In fact, one subroutine, for 
analyzing CPS channel programs, is used by both* 

The CPs-side linkage with CPS is also easily established* Blair's 
program [B3] , mentioned earlier, has a root in the conduit load module* 
This allows it access to the conduit control field into which it places 
the address of the next interceptor in the EXCP-intercept chain* This root 
is invoked at system fire-up, issues Blair^s catch-all SVC 239 [B33 , stores 
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the information returned (see Figure 7*2), and exits vitli its inJ>;«1on 
accomplished* CPS remains completely unaware of the interception 
mechanism and requires no knowledge of the conduit* 

During subsequent operation, when the CPS-side successfully inter- 
cepts a CPS channel program to a CHAT port, the CPS-side obtains, as 
part of the standard EXCP protocol, the address of the dS/360 Task 
Control Block (TCB) for CPS and the address of the lOB that CPS has 
defined for the CHAT port currently in use. 

The TCB address is useful for three reasons: 
1*, The CPS"Side uses it at interception-'time to determine quickly 
whether CPS issued the EXCP* It determines this by checking the 
program name associated with (and accessed through) the TCB 
address passed by the standard EXCP (SVC 0) protocol. At TIICC, 
the CPS program has the tongue- twisting name: TITCSYSCPCPS* If 
it jjS CPS, with a channel program directed to a CHAT port, the 
CPS^side stores the TCB address in the conduit control storage. 
This is done each interception time, so that the conduit has the 
latest location (CPS raay leave the £>ystem and come back again 
later) * 

2* Both conduit-sides need the CPS TCB address when posting CPS — 
the OS/360 posting protocol requires it* 

3- The GHAT-side needs the CPS TCB address to check whether CPS is 

alive and well when CHAT (MIOS) requests access to CPS* " However, 
because the GHAT-side and CPS operate asynchronous ly , the CHAT-side 
checking is somewhat involved. It may be that no CPS TCB address 
is stored in the conduit* in this case, CPS has not yet been inter- 
cepted by the CPS-side and cannot be located* Alternatively, a TCB 
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address may be stored but the TUCSYSCPCPS name-check fails; this 
indicates CPS has appeared ia the system and then died (its TCB has 
""^ been reused by OS/360), Finally, the name-check may succeed but 
certain bit-settings, or flags ^ In the TCB may Indicate CPS is 
currently In the process of termination. Any of these negative 
'indications prevents current use o£ CPS^ causing the CRAT-'side to 
return to MIOS with the CPS DEAD status. 

The lOB address intercepted by the CPS-slde establishes the con- 
duit's means of accessing CPS* Figure 7*3 shows the detailed linkages 
involved; some o£ the linkages, such as that concerning the Start I/O 
Appendage and that for Halt I/O (HIO lOB)^ are described in a later sub-^ 
section. 

The CPS-side stores the lOB address into the conduit control storage 
(Figure 7*2) in the element o£ the lOB address-list indexed by the UCB 
hexadecimal X^Fx' Identifier shown in Figure 7*^3*^ -The zone digit (F) 
in the hexadGclmal-ldentlfler informs the CPS-side that CPS is using 
a CHaT port. The CPS-side extracts the x-diglt from the hexadecimal-iden 
tlfier, multiples it by four, and uses the result to index the ,corre- ' 
sponding element of the conduit lOB list in which to save the current lOB 
address. Thus, X'ElJ causes storing in the first fullword element of the 
list; X^Fl', in the second; and so forth. (This design constrains the 
maximum number o'l CHAT ports to 16 — more than we believed would ever be 
needed for the actual CHAT System* The design could be extended to allow 
another zone to be defined and checked^ thereby increasing the number to 
32 — the maximum number of displays allowed by the CHAT display -^multi- 
plexer*) 

The same Indexing applies to the conduit's list (Figure 7*2) of CHAT 
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station control blocks (SCBs); the initialization of this list wo haw 
not yet described. Each SCB contains the same identifier, wllliout tlie 
zone, for quick indexing by the CHAT-side when it needs to pick out the 
lOB address associated with the SCB address passed to it by MIOS* Figure 
7*4 illustrates this correspondence, assuming-^for brevity only three 
ports, (The same principle applies to the conduit*s list of ITCB ad- 
dresses; but because this list was useful primarily during debug testing 
of the conduit, we omit further mention of it in the thesis,) This 
association of SCB with lOB is the means the conduit uses to connect a 
specific application program to a specific CPS CHAT-port and to control 
concurrent activity at all ports* (Note; The index shown in Figure 7.4 
is distinct from that defined ln^Chapter_5 in Figure 5,2,) 

■The IpB permits full access to CPS from the conduit, Notice (Figure 
7-3) that it allows posting of CPS (the CPS ECB) , access to CPS data areas 
(via the CPS channel programs), and access to CPS l/O appendages, which 
are discussed later. The Data Control Block (DCB), Data Extent Block 
(DEB), and Appendage Vector Table (AVT) are OS/360-def ined control blocks. 
They are. not of interest here apart from their Intermediate role in the 
linkage and will not be described. 

The SCB provides access in the other direction* The CHAT-side re- 
ceives an address of an SCB through the MICS branching-protocol describeu 
in the previous section* FielSs in the SCB describe the type of request 
and the location and size of application program areas* An MICS ECB (one 
that MIOS waits to have posted) is defined within each SCB* Hence, the 
CPS-side can post an ECB in a particular , SCB to simultaneously wake up 
MIOS and signify to MIOS which CHAT port is active. MIOS can then, if 
needed, enter the..,CHAT-side , passing the address of the active SCB, 




Figure 7*4 SCB and lOB Linkage 
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Making CHAT and the conduit known to each other is accomplished 
during the initialization o£ the CHAT region by an initialization routine 
named MIOSINIT. ' MIOSINIT is attached by the MSS control task and thus 
repres^ts (tetnporarily) one o£ the three, monitor control tasks •..^..When 
it finishes its work-r MIOSINIT transfers control (XCTLs) to MIOS which 
inherits the TCB used for MIOSINIT: HlOS becomes the resident control 
task in place of MIOSINIT and MIOSINIT, by using XCTL, disappears from, 
the CHAT region* (It is transient *) While active, MIOSINIT performs 
various initialisation functions: among them our present concern* 

MIOSINIT locates the conduit using the services of OS/360 contents 
supervision, as indicated in Figure 7*2* A name, CAITOCPS, of a parameter 
list is^declared an ENTRY and its address is returned when MIOSINIT 
specifies it in an OS/360 LOAD macro* This is all the addressability 
MIOSINIT needs in order to do the initialization* Into the conduit 
control storage, it stores its own TCB address (the one inherited by 
MIOS) and the list of SCB-addresses correctly ordered according to index. 
The addresses of three translation tables are also placed in the conduit. 
These tables are resident in the CHAT Monitor control storage but are 
used by the conduit for EBCDIC-to-Teletype and Teletype-to-EBCDIC code 
translation and for Teletype control character stripping. The two code 
translation tables are shared by the CHAT Monitor control task, MTWX, 
(MTWX uses a different table, however, for control character stripping 
and parity checking*) 

MIOSINIT also initializes the CHAT Monitor control storage used by 
MIOS* There, it stores the address of the entry point to the CHAT-side 
of the conduit so MIOS can branch to it* MIOSINIT also stores into MIOS 
control storage the address of the conduit field in which it stored its 
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own TCB address* This allows MXOS as part of its sihutdovin^ hrnlo(M>l i u 
zero-^out this field in the conduit so that the CPS^sido will know t^llAT 
is not presents (MSS does this as part of its shutdown protocol IF HtOti 
has abnormally terminated*) All of this initialization activity by 
MIOSINIT (and that ty MIOS or MSS in zeroing-out the MIOS TCB address) 

is performed in supervisor, interrupt-disatled mode* 

The CPS-side, which is as3nichronous with respect to CHAT, has 
simpler checking to perform because of this shutdown cleanup* Before 
posting MIOS) it checks only whether the MIOS TCB address is pre^;ent in 
the conduit..' If it is, then the CPS-side can post MIOS (passing the TCB 
address to .OS/360) using the, now addressable, SCE of interest. If the 
TCB address is not present, it will not post but instead will force the 
currently active ClIAT port to the disconnected state — a process to be 
described* Similarly, the other active CHAT ports (if any) are forced 
to disconnect as their activity is intercepted. If ClIAT is later restored, 
the MIOS TCB address will again appear in the conduit and be seen by the 
CPS-side, 

This completes the detailed discussion of the checking and linkage- 
initialization required for the conduit to provide robust- exchanges 
between_GHAT and CPS, It also illustrates how elaborate mechanisms are 
sometiiTies needed to perform a function not provided for (indeed, "pro- 
hibited") within the host control program* 

How CPS Works : Since the conduit uses the Teletype l/O interface presented 
by CPSj we need to describe briefly how CPS normally uses it, in communi- 
cation with a real Teletype* Some f amiliar_l-ty with the CPS external 
specifications manual [ll] on operator usage of a CPS Teletype might be 
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helpful to the reader here» but not at all crucial. The following 
description is based on the author's line-by-line tracing through CPS 
source code listings — no other reference can be cited* 

CPS uses seven distinct channel programs for the Teletype* These 
will be characterised by their five main functions: 

Enable - This channel program is the one used by CPi> to answer 
a dialed call from a Teletype, It is the first one 
issued to a port and does not complete (it "hangs") 
until a call is received. The' channel program includes 
a write command that causes the familiar CPS "hello" 
type message to be printed at the calling Teletype* 
Disable - This simply disconnects the Teletype, CPS follows this 

with an Enable channel program to await a new call* 
Read - This is used by CPS to read keyed-in data from the 
Teletype, 

Write - This is used by 'CPS to print out data. on -the Teletype* 

' CPS uses three versions of this channel program^ depending 

-xippn How it wants to control Teletype carrier-retum/li^ie- 

ieed* Each version involves a different channel program 

< structure*. 

Prepare - This channel program is used by CPS to monitor the line 

from the Teletype when no other channel program is avail- 
^able (ready)* This permits CPS to learn that the operator 

i 

has hit Break or the X-On key (attention) when no other 
channel program is monitoring line activity. Completion 
of a Prepare causes only l/O status to be signalled; no 
dat^a is received (read). 



ERIC 



163 

In using the OS/360 EXCP interfsce, CPS also defines three I/O 
appendages: two for handling channel-end/ device-end (CE/DIi!) f/O 
interrupts and one Start I/O appendage (see Figure 7.3). .A Ptart l/O 
appendage is given control by the OS/360 I/O Supervisor (lOS) after an 
EXCP (SVC 0) has been issued but before the actual System/360 Start I/O 
instruction is executed by lOS. Since a Start I/O "appendage^ like the 
I/O interrupt-handling appendages, has supervisor, interrupt-disabled 
privileges, it can be used to do some things not allowed the problem- 
state program issuing the EXCP* Wotice that the mechanism allows for 
intercepting all EXC?s for which the appendage is defined [17]* 

Start I/O appendages can have various uses — CPS uses its Start I/O 
appendage to stop l/Ol This rather exotic usage -(not copied by the 
CHAT Monitor support for the Teletype which borrows other features of 
the CPS Teletype support) stems f rom^tlie-programming complication intro- 
duced by the added function that the Prepare channel program provides - 
To maintain continuous surveillance over the connected Teletype, CPS 
constantly alternates EXCPs for the Prepare channel program with those 
for Read and Write channel programs that do work scheduled by the CPS 
user program or by the CPS Interpreter itself. Each of the latter CPS 
programs experiences processing delays, during which the Prepare channel 
program is needed to be active on the System/ 360 channel. However, Jthis 
means that an incomplete Prepare must be removed in order to do the sub- 
sequent; scheduled I/O. 

CPS employs a somewhat complicated technique which we simplify here. 
On completion of a Read or Write operation, CPS issues a new EXCP, pass^ 
ing the standard lOB shown in Figure 7.3 and using the Prepare channel 
program* Then, when scheduled Read or Write work is to be performed. 
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CPS fills in a bogus lOBr— shown in Jifture 7-3 as the HTO lOB. Both the 
lOB used for the Prepare and the HIO lOB are examined by the CPS Start 
l/O Appendage when it gains control* The former is passed through to 
lOS for Start I/O execution. The latter is trapped by the Start l/O 
appendage* Through linkage not shown in Figure 7.3 (which is oriented 
toward the conduit's concerns), the Start I/O appendage manages to locate 
the Prepare lOB-to-UCB chain and issues a Systeia/360 Halt l/O, setting 
a flag (called lOBHALT) in the lOB. The Start l/O appendage then returns 
to the problem program, by-passing the lOS Start l/O execution. 

When the interrupt caused by the Halt,l/0 occurs, one of the CPS 
l/O appeadages is invoked by lOS interrupt-handling* On detecting that 
the lOBHALT flag is ON, the l/O appendage, through some other devious 
linkage not shown in Figure 7*3, locates the" newly scheduled Read or 
Write channel program, fills in the (real) lOB, and uses the exit to lOS 
for restarting l/O — in this case the new chahner program* The Halt I/O 
caused interrupt is not posted to CPS^* ' Later, when the Read or Write 
successfully completes, the l/O appendage takes the exit to lOS specifying 
to post CPS. The cycle then continues* 

Figure 7*3 shows linkage involving the HIO lOB* This i^s. defined 
within CPS, but its use .is more germane to the conduit* CPS includes 
a DD control card in its job-initiation JCL that specifies a real, sys- 
gennedUCB with the unit identifier x'57'* This is to satisfy OS/360 
validity- checking (the bogus lOB must be linked to a legal UCB) , since 
CPS never links to it. The OCB itself represents an address of a fic- 
ticious" physical device, just like GHAT ports* 
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Simulating the Teletype : The CPS operation, while exotic, is a felici- 
tous design for the purposes of the conduit: it allows the conduit to 
simulate the operation of the Teletype without change to CPS code. 

The implementation of Halt l/O through a Start I/O appendage 
allows the conduit to intercept the process, if CHAT ports are involved, 
before the appendage is reached* The presence of a specially marked 
(X'57') UCB, unique to this purpose, allows the intercepting CPS-side 
to detect the requirement* One of the CPS "clever" linkages — the pointer 
in the HIO lOB to the true BCB (shown in Figure 7*3) — allows the CPS-side 
to find the real UCB .effected* This is the only CPS-unique linkage used 
by the conduit* (CPS puts the pointer to the true BCB in the lOBSTART 
iield of the HIO lOB — a field normally used fox. a pointer to the channel 
program "to be started*) When the CPS-side finds that the true UCB iden- 
tifies a CHAT port, it uses the x-digit in the UCB to index the conduit 
lOB list where the true lOB address is already stored — since the previous 
Prepare channel program.had been intercepted inthe regular way. 

In intercepting CPS EXCPs for CHAT ports, the CPS-side completely 
by-passes the CPS Start I/O appendage, although CPS activity for non-- 
CHAT ports continues"''to invoke it* Both sides of the conduit do make 
use of the CPS l/O appendages, however, and in fact share usage of the 
same copy that serves concurrent CPS activity mrelated to CHAT* 

Figure 7*5 gives a simplified view of how the CPS-side responds 
to a CPS EKCP to a CHAT port* if the GPS EXCP specifies the true lOB, 
the CPS-side obtains the address of the channel program from the lOB 
and examines the channel program to determine which one of the seven it 
is- A Bisable is handled by the CPS-side without assistance from the 
CHAT-side. The CPS-side enters the CPS l/O appendage, with I/O inter-- 
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rupt status simulated; the appendage processes the I/O completion inter- 
rupt just as It does for a real Teletype and returns to the CPS-side 
using its standard lOS-deflned exit protocol (here, the exit ^5ignifyin^? 
to post)* The CPS-slde then invokes the OS/360 posting protocol, which 
posts CPS, and the CPS-side then returns to CPS at the location following 
its EXCP-issuance* (Amusingly, this means the I/O completion has been 
posted before CPS is^aware that its EXCP has finished* Since l/O com- 
pletions are normally asynchronous with the program^s sequencing, this 
causes no difficulty — even though real ones cannot occur in interruot" 
disabled mode. ) 

The other channel programs are handled differently. A Prepare 
normally causes the CPS-side simply to update the conduit^s records for 
the port (lOB address, current status) and to return to CPS* Read, Write, 
and Enable are of interest to CHAT, so the CPS-side posts these events ' 
to MIOS (if preseri!:) and then returns to CPS* These channel programs, 
unlike Disable, remain pending ^Jntil a CPS Halt I/O request (to stop the 
Prepare) or a CHAT-side event occurs* ^ 

A Halt I/O requep t is handled in more involved fashion* The CPS- 
side creates the proper environment for a halted channel program inter- 
rupt and invokes the CPS l/O completion appendage to process it* The 
appendage uses' its standard clever vt^y of locating the new channel 
program and returns to the CPS*-side via i^he lOS-defined restart exit, 
with the lOB properly re-initialized; Since this must be in accordance 
with lOS- defined protocol, the CPS-side easily locates the new channel 
program and goes to the analysis logic as shown' in Figure 1,5. 

Simulating the Teletype involves also simulating the System/360 
channel (and the outboard control unit) and lOS, insofar as CPS append- 
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ages are sensitive to their operation* The invoked C?^ appendage must 
find SysteiD/360 channel status word (CSW) and lOS-defined information of 
the standard format and in the standard locations in the lOB (10^ places 
the CSU information in the lOB, as one of its standard services) • 
Similarly, the conduit must adhere to the standard lOS protocols on 
entry to and exit from the appendages, since these are the ones assumed 
in the appendage-coding* This involves initializing standard registers 
with standard pointers on entry and providing the exit support defined 
by lOS* The appendages must also find flags set the way the by-passed 
CPS Start I/O appendage would have set them if it had been invoked^ (Be- 
sides lOBHALT, there is also an lOBBUSY flag not described here*) 

The port-status referred to in Figure 7*5 is shov/n in greater detail 
in Figure 7*6- Each CHAT port is represented by a byte In the conduit's 
port-status b^te-strinfi shown in Figure 7-2- Here again the familiar 
indexing tactic applies: each CHAT port is represented by the byte in 
the string indexed by the x-digit in the SCB and UCB associated with it* 
Thus, the . -atus for the port associated with the SCB/IOB pair shown in 
Figure 7-4 is kept in Ll*e second byte of the string* 

The meaning and usage of the individual bit-fields of the status 
are as follows: 

Bit (? - This is turned ON by the CHAT-side to request that the CPS- 
side force the port to the disconnected state - A port is 
disconnected when CPS is awaiting a new dial-in- This means 
it has an Enable channel program pending* 

Bit 1 - This is turned ON when the CliAT-side simulates completion of 
an Enable channel program* It remains ON until a Disable 
occurs^ It is useful for informing the CIlAT-side of the 
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connection status even though no CPS channel program may be 
pending when the GHAT-side is invoked^ (Note that CHAT and 
CPS cOfmpeLe for CPlF-usage; so CHAT itself can be the cause 
of CFS's delay^) 

Bits 2-6 - These bits inform the CHAT-side of the type of channel 

program currpn;;ly pending (if any) • They are set by the 
channel program analysis routine and reset when an I/O 
completion is simulated* 

Bit 7 - This is set ON by the CHAT-side when the CHAT application 
subtask has Issued ATNCPS at an instant when no channel 
program is pending* It alters the subsequent intercept- 
activity shown in Figure 7*5 where the Prepare handling is 
concerned: the *CPS-?*slde will execute the branch to post 
MIOS* 

Ais indicated in Pigure 7*5, the CPS-side sets all bits to zero when it 
intercepts a Disable* 

The CPS"sxde Intercept-^activity is also altered from the way shoxm 
In Figure 7*5 if Bit 0 is ON: the handling of Read, Write, and Prepare 
is changed* For these channel programs, the CPS-side executes I/O 
completion simulation and does not post MIOS* (MIOS is not interested*) 

For Read, this involves creating the environment associated with 
arrival of the Teletype EOT control character and System/360 unit excep- 
tion status in the CSW* The normal-end CPS appendage (see Figure 7*3) is 
invoked and, upon return, the CPS-'Side posts CPS and returns to CPS* 

For Write and Prepare, l:he CPS-side creates the completion environ- 
ment associated with line-breakage (unit check . status, intervention- 
required sense-bit, and lOS error-indicators), and invokes tha abnormal- 
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end CPS appendage* The CPS-side then posts CPS and returns to It. 
Unfortunately, the machine-status Itself is ambiguous, being also 
signalled for the case where a Teletype operator hits the Break key 
when these channel programs are active* Thus, CPS will assume the non- 
fatal cause and invoke its own Ereak-protocol* Tiiis involves a new 
Write for which the CPS-side on the new EXCP interception must persist- 
ently signal line-breakage, since the CPS abnormal-end appendage, at 
this time, will repeatedly return by the lOS-defined restart exit until 
its retry count is exhausted* Only then does CPS accept the fatal cause 
and give up- (The process can be further complicated because CPS extends 
"attention" handling to CPS user programs in its language definition, 
e^;en permitting nested attention on-units» Thus, a number of Write 
EXCPs can be issued until the innermost attention-handler (CPS) is reached* 
Only on this innermost one does CPS retry to exhaustion*) 

The CHA^-side also participates in the Teletype simulation process 
and does all the work to move data between CPS and GHAT» Figure 7^7 
shows a simplified view of how the CHAT-side works- MIOS enters the 
CHAT-side for an additional reason beside those previously mentioned — to 
force the port to be disconnected if it is not already so. MIOS does 
this whenever an application suhtask associated with the port terminate;!! 
or if it is performing shutdown- 

The conventions of Figure 7^7 are: 

• The all-capitalized names correspond to CHAT requests to the 
conduit — either from the application subtask (LOG, .READ, WRITE, ATM) 
or from MIOS for the disconnect reason (DISC), The request type is 
obt ained by the CHAT— s ide from the SCE- 

• The exits refer to those previously described for returning to MIOS- 
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0 Reference to the CPS channel programs is as before — capltrallzed 
first letter. 

^ # The $-syTDbols specify the type of abnormal condition detected! 
$WR - both CHAT and CPS are trying to write to each other 
(CHAT loses). 

$LOG - the application program needs to log-in to CPS because 

CPS is awaiting a new call (not connected)/ 
$NULL - both CHAT and CPS rvre trying to read from each other. 

This could happen if a CHAT application subtask is 

reading from CPS and letting this indicator inform it 

of the end of a sequence. 
• The comments along the arrows are obvious* except possibly those 
from the match-test: these indicate which CPS channel program is 
pending and the nature of the mismatch. 

Notice that the CHAT-side completes the simulation of-the Teletype 
I/O for those channel programs that the CPS-side left pending. The 
CHAT-side completes I/O by also using the CPS appendages, in the same 
way described for the CPS-side, However, because it executes the move- 
ment of data between CHAT and CPS, it also has Teletype code and control 
characters to manipulate. Code translation is required in both directions, 
while Teletype control character deletion/ addition depends on direction. 
The conduit has no intermediate buffer, but moves data directly from the 
CHAT application program data area specified in ths SCB to the CPS data 
area specified in the channel program — or vice versa* All code transla- 
tion, of course, is performed at the sink after moving. Truncation (on 
the right) is performed if the source-length exceeds the sink-length. 

Certain steps shown in Pigur^ 7.7 require additional comment. The 
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LOG request involves two invocations of the CllAT-sldc^ Wlien Ir In 
issued by the application program, the port will normally not yet he 
connected: an Enable channel program is pending^ Since CPS does no 
reading in this channel program, the CHAT-side must. complete it first 
(the "hello" message is not moved into CHAT) and wait for the CPS-side 
to post MIOS that the next channel program has been intercepted^ This 
one will be a CPS Read, and the CHAT-side can then move the application 
program's log-in message (the standard conduit-supplied log-in message 
with or without an application program specified load/save file) into 
CPS's data area* The application program does its own. log-off using 
the interface facilities for writing to CPS* If the program writes a 
log-off /res\me message tlll> it can issue a LOG that will take only 
one invocation of the CHAT-side to complete* (It can also use a WRITE 
to fonnat its own log-in message*) 

Notice in Figure 7*7 that the CHAT-side attempts to initiate dis- 
connection of the port if a channel program is pending when the DISC 
request arrives* It marks the request for the CPS-side even in this case 
(not shown in Figure 7*7), so that if any further attempts are necessary 
the CPS-side will continue them* 

The A.TN request causes the CHAT-side to indicate the request in 
the port-status if.no channel program is pending* This* is to force thfe 
CPS-side to post MIOS on a Prepare so that the application program can 
get CPS's attention even in this case* The indicator is turned off by 
the CPS-side as it posts* When a channel program is pending, the CHAT- 
side does not indicate the ATN request in the port-status but honors the 
request itself* This means on a Prepare or Write that the condition 
described earlier as ambiguous is set for the simulated I/O completion* 
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This time the subsequent CPS Break-protocol Write can succeed. For — 
Read, the simulated completion is made to appear as if the X-On (Control- 
Q) key has been hit on a Teletype [II]. Tiiis is unambiguous. 
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EXPERIENCE WITH THE CCITDUIT 



The original purpose of the. conduit was to serve ^fudge's DIAL 
program, as described at the Beginning of this chapter. This purpose, 
however, was never realised for tvo reasons: (1) the move of the CHAT 
System from TUCC to UHC resulted in both a critical reduction In avail^ 
able core size and no other coinmiinlty needs for CPS in the new CHAT 
host Installation; (2) Mudge's program was found not really to require 
usage of CPS. The UHC version of the CHAT System does not use the 
conduit* 

The conduit was, however, completely tested and fully debugged at 
TUCC. In addition, Blair [B3] wrote an application program using the 
PL/ I conduit interface which proved the conduit's soundness and useful- 
ness* This program was Invokable from any display station and provided 
display station access to CPS, since Blair used both the conduit CPS- 
access Interface facilities as well as those for the display in his 
program. This ingenious application program has also been lost to the 
CHAT System because of the move* The CPS program at TUCC has reverted 
to its former staid existence of serving only real teletypewriter 
terminals . 



CHAPTER 8: ON-LINE TEEMIUAL TEST FACILITY 



Early experience with the display equipment gave pungent evidence 
of the need to include a diagnostic and testing facility within CRAT, 
During the development of the CHAT Monitor, the display equipment fre- 
quently broke down* Restoring it to working order was inconvenient , 
expensive, and, during one lengthy period, nearly hopeless* The problem 
was worsened at this period (at TUCC) by the communication lines and 
AT&T 201B1 data sets (involving three different telephone companies) used 
to connect the CC^7012 to the CC-72* The common-carrier equipment did 
not offer Swiss-watch reliability: within a year, three line breakages 
occurred and five data set replacements were necessary* 

Bell gives responsive service^-in part, because its management ran- 
domly "bugs" and tapes customer calls to Bell service centers* Bell di- 
agnosis of data sets consists of running a series of set-to-set tests 
using special equipment with myriad lights to check that particular, ^ 
repeated data patterns are correctly received at '^ach end* Maintenance 
consists of replacing a defective data set by a spare that the service 
man carries along; if the Bell tests show no error, the data set is not 
replaced and the problem is blamed on the other vendor(s)* 

Unfortunat(*ly , the tests are not as exhaustive us they appear: 
After '^Successful" completion of Bell's testing of a data set, the author 
noticed a subtly uneven cursor-motion on the display screen and suggested 
to the service man that the data set crystal oscillator timei^ was bad 
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(the CCI equipmeat derives its transmission timing from the data set) , 
The service man confessed that he had no test for this component In hifi 
standard on**site repertoire; some ad hoc strobing by the service man 
proved the oscillator was awry— the data set was replaced • 

Diagnosis and servicing of the CCI equipment v?as hindered by the 
following deficiencies; { 

1. No hardware service aids other than the oscilloscope and strobes. 
This meant an almost total reliance on software control in the 
computer and on the standard (possibly defective) installed - 
equipment to diagnose problems. 

2^ Ignorance on the part of the servicing personnel of the logical 

properties of the CCI equipment registers and of ^he communication 
protocols involved In data exchange (bit-x in the CC-72 SS-register 
means ^'this'* after !'that'^ action). Hence, strobing only established 

' voltage levels and did nou easily pinpoint logical problems (such 
as transmission parity block-checks). 

3^ Mis-design of the CC-72 multiplexer (no line-testing mode) — it 

requires computer program control in order to send anything > even 
the signal that one of its stations is ready to send a message* 
The computer program, of course, requires peifecr action by the 
CC-7012 and communication equipment for its enabling order to 
arrive at the CC-72* (Scenario: Author -to-Be 11 : I think something 
is wrong with our equipment andl^m not sure whether it^s you or 
CCI causing the problem. I thought IM call you first. Bell-to- 
author (later) i Well go ahead and send something; we're u^onitoring 
the line. Author- to-Be 11 (brief pause) : Er — uh, well, I can^t; 
my local equipment requires computer control before it can send and, 
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well, I he. no on-line computer support (see next point) • 
Can^t you send your man out with that box with all those lights? 
4» Poor manufacturer-supplied software diagnostic suppor ^ . This 

support was grossly inadequate for use by the manufacturer service 
personnel and not at all useful to the CHAT designers who could 
never get documentation on what it did or what its output meant • 
Furthermore, this diagnostic support offered no interaction with 
the CPU console to allow operator control or inquiry, but communicated 
only with one of the unreachable displays* Its output, if any, was 
printed on the installation printer in cryptic formats The most 
crippling aspect of the support was that it was a standalone (card- 
loaded) program coded to run on the basic System/360 machine^ 
Hence, it cpuld only be used when the installation management was 
willing/to shut down the operating system* 

One scarring episode illustrates the gravity of the above defi- 
ciencies* During development of the CHAT Monitor when no. code had yet 
been successfully tested for the displays, the author noticed that the 
equipment didn't work and reported the problem* Six months later ^ after 
innumerable weekends and mid-night hours of fumbling about and not ijso- 
lating the error, the author decided tl^e outage was too persistent* . Even 
the author's installation-acceptance test program was dusted off during 
this period — being better at times than nothingi The equipment was dis- 
installed from the System/360 and shipped back to the California factory* 
There they found errors in both the CC-72 and the CC-7012; meanwhile, 
Bell — acting on a request for re-testing of its equipments-located a prob- 
lem in the UNC-based data set. 

This pattern of inadequate diagnosis and service was an important 
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lesson during the design period; the CHAT System had to provide a 
testing facility , in order to be s viable production system* ClIAT does 
include such a facility, centered in the on-line testing program, OLTESl' 
(Cu-Iiine Test) — a PL/I program in^^okable from the Teletype* This chapter 
is about OLTEST — its objectives and usage, its special needs with regard 
to CHAT Monitor extensions* Its interactions with the CHAT Monitor, its 
I/O programming interface, and the test comniand set and output presented 
at the Teletype* 

Blair gave major assistance in the actual coding of OLTEST, He 
devised the basic scanning technique In OLTEST for parsing commands 
and also suggested inclusion of exercising- commands beyond those intended 
by the author* The facility is more ambitious and the human factors 
quality higher as a consequence of his interest and participation* 



OBJECTIVES AND USAGE 



Two general requirements had to be met by the testing facility 
for the GHAT System. It had to provide: 

1. A diagnostic feature for use at the time an,.error or outage 
became visible to a display operator^ What kind of errors 
were seen by the CH-^T Monitor? What kind of l/O was involved? 

By knowing both the external symptoms and internal machine status 
of aa error one might quickly diagnose the cause or specific 
location of the problem. 

2, An equipment -exercising feature for use at the time of maintenance 
or service. In step with a current service diagnostic tactic > it 
should be possible to initiate a particular operation, to exercise 
a specific component, or to send a chosen character string. 

The Teletype was the obvious console from which to control these 
features and so OLTEST was designed as a Teletype application program 
running under the control of the GHAT Monitor, This capability for control 
and requesting of test results at the site of the displays is very con- 
venient. Depending upon the GHAT region-size at the time, it is possible 
to run OLTEST concurrently with other application subtasks* Thus> if 
only one display station is down, it can be tested on-line while the other 
displays are in production use, 

OLTEST provides a set of commands for testing a display c\;osen by 
the Teletype operator and for requesting a status or log report. These 
commands and the output logging are described later in this chapter^ The 
use of OLTEST for exercising the equipment should be easy for anyone who 
can use the Teletype* Interpretation of .the log output for diagnostic 
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purposes iG easier the more the observer understands about the operation 

of the display equipment and the channel programs used by MIOS* In 

■ ^ J ■ - ^ 

actual prac^'Jice, one visiting CCI service man, who examined the log 

output /from OLTEST and compared it to the MIOS channel program it rerrr- 

enced, understood easily what error was occurring. (CCI service personnel 

understand channel programming*) 
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THE I/O INTERFACE FOR OLTEST 

OLTEST had one special requirement that the application prdgram 
interfaces described in Chapter 3 do not allow: access to both the 
Telety^?^ and the display equipment from one program, Furtherrrr^re, 
OLTEST needed to choose a display from the group as currently directed 
by the Teletype operator- Both requirements, as well as an additional 
need to access Honitor storage for status-clogging, are met by a special--, 
purpose interface* 

OLTEST includes in its source the preprocessor statement: 

%INCLm)E (OLTDCL) ; 
where OLTDCL is a aiember name in SYSLIB- This causes Inclusion of the 
declarations needed to define the $-^named variables and procedure 
entries for all the procedures described in Chapter 3 (except those for 
CPS access, which OLTEST doesn't need) as well as three special proce-- 
dures described below. 

OLTEST in using this interface is provided the special assembler^ 
coded linkage routine, OLNTEYS, mentioned in Chapter 2- This differs 
from the linkage routines provided other application programs by including 
more than linkage to IFCSECT, Where the display and Teletype procedures 
reside. The procedures to execute the new functions required for OLTEST 
are packaged with OLNTRYS (in the OLTEST load module) so they are resident 
in the CHAT region only when OLTEST is. Recall that IFCSECT is packaged 
with the Monitor and is always resident. 

In describing the new procedures the sam^ format is used as in 
Chapter 3- 

CALL SEIZE (station, return) ; 



184 

The CHAR(2) station argument specifies the numeric Identifier of 
the display for which all future display procedures invoked by the 
program are to apply • The identifier is the same as that appearing on 
the door of the room in which the display resides- (This should corre- 
spond to the "J^^connection** numeric on the back panel of the CC-^ll 
multiplexer where the station is attached*) The return argument (a BIT(8) 
ALIGNED variable) is set by the called procedure as follows:. 
*0000 OOOO^B - The specified station has been 

seized successfully • 
*0000 OOOl'B - The specified station has not been 
seised because it is busy — some 
other application subtask Is currently 
in use there; 
*0000 OOlO^B - The specified station has not been 

seized — no display in the CHAT System 
has the specified station identifier. 
After successful sei^iure, the program is in seized-mode i To escape from 
seized^-mode the program invokes HELEASE: 

CALL release; 

This n(;-argtjment procedure reference causes release of the currently 
seized station (if any) and causes the program to escape seized-mode* 
It is a No-Op if the invoking program is not in seized-mode* 

Two rules are enforced by OLWTRYS: 
i* The program must be in seized-mode at the time it invokes a 

procedure associated with display station activity* 
2, The program cannot invoke SEIZE when already in seised-mode- 

(It should release the previous o^ie first.*) 

O 
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OLNTRYS enforces these rules by stopping the violating program at the 
time of the offending call* 

The internal implementation of seizure of a display is simple: 
OLNTRYSj after finding that the specified station exists and is free» 
temporarily enters supervisor state and disables interrupts so that it 
can modify an address list used by MIOS. The process is illustrated 
in ?igure 8*1 where we assume for brevity that there are only three dis- 
plays* The address list is used by MIOS at times when it must locate 
a particular SCB indirectly (on I/O completions) rather than directly 
(on I/O requests where the posting task passes the SCB address)* OLNTRYS 
also moves some station-specific information for addressing from the 
target station's SCB into the Teletype SCB and sets a flag indicating 
seized-mode exists* This flag is examined elsewhere in the Monitor: 
MTWX uses it to clean up after the application if it terminates without 
releasing the seized station; MIOS will not initiate termination action 
for the application using the SCB. (You cannot ABORT OLTEST from a 
display.) 

Notice that the figure shows that the address of the true SCB^ for 
the seized station is stored in the Teletype SCB extension* This allows 
the release logic in OLNTRYS to un-do seizure. The extension also con^ 
tains (not shown) the address of the Monitor's data-storage; this is how 
OLNTRYS finds the list it modifies* (The verif ication^of^station^id 
process also requires this list*) 

The effect of this list*-modification is very powerful considering 
its simplicity* OLTEST gains full access to. the display using the stand- 
ard display procedures and the same internal mechanisms* MIOS is ihsensi- 
tive to the SCB^switch in its handling of requests* 
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The following procedure may be invoked regardless of mode* It 
provides the means whereby OLTEST obtains current I/O status information 
about equipment and malfunctions* 

CALL EKRINFO (mloi=^-f lafis ^ type-lo , codes , sense , stat-id , return ) ; 
If the BIT(8)ALXGNED return argument has been set by ERRINFO to the 
value *0000 OOOO^B, then a hard-failure record was found to have been 
stored by MIOS;- all the other arguments will carry information from that 
record- The ERKINFO procedure (logic in OLNTRYS) will also have unlocked 
the record-storage used by MIOS to allow HIOS to store a new record, 
MIOS only stores information on one hard-failure at a time. When its 
record-storage has been unlocked it ire-uses it for the next hard-failure 
to occur, locks it, and waits for the locked record to be retrieved be- 
fore storing a record on any new hard-failure. Hence, ERRINFO retrieves 
the record of the first hard-failure to occur since the previous invoca- 
tion of ERRINFO* This means the following sequence is useful; ; 
(1*) Invoke EERINFO to clear any old record* 
(2,) Invoke a display procedure to perform some 

operation of interest. 
(3*) Invoke EEItlNFO afterwards to obtain the 
hard-failure record for the display 
operation if It failed. (This clears the 
record, too* ) 
(4.) Go to (2.)- 

In the later section on OLTEST commands the reader will learn how the 
Teletype operator can direct OLTEST through this sequence and get the 
results at the Teletype, 

If no hard-failure record is found tiy ERRINFO . (the record-storage 
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is not locked), it sets the return argument to 'OOOO 0001' B and returns 
values in the mios-f lags and type-io arguments (nothing in the other 
arguments) about on-going MIOS l/O activity at the Instant ERRINFO was 
invoked^ This information is useful in detecting "hanging*' l/O, as 
will be discussed in more detail* 

The arguments of ERRINFO have the following attributes: 

mios-flags : BIT(8) ALIGNED 

type-io : FIXED BIN(15,0) 

codes: CHAR(*) 

sense: CHAR(*) 

stat-id : CHAR(2) 

return ; BITC8) ALIGNED 

The codes and sense arguments have their lengths governed by the value 
of a variable, MAXFAIL, which is part of the compile- time -in eluded source^ 
Currently, it is initialized to 7, corresponding to the MIOS-defined 
failure threshold (maximum niimber of failures) • This is an assembled 
parameter (also called MAXFAIL in MiOS) that determines how many errors 
MIOS will tolerate on a single operation before giving up and treating 
It as "hard," Each failure in the sequence l.eading to the threshold 
causes MIOS to store information defining the failure. The codes and 
sense arguments correspond to two byte-strings kept by MIOS in its hard- 
failure record* The first byte in each string corresponds to the first 
failure; the second byte, to the second failure, and so forth* Hence, 
the length of each string is also governed by the maximum number of 
failures in a single sequence (MAXFAIL)* 

For return set to zero (hard-failure record returned), type-io will 
be set to one of the values shown in Table 8*1* These values specify 
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Value Channel Program 

0 GET STATION INTEERUPT STATUS (SIS) 

4 GET LIGHT PEN CHARACTER 

8 ENABLE KEYBOARD 

12 GET LIGHT PEN COORDINATES 

16 INPUT ALPHANUMERIC 

Part 1 if mios-flags = 'XOXXXXXX'B 
Part 1 if mios-flags = 'xlXXXXXX*B 

(X = not relevant) 

20 ^ OUTPUT ALPHANUMERIC 

24 PERFORM SLIDE ACTION 

28 (Reserved for Card Reader — Never Implemented) 

32 READY-FOR-ATTENTION 
36 VERIFY BREAK-FUNCTION 

40 RESPONSE TO BOGUS BREAK 

(NO "ABORT" ON SCREEN) 

Table 8.1 Values Possible for type-io 
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which channel programs were executed at the time of the hard-f ailure. 
These channel programs can be found in the code listing for MIOS; the 
names in the table correspond to comments heading each channel program 
listings The mlos-fla^s argument has relevance only for one particular 
channel program as shown also in Table S.l. (That channel program has 
two parts — each requiring its own MIOS- initiated EXCP.) Possible values 
for each byte of codes are shown in Table 6.2. Although defined as a 
character-string, codes requires use of the PL/I feature, UNSPEC, since 
it is really a hexadecimal strings As shown in Table 8^2 the sense 
argument has relevance only in certain bytes in correspondence to "offset^* 
bytes in codes > In this case, a byte in sense will be the sense-byte 
read in for the given failure^ The stat-id argument gives the identifier 
of the display station involved during the hard-failure sequence or, if 
none (in the case of a multiplexer operation — see values 0 and 32 in 
Table 8»1)> the characters NA for not applicable ^ 

When return is, set to one (no hard-failure record found), mios-flags 
tells whether MIOS had a channel program working on the System/360 channel 
at the tima EFKINFO was invoked (and it picked up the MIOS status byte): 

mios-flaas ° *OXXXXXXX'B means inactive 
= 'mxXXXX'B means active 
(X = Not relevant) 

The type-io argumant gives the most recently initiated channel pro- 
gram and can be any one of the values shown in Table 8»1» However, two 
other values are possible if the initialization of the CHAT region is 
still incomplete. This will happen when the initialization routine 
MIOSINIT has experienced a problem initialising the CC-70l2 and 
In this case one of the following values is given: 
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Value ' Meaning 

<X*10' A zero-origin Index of the position of 

a CCW within a channel program. The CCW 
failed with unlt-^check status- The corre- 
sponding byte In sense gives the sense 
Information accompanying the unit-check. 

>_X'1Q* A failure code signifying the type of 

failure In the display operation detected 
by MIOS. It concerns an Inaction by the 
remote multiplexer or displays to MIOS 
orders- The corresponding byte In sense 
has no meaning- Specific failure codes 
are shown below. 



X*10' ^ Cursor not restored (4) 
X'20' Keyboard not enabled (8) ^ 

X*30' Cursor not restored (16) 

X'40' No acknowledgment to slide action (24) 

^X*50' Cursor not restored (24) 

X*60* No acknowledgment to MIOS-sent message (20) 

X*70* Keyboard not enabled (20) 

X*80' No acknowledgment of Break-rejection 

message (40) 



Table 8-2 Values possible for codes (per byte) 
shown In hexadecimal- The numbers In 
parentheses refer to the channel pro- 
grams involved and correspond to the 
values In Table 8*1. 



25A - MIOSINIT has reached tlie failure threshold in 

its initializing operation* 
255 - MIOSINIT has not yet had its initializing 

channel program posted complete — a case of 

hanging l/O- 

OLTEST provides a special message at the Teletype for eacli of these 
two conditions (as indeed it does for all others described). 

In the former case (254) the Teletype operator should enter the 
MTWX command $E72, HTWK will POst MIOSINIT which, in turn, will transfer 
control (XCTL) to MIOS where the more powerful hard-failure logging is 
performed and accessible through OLTEST, MIOSINIT will log on the 
CPU console on request but does not need to on the Teletype because 
MIOS has this capability- 

OLTEST has one privilege that no other application pro^^raTn has: 
when the ABNORM condition has been si^^nalled and ERRCODE rccurns the 
value signifying LINE ERROR (see Chapter 3), OLTEST may continue to use 
the display equipment procedures. Other programs are stopped if ^.hey 
attempt further equipment use. This added privilege, is necesj^ary since 
OLTES'i has its greatest use when the display equipment is producing hard 
failures. The privilege is implemented by OUJTRVS as part of its linkage 
to display procedures; it is one instruction to turn off a flag. 
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COMMANDS 

OLTEST provides a set of commands for the Teletype operator 
to exercise the display equipment and to request a log-out at the Tele- 
type of the error and status information obtained from the ERRINFO 
procedure^ Naturally, OLTEST reformats the information given by EKRINFO 
and provides more readable copy* Some example's ar,e shown in the next 
section • 

Figure 8-2 shows a typewriter version of an actual Teletype 
listing of an interaction with OLTEST- Notice that the operator uses 
the >ITWX $XEQ command to invoke OLTEST, receives acknowledgment from 
MTWX, and begins receiving from OLTEST. 

OLTEST always prompts the operator when it is ready for a new 
command- After ' reading and executing a command, OLTEST will print 
DONE if the command does not result in any other output on the Teletype, 
As shown, the HELP command does produce output, giving a summary of the 

V 

facility and instructions for its use. 

Figure 8-3 shows the consequence of using HELP ALL. A lengthy and 
detailed exposition of the OLTEST commands is printed on the Teletype. 
A typewriter version of this listing will serve the same purpose here. We 
add only a few remarks: 

1- Notice that OLTEST does not require the operator to release a 
seized station prior to seizing a new one. It does this for 
him automatically. 

2- The permitted short forms of 'the commands are not too useful — 
they are difficult to remember- 

3- OLTEST accepts SIEZE to mean SEIZE 0)* 
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4* OLTEST provides some error analysis on op&rator abuse of the 

commands which is not shown here* No abuse ever causes program ; 
stoppage. 

5* The operator should feel free to interleave MTWX $-commands 

with the OLTEST commands » particularly $E72 or $ABORTnn (to get rid 
of some other application subtask ^'hanging*'- or/ a display to be 
seized). $ABORT is useful to stop OLTEST itself if the operator 
is tired of seeing a long output sequence; he can quickly re- 
initiate OLTEST using $XEQ. 

6, It might be useful to have a short version of the OLTEST program — 
one without the HELP procedure — to save storage (if concurrent use 
of other applications is desired in a smaller tegion). This should 
not be difficult to do» but it has not yet been implemented. 
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MTt^ HERE.*. ENTER A COMMAND 
?$XEQ OLTFS:- 
C0M>1A>:D EXEi^'JTEB 

ON-:.INE TE^^T; DATE: 08/l?/71 TIME: 23:43:29 ^'== 
ENTER COMM'\ND OR ^'HELP'' 
?HELP 

INTRODUCTION TO ON-LINE TEST i^-*-* 

OLTEST IS INTENDED TO BE USED TO: 

1. EXERCISE THE CCI DISPLAY STATIONS— PARTICULARLY 
IN CONJUNCTION WITH MAINTENANCE SERVICE. 

2. LOG OUT CURRENT I/O STATUS OR "ILARD" FAILURE 
SEQUENCES STORED BY THE MONITOR. 

3. AID IN THE DIAGNOSIS OF EQUIPMENT PROBLE^^S. 

LIST OF OLTEST COMMANDS ^-i^-* 
LOG SEIZE RELEASE END 

SEND SLIDE REPEAT LCAR PAUSE READ READLP 

ASKING FOR MOTIE HELP 

IF YOU DESIRE FURTHER INFORMATION ON USE OF THE 
ABOVE COMMANDS, TYPE IN ''HELP" FOLLOWED BY THE 
COMMAND NAMECS) IN ™iCH YOU ARE INTERESTED. 
EXAMPLES; "HELP LOG" 

"help seize, RELEASE, SEND'' 
IF YOU TYPE "HELP SENSE", YOU WILL GET A DESCRIPTION 
OF THE SENSE BYTE ABBREVIATIONS USED ON LOG OUTS. 
IF YOU TYPE "HELP ALL", YOU WILL GET A DESCRIPTION 
OF ALL COMMANDS (AS WELL AS "SENSE"). 

1ft-*-* ENDING OLTEST 

SIMPLY TYPE IN "END" AT ANY TIME. 

NO GO AHEAD AND USE OLTEST. 
ENTER COMMAND OR "HELP" 



Figure 8.2 OLTEST Output fox the HELP Command 



?HELP ALL 



LOG COMMAND 

\^f^^EN YOU TYPE IN "LOG", OLTEST WILL PRINT OUT ONE 

OF THE FOLLOWING: 

i, THE INFORMATION STORED BY THE MONITOR FOR A 
"HARD" FAILURE—A SEQUENCE OF 7 CONSECUTlVr: 
FAILURES ON A SINGLE I/O OPERATION WITHOUT 
RECOVERY, BY GETTING THIS ^RROR LOG PRINTED 
OUT, YOU SI^fULTANEOUSLY "CLEAR" THE MONITOR'S 
RECORD OF IT* (YOU CAN CLEAll THIS RECORD WITHOUT 
PRINTING BY TYPING "LOG CLEAR".) THE MONITOR 
RECORDS INFORMATION ONLY ON THE FIRST "H/vRD" 
FAILURE OCCURRING SINCE THE LAST "LOG", Ti?US, 
YOU WILL CO>i:iONLY USE "LOG" IN ALTERNATION 
VJITH THE OLTEST COMMANDS THAT EXERCISE 
THE EQUIP^^ENT, 
2* IF NO "HARD" FAILURE HAS BEEN RECORDED, YOU 
WILL BE GIVEN THE MOKT RECENT l/O STATUS 
OF THE MONITOR, THIS iS USEFUL IN THE CASE 
mtU AN I/O OPERATION IS "HANGING" (ON A READ 
CCW GENERALLY) , BECAUSE THE LINE IS DOWN OR 
THE CC-72 MULTIPLEXER IS DOWN OR OFF, 

LOG OUTPUT 

A CURSORY KNOWLEDGE OF THE l/O OPERATIONS AND 
Cl[ANNEL PROGRAMS (IN THE MONITOR MODULE "MIOS") IS 
HELPFUL IN INTERPRETING THE LOG OUTPUT^- PARTICULARLY 
FOR "HARD" FAILURES WHERE CHANNEL COMMAND WORD (CCW) 
OFFSETS ARE CONCERNED, FOR "HARD** FAILURES YOU ARE 
GIVEN THE STATION INVOLVED (OR NA-NOT APPLICABLE -FOR 
A MULTIPLEXER OPERATION), THE T\'PE l/O (CHANNEL 
PROGRAM) THAT FAILED, AND THE SEQUENCE OF 7 
FAILURES* SOME FAILURES INVOLVE SO-CALLED "SENSE" 
INFORMATION FOR SPECIFIC COWS* IN THIS CASE, 
THE CCW IS IDENTIFIED BY ITS (0-ORlGIN) POSITION 
IN THE CHANNEL PR0GRA>1, l^HILE THE SENSE IS SHOWN 
IN ABBREVIATED MANNER (SEE BELOW), 



Figure 8,3 OLTEST Output for the HELP ALL Command 



SENSE BYTE INFOBMATION 



WHEN THE SENSE BYTE INFORMATION IS LOGGED OUT, 
THE FOLLOWING ABBREVIATIONS AKE USED: 

CR = COMMAND REJECT 

IR = INTERVENTION REQUIRED 

BO = BUS OUT 

3? = BIT-3 OF SENSE (NOT USED BY CCI WHEN CC-72 PRESENT) 

DC = data' check. 

OR = OVERRtJN 
TO = TIME OUT 

7? = BIT-7 OF SENSE (NOT USED ON "UNIT CHECK" BY CCI) 
(DETAILS ON THESE ERROR INDICATORS CAN BE FOUND 
IN THE CCI MANUAL ON THE CC-7012.) 

A-A-A-A-A-A 



A_A_A SEIZE COMMAND 

THIS COMMAND MUST BE USED BEFORE YOU CAN USE 
THE COMMANDS: 

SEND SLIDE REPEAT LCAR PAUSE READ READLP 
TO EXERCISE A PARTICULAR DISPLAY STATION. 
YOU TYPE IN "seize" FOLLOWED BY A 2-GHARACTER 
NUMERIC IDENTIFYING THE DESIRED STATION. 

EXAMPLE: "SEIZE 04" 
THIS EXAMPLE CAUSES STATION 04 TO BE SEIZED 
IF IT IS FREE. (YOU CANNOT SEIZE A STATION 
WHICH IS IN USE FOR ANOTHER APPLICATION.) 
THE 2~CHARACTER NUMERIC WILL AGREE WITH 
THE "J-CONNECTION" NUMERIC FOR THE STATION 
(SEE BACK PANEL OF THE CC-72 MULTIPLEXER) . 
YOU MAY CANCEL THE EFFECT OF A PREVIOUS "SEIZE" 
BY TYPING A NEW "SEIZE" OR BY USING "RELEASE". 

A_A<-A_A_A_A 



Figure 8.3 (Continued) 



A_*_* RELEASE COMMAND 



THIS COMMAND CAUSES A SEIZED STATION TO 
BE RELEASED. A SHORT FORM, "RLS", MAY BE USED. 
EXAMPLES : "RELEASE" 
"RLS" 

END COMMAND 
THIS COMMAND ENDS THE OLTEST PROGRAM, 

SEND COmAND 

THIS COMMAND IS USED TO SEND A MESSAGE 
TO THE CURRENTLY SEIZED DISPLAY STATION. 

EXAMPLE: "SEHD 'ABCDEF'" 
THE CHARACTER STRING WITHIN THE SINGLE 
QUOTES WILL BE DISPLAYED ON THE DISPLAY 
STARTING AT THE CUEREKT CURSOR LOCATION. 



Figure 8.3 (Continued) 



A_A_A REPEAT COMMAND *-*-* 

THIS COMMAND CAUSES THE SCREEN OF A SEIZED 
STATION TO BE CLEAItED AND THEN A SPECIFIED 
CHARACTER TO BE DISPLAYED IN ALL POSITIONS. 
EXAMPLES: "REPEAT A" 

"REPEAT " 

"REPEAT" 

THE FIRST EXAMPLE SPECIFIES "A" AS THE 
REPEATED CHARACTER; THE SECOND SPECIFIES 
"blank"; and the THIRD, "*", THE DEFAULT 
CHARACTER> OHCE YOU SPECIFY "REPEAT", 
THE PROGRAM REPEATS THE OPERATION EACH 
TIME YOU SEND "X-OFF". YOU MAY CHANGE 
THE CilARACTER BY TYPING A NEW CHARACTER 
BEFORE YOtJR "X-OFF". YOU END THE REPEAT 
OPERATION BY TYPING "STOP" (OR "END"— IF 
YOU WANT, ALSO TO END THE OLTEST PROGRAM). 



A_A_* SLIDE COMMAND A_A_A 

THIS COMMAiro CAUSES A. SLIDE ACTION 
TO BE PERFORMED AT THE SEIZED DISPLAY 
STATION. 

EXAMPLES: "SLIDE ON" 

"SLIDE 40" 

"SLIDE OFF" 
A SHORT FORM, "SLD", MAY BE USED. 

*_A_*_*_A_A 



Figure 8.3 (Continued) 



PAUSE COMMAND A-*-* 

THIS COMMAND ALLOWS YOU TO SPECIFY A TIME 
INTERVAL FOR THE OLTEST TO PAUSE, AWAITING 
AN INTERRUPT FROM THE SEIZED STATION. 
AFTER YOU ENTER '*PAUSE*', TYPE SOMETHING 
AT THE DISPLAY AND HIT INTERRUPT- (YOU 
MAY ALSO LIGHTPEN THE STARTING LOCATION 
OF THE IHFORMATION TO BE READ, IF YOU 
LIKE.) OLTEST WILL REPORT THE RESULTS 
OF ITS READ OPERATION OH THE TELETYPE. 
EXAMPLES: ''PAXISE 10'' 
''PAUSE'' 

THE FIRST EXAMPLE CAUSES OLTEST TO WAIT 
10 SECONDS FOR AN INTERRUPT FROM THE 
SEIZED DISPLAY; THE SECOND EXAMPLE CAUSES 
IT TO WAIT INDEFINITELY FOR THE IHTEERUPT 
(SO DOES "PAUSE O"). 

A_ * 



READ COMMAND *^*-tft 

THIS COMMAND CAUSES OLTEST TO READ 
FROM THE SEIZED DISPLAY. TYPICALLY, 
YOU WILL ENTER "READ" HERE; GO TO THE 
DISPLAY—ENTERING A MESSAGE THERE 
(WITH AN INTERRUPT); AND THEN RETURN 
TO THE TELETYPE TO SEE OLTEST 'S REPORT 
OF THE NUMBER OF CHARACTERS READ. 

A A — ifr 



Figure 8.3 (Continued) 



*-*-* READLP COMMAND 

THIS COMMAND CAUSES OLTEST TO READ 
THE LOCATION COORDINATES MD CHAEACTER 
YOU LIGHTPEN AT THE SEIZED DISPLAY. 
TYPICALLY, YOU WILL ENTER "READLP" HERE; 
GO TO THE DISPLAY— LIGHTPENNING THERE 
(AND HITTING INTERRUPT) ; AHD RETURN TO THE 
TELETYPE TO SEE OLTEST' S REPORT. 
A SHORT FORM, "RLP", IS ALSO PERMITTED. 



. LCAR COMMAND *-*-* 

THIS COMMAND IS USED TO POSITION THE CURSOR 
OF A SEIZED STATION TO A SPECIFIED ROW 
AND COLUMN ON THE SCREEN. ' 

EXAMPLE : "LCARClO ,25) " 
(THE CURSOR WILL BE POSITIONED TO ROW 10, 
COLUMN 25.) 

ALWAYS SPECIFY 2 DIGITS FOR EACH COORDINATE, 
USING A LEADING ZERO IF NEEDED. 
EXAMPLE: "LCAR(05,01)" 

ENTER COMMAND OR "HELP" 

9 



Figure 8.3 (Coistinued) 



OUTPUT FOR THE LOG COMMAND 
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This section shows and discusses some examples of actual output 
given by the LOG connnand* While in all cases the examples are faithful 
typewritten reproductions of real Tj^letype sessions^ the equipment errors 
illustrated were contrived — e*g*, by disconnecting the equipment compo- 
nent involved* 

Figure 8*4 illustrates several ideas mentioned earlier in the 
chapter* The figure illustrates the case where the CC-7012 channel 
adapter is not operational at the time the CHAT region is initiated* In 
this case, the initialization routine MIOSINIT has not successfully 
finished its work and, thus, has not yet transferred control to MIOS* 

As the figure indicates, the Teletype operator is able to dial 
into CHAT and to invoke OLTEST — since MTWX is active* The output for 
the first LOG consraand reveals to the operator the existence of the in- 
complete^ initialization status* The operator then enters the $-coiTimand 
(to MTWX), $E72, asking that HIOS be invoked to enable the equipment. 
(OLTEST does not see this coininand* ) The operator then enters the second 
LOG coip^jiand of the session and, this time, gets a full report on the 
nature of the problem, since MIOS — with all its hard error record-keep- 
ing capability — has done its job* MIOSINIT is no longer in the system^ 
having transferred control to MIOS at $E72 time* Notice how OLTEST gives 
LOG output in descriptive fashion — converting all-those codes received, 
via its use of ERRINFO, into more readable language/ 

The error logout shows, via the station identifier (NA) and type of 
l/Ov that a multiplexer operation has failed^ Ready-for-at tent ion is 
the first channel program tried by MIOS when it initially gains controls 



MTWX HERE... ENTER A COMMAMD 
?$XEQ OLTEST 
COMMAND EXECUTED 

=■=> ON-LINE TEST: DATE: 06/04/71 TIME: 19:23:10 <== 

ENTER CO>iMAND OR "HELP" 

?LOG 

NO "HARD" 1/0 ERRORS RECORDED SINCE LAST LOG REQUEST 

LAST I/O STARTED: (HARDERR IN MIOSINIT; AWAITING DIRECTION) 

WHEN INSPECTED, l/O WAS NOT IN PROGRESS 

?E72 

COMMAND EXECUTED 
?LOG 

==> ERROR LOG ON 08/04/71 AT 19:24:10 <« 

ERR SYMPTOM STATION NA TYPE l/O =READY FOR ATTENTION 

1 CCW= 0, SENSE=IR 

2 SAME 

3 SAME 

4 SAME 

5 SAME 

6 SAME 

7 SAME 
?LOG 

NO "HARD" 1/0 ERRORS RECORDED SINCE LAST LOG REQUEST 
LAST 1/0 STARTED: READY FOR ATTENTION 
WHEN INSPECTED, l/O WAS NOT IN PR0GRE6d 
?$E72 

COMMAND EXECUTED 
?LOG 

=»> ERROR LOG ON 08/04/71 AT 19:25:0^ <« 
ERR SYMPTOM STATION NA TYPE I/O "GET SIS 

1 CCW= 0,SENSE«1R 

2 SAME 

3 SAME 

4 SAME 

5 SAME 

6 SAME 

7 SAME 



Figure 8.4 CC-7012 Outage at ca^T-ltiitlation Time 
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The first error recorded shows that the first (zero-origin indexing) 
Channel Control Word (CCW) failed with Intervention Required (IR) de- 
tected in the sense-byte^ The first CCW in this particular chaiinel pro^ 
gram is a comniand to the CC-7012* Intervention Required ending status 
means the CC-7012 is not "powered^-up" correctly* The same error has 
persisted through attempts 2-7 as Indicated* 

The output for the next LOG command illustrates how the previous 
hOG conenand had cleared the hard error record — only the current state 
of l/o activity is reported* The final LOG output shows continued 
persistence of the problem* Get-SIS (^tatlon Interrupt ^tatus) is the 
standard channel program executed by MIOS in response to a $E72 request — 
usually when the CC-72 requires enabling, it also has a station-interrupt 
pending* 

Figure 8*5 Illustrates some additional aspects of OLTEST* For this 
example, we deliberately turned off the power at a display station to 
simulate station outage* Notice the OLTEST syntax- and context^error 
messages to the operator for SEIZE 7 and SEND 'X*, respectively* 

The response of OLTEST to the SEND ^ HELLO' request is a consequence 
of its (1) using the DISPLAY procedure' (of Chapter 3) to send HELLO to 
the display station and (2) being Informed by the Monitor via ABNORM- 
condltion signalling (also Chapter 3) that the operation failed* The" 
l/O ERROR report is sent by the invoked on-unlt of OLTEST to alert the 
Teletype operator immerliately* 

The subsequent LOG command output shows that the channel program 
for DISPLAY (to Station 06) failed persistently on the eighth (zero- 
origin, again) CCW with Time-Out (TO) indicated in the sense-byte* This 
particular CCW is the first Read command in the chaniiel program that 
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?SET2r: 06 

DONE 

? SEIZE 7 

** TWO CHARACTER NUMERIC STATION ID REQUIRED - REENTER ** 
ENTER COMMAND OR ^'HELP" 
?SEIZE 06 
DONE 

7SEND 'HELLO' 

** I/O ERROR ON STATION/LINE 
ENTER COMMAND OR "HELP" 
?LOG 

ERROR LOG ON 08/04/71 AT 19:26:23 <" 
ERR SVrfPTOM STATION 06 TYPE l/O ^OUTPUT ALPHANUMF.RIC 

1 CCW= 7.3ENSE=T0 

2 SAME 

3 SAME 

4 SAME 

5 SAME 

6 SAME 

7 SAME 
? RELEASE 
DONE 

7SEND 'X' 

** INV/LID REQUEST — NO CC-jC STATION HAS BEEN 

SEIZED BY USE OF THE "SEIZE" COMMAND. ** 
ENTER COMMAND OR "HELP" 
?LOG 

NO "HARD" I/O ERRORS RECORDED SINCE LAST LOG REQUEST 
LAST I/O STARTED: READY FOR ATTENTION 
WHEN INSPECTED, l/O WAS NOT IN PROGRESS 
?$SHUTDOWN 



Figure 8.5 Display Station Outage 
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requires a display station response* Several errors could cause the 
symptomj but the fact that an earlier Read in the same channel program — 
requiring a CC-72 response — succeeded, narrows the problem to the display- 
side of the imiltiplexer. Observation of the CRT-screen at the time of 
failure, to detect whether a Write — preceding the failing Read — also sue- 
ceededi will further narrow the problem* 

As a final example. Figure 8.6 shows the normal state of the CHAT 
System* The first LOG output reveals the usual state of I/O: MIOS is 
awaiting some event to occur and the link to the displays is idle and 
ready for either-direction use. The second LOG output is a rare occur- 
rence: although CHAT does a great deal of I/O, the fraction of time used 
is very small and in practice an I/O-^iii-progress message is difficult to 
capture* 

The final output in the figure also concludes the chapter. 

\ 
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?LOG 

NO '*HARD" I/O ERRORS RECORDED SINCE LAST LOG REQUEST 
LAST l/O STARTED: READY FOR ATTENTION 
WHEN INSPECTED, l/O WAS NOT IN PROGRESS 
?LOG 

NO '*HARD'' I/O ERRORS RECORDED SINCE LAST LOG REQUEST 
LAST l/O STARTED: OUTPUT ALPHANU'MERIC 
WHEN INSPECTED, l/O WAS IN PROGRESS 
?END 

OLTEST ENDED 



Figure 8*6 Normal State of the CHAT System 



CHAPTER 9: FACTS AND FIGURES 



This chapter covers two important points about the CHAT Monitor: 
how to change it and how big it is» The first point is particularly 
important for growth requirements* 

From the outset of the design of the Monitor, it was anticipated 
that the CHAT System would grow in number of display stations attaclied 
to the remote CC-72 multiplexer* Every effort was made to free the 
CHAT Monitor of design sensitivities to the number of displays currently 
in the cluster — as Chapter 5 described in some detail* The next sec- 
tion describes the simple-to-use facilities provided to re-^parameterize 
the Monitor when there is a change made in the display configuration* 

The Monitor can be modified in other ways not described here* 
For example, it may be desirable at some future time to modify the 
time-slicing parameters which are located in Monitor control storage. 
This type of change, however, is more the interest and concern of the 
system proRramroer inheriting CHAT responsibility; and thus such matters 
are left to the code listing. Other matters such as system generation 
and library maintenance are described by Blair in his companion thesis 
[B3] on CHAT, 
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CHAT PARAMETERS AND HOW TO CHANCE THEM 

Tabic- M lists a nuniber of CHAT parameters tliat wt^re dcslj;netl 

to be changed easily without affecting the logic of the CHAT Monitor. 
The Monitor ^'ode uses these parameters as Implied — without assuming 
a fixed value for any of them* 

NUi:CC30S is ijhe most important of tham since it defines the^ number 
of display stations to be supported* As shown, its current value is 
6. To change it, simply replace the current equate defined in the 
macro definition, GENPARM. GENPARM is used widely in the CHAT Monitor 
(in almost every component) to generate the shown names as well as Gth<?rs 
in common use . 

If the number of displays is to be -^Ticreased, a.i SCB must be de- 
fined for each new display to be added. A macro by the same name is 
defined for this purpose* It should be coded as follows; 
label SCB NXT, II>=nn> CPSUCB=*(*x ,ETX=etx 

A label is required and the currently used labeling convention 
is recommended. The NXT operand should be used to generate any new 
SCB, The ID operand specJ^fies the address identifier widely mentioned 
throughout this thesis; i: corresponds to the identifier of the J-connec- 
tion on the back of the CC-72 where the new display is attached. The 
CPSUCB operand specifies the CHAT-port to be used in the conduit as 
described in Chapter 7* The ETX operand specifies the hexadecimal code 
for the ETX control character in use at the display* This operand may 
be omitted and 03 will be assumed* (One old display used 13*) The CPSUCB 
operand may also be omitted in which case (S0 is assumed* 

The current SCBs are also defined by Tnacro and are located in the 
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Hame Current Value 
NUMCC3(3S 6 
MAXFAIL 7 

CMAXLEN 20 
RMAXLEN 90 
MAXDATAL 80 

Table 9.1 Parameters In GEKPARM 
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ROOTCAl source deck which includes the COMN macro defining* the >fonitnr 
control storage and the TWXSCB (which also usgk a vnrlant of this m.u rn) . 
Place the new SCBs In their logical order with respect to the currciu 
ones* Th** TWXSCB roust be the last SCB in the deck • (Note: A version 
of the SCB macro exists for generating the SCB DSECT — simply code "SCB 
The other parameters in Table 9 •I probably need never be changed- 
MAXFAXL specifies the maximum X/O failure threshold while the remaining 
parameters determine the Teletype buffering constraints in MTiJX (see 
Chapter 6)* The currently defined values appear quite satisfactory • 
(Aside: Actually, the Teletype support has an error threshold different 
from MAXFAIL, which MXOS uses* Xn fact, two are parameterized! One Is 
defined for use by the Teletype appendages; the other, by MTWX* This is 
for inner" and outer"error loop ccntrol and the author does not recommend 
changing them. They are MAXERR and MAXAPERR, assembled only in MTTOO 
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STORAGE REQUIREMENTS 

Table 9*2 lists the true core usage by the various components 
jointly referred to as CHAT Monitor support in this thesis (with the 
Acceptance Test "globule" thrown in for good measure). All except OLTl^ST 
are coded in assembler language* 

Table 9.3 lists the CHAT region requirements for residence of the 
CHAT Monitor load modules* Discr^^pancies are due to OS/360's 2K--block 
allocation* 
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Initialization Code 

MIDF 108 

MSSINIT 502 

MIOSINIT 1605 

HTWXIMIT 252 



Resident Code 

MSS 2072 

MIOSl 6024 

MTWX 2632 

MTOC [B3) 1024 

iFCSECT 2568 

Conduit 2176 



Monitor Control Storage 

COMN 2746 
SCBs 128. N 

TWXSCB2 328 



Resident with Subtask Modules 

IFNTRYS 176 
IFNTEYAS [B3] 312 
IFNTWXS 112 
OLNTEYS 696 



Others 

OLTEST (PL/I) 56,200 

CHAT SVCs tB31 See [B3I 

Acceptance Test 5656 (Not in CHAT) 



^Includes the display buffer 
^Includes the Teletjrpe buffers 



Table 9.2 Storage Usage 



ERIC 



214 



MSS+MIOS+MTWX+IFCSECT+MTOC 16K 

Control Storage (N ^ g) 4K 

Sub pool 0 2K 

Sub pool 252 2K 

Abend Dump (Disk only) 2K 

Total 26K 



Table 9.3 CHAT Monitor Load Module in the Region 
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APPENDIX A 



List of Acronyms 

This appendix lists some of the more obscure acronyms that appear 



in the 


text • 


BTAM 


Basic Telecommunications Access Method 


CCI 


Computer Communications! Inc • 


CPS 


n-inversational Programming System 


CVT 


Communication Vector Table 


DCB 


Data Control Block 


ECB 


Event Control Block 


cxc? 


Execute Channel Program 


HASP 


Houston Automatic Spooling Program 


HIO 


Halt I/O 


INT 


Interrupt 


lOB 


Input /Output Block 


JCL 


Job Control Language 


MIOS 


Monitor l/O Scheduler for displays 


MSS 


Monitor ,abtask Scheduler 


MTOC 


Monitor Table of Contents 


MTWX 


M:?nitor Teletype control task 


OLTEST 


On-Line Test 


PSW 


Program Status Word 


RTM 


Real-Time Monitor 



RTOS Real-Time Operating System 

SAS Station Acknowledgment Status 

SCB Station Control Blo^k 

SIS Station Ititerru^jL Status 

SS Short Status 

STCBE Subtask TCB Element 

TCB Task Control Block 

TSO Time-Sharing Option 

TUCC Triangle Universities Computation Cent 

UCB Unit Control Block 

XCTL Transfer Control 



